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“Our lighting collection is 
designed with an emphasis 
on timeless aesthetics that 

will last for years. This is why 
Keylight is the preferred supplier 

in innumerable national and 
international projects worldwide.”
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Keylight has been active in the world of lighting for 
more than 15 years. What started as a small company 
with a small product range and has grown over the 
years into a global player with a sophisticated range 
of technical and design lighting.

All our lighting products are finished in the 
Netherlands in our own assembly rooms and, 
if required, completely customised for our 
international clientele. Because we understand that 
every project is unique, and that the lighting must 
also fit seamlessly into the environment. This is 
why we are always the partner of choice for many 
architects, installers, interior designers and interior 
stylists when it comes to high-quality lighting.

Our lighting products find their way into many 
industries and sectors. For example, retail, shopping 
centres, hotels and the hospitality industry, offices, 
public spaces, outdoor areas and residential 
properties. Versatility, flexibility and design make 
our range feel at home in practically every situation.

In addition, Keylight is officially licensed by Philips 
Lighting. Partly thanks to this partnership, we 
supply lighting products with high quality LED chips 
and exceptional quality. This way we guarantee 
lighting products with a long life span and high 
quality light.

About
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Technical drawingHole size

1
4

PRODUCT MATERIAL

ADJUSTABLE

SIZE

LIGHT SOURCE

DRIVER

COLORS (∆)

BEAM ANGLE

Die-cast Aluminium

No

Ø30 X 24mm

Cree LED module

Including  on/off driver

30°

3 = RAL 9003 white

5 = RAL 9005 black

Ø23mm

M E L L O

MODULE LIFETIME Approx. 35.000 hours

INFORMATION

4310.002.30.∆ LED module	 Cree 65lm	 2W 32lm/W 2700K >90 35.000 Hrs 250mA

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

Ø30mm

24
m

m

OPTIONS

DRIVER OPTIONS 1/10V

DALI

250mA 1-14W
Art. no.: 0114.250.30.0

250mA 1-10W
Art. no.: 0110.250.40.0

POWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Art. no.: 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 Included

Max. 6 fixtures connected in serie per driver

Max. 5 fixtures connected in serie per driver

IP20 3 
YEARS 

WARRANTY

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

Full warranty only applies when fixture is purchased in combination with 
recommended driver.

Due to the small hole size, the drivers can only be placed externally!



Technical drawingHole size

1
5

COLORS

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

DRIVER

PRODUCT MATERIAL

SIZE

Yes

Cree XP-E

Excluding driver, SELECT OPTION

Aluminium

Ø60 X 32mm

5 = RAL 9005 black

Ø53mm

30°

ARTICLE 
NUMBER

∆ See colors

BRAND OUTPUT
POWER

LAMP TYPE LUMINOUS
FLUX

MODULE
EFFICIENCY

COLOR
TEMPERATURE

CRI mATC
LIFETIME

4096.130.27.∆ Cree 3WXP-E 145lm 48lm/W 2700K >90 700mA30.000Hrs

B A N  M I N I

Ø60mm

32
m

m

MODULE LIFETIME Approx. 30.000 hours

3 = RAL 9003 white

OPTIONS 

INFORMATION

POWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Art. no.: 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

DRIVER OPTIONS On/off

Phase cut

1/10V

DALI

700mA 1-20W
Art. no.: 0120.700.30.1

700mA 5-18W
Art. no.: 0118.700.40.0

700mA 5-10W
Art. no.: 0110.700.20.1

700mA 3W
Art. no.: 0103.700.10.0

Max. 6 fixtures connected in serie per driver

IP20 3 
YEARS 

WARRANTY

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

2 - 3 fixtures connected in serie per driver

2 - 6 fixtures connected in serie per driver

Due to the small hole size, the drivers can only be placed externally!



Technical drawingHole size

1
6

COLORS

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

DRIVER

PRODUCT MATERIAL

SIZE

Yes

Bridgelux DtW

Including phase cut dimmable driver

Aluminium

Ø61 X 32mm

5 = RAL 9005 black

Ø53mm

36°

ARTICLE 
NUMBER

∆ See colors

BRAND OUTPUT
POWER

LAMP TYPE LUMINOUS
FLUX

MODULE
EFFICIENCY

COLOR
TEMPERATURE

CRI mATC
LIFETIME

4096.125.36.∆ Bridgelux 4WDtW	 280lm 70lm/W 2000-3000K >90 250mA50.000Hrs

B A N  M I N I  D T W

Ø61mm

32
m

m

MODULE LIFETIME Approx. 50.000 hours

3 = RAL 9003 white

IP20 3 
YEARS 

WARRANTY

DTW

OPTIONS 

INFORMATION

POWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Art. no.: 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

DRIVER OPTIONS Phase cut

DALI 250mA 4-10W
Art. no.: 0110.250.40.2

250mA 3-7W
Art. no.: 0107.250.20.1

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

Due to the small hole size, the drivers can only be placed externally!
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PRODUCT MATERIAL Die-cast aluminium

4980.500.32.∆ CLU701 Citizen 2700K >90

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRIMODULE
EFFICIENCY

452lm 5W 90lm/W 35.000 Hrs 500mA

mATC
LIFETIME

M I T O  R  M I N I 

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

DRIVER

SIZE

5 = RAL 9005 black

No

Citizen CLU701

Excluding driver,  SELECT OPTION

Ø35 X 70mm

32°

OPTIONS

MODULE LIFETIME Approx. 35.000 hours

3 = RAL 9003 white 

70
m

m

Ø35mm

Ø30mm

Due to the small hole size, the drivers can only be placed externally

INFORMATION

POWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Art. no.: 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

OPTION DRIVERS On/off

Phase cut

1/10V

DALI

500mA 5-10W
Art. no.: 0110.500.30.1

500mA 4-18W
Art. no.: 0118.500.40.0

500mA 4-10W
Art. no.: 0110.500.20.5

500mA 3-6W
Art. no.: 0106.500.10.3

Max. 2 fixtures connected in serie per driver

Max. 2 fixtures connected in serie per driver

Max. 3 fixtures connected in serie per driver

IP54 5
YEARS 

WARRANTY

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

!
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PRODUCT MATERIAL Die-cast aluminium

4981.250.30.∆ CLU701 Citizen 2700K >90

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRIMODULE
EFFICIENCY

770lm 7,5W 102lm/W 35.000 Hrs 250mA

mATC
LIFETIME

M I T O  R

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

DRIVER

SIZE

5 = RAL 9005 black

No

Citizen CLU701

Excluding driver,  SELECT OPTION

Ø64 X 95mm

30°

MODULE LIFETIME Approx. 35.000 hours

3 = RAL 9003 white 

95
m

m

Ø64mm

Ø56mm

OPTIONS

INFORMATION

POWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Art. no.: 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

DRIVER OPTIONS On/off

Phase cut

1/10V

DALI

250mA 1-14W
Art. no.: 0114.250.30.0

250mA 6-13W
Art. no.: 0114.250.40.1

250mA 7-10W
Art. no.: 0110.250.20.4

250mA 7-13W
Art. no.: 0115.250.10.0

IP54 5 
YEARS 

WARRANTY

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.
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PRODUCT MATERIAL Die-cast aluminium

4982.250.30.∆ CLU701 Citizen 2700K >90

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRIMODULE
EFFICIENCY

770lm 7,5W 102lm/W 35.000 Hrs 250mA

mATC
LIFETIME

M I T O  R  T R I M L E S S 

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

DRIVER

SIZE

5 = RAL 9005 black

No

Citizen CLU701

Excluding driver,  SELECT OPTION

Ø57 X 95mm

30°

OPTIONS

MODULE LIFETIME Approx. 35.000 hours

3 = RAL 9003 white 

95
m

m

Ø57mm

Including recessed frame

INFORMATION

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

POWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Art. no.: 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

DRIVER OPTIONS On/off

Phase cut

1/10V

DALI

250mA 1-14W
Art. no.: 0114.250.30.0

250mA 6-13W
Art. no.: 0114.250.40.1

250mA 7-10W
Art. no.: 0110.250.20.4

250mA 7-13W
Art. no.: 0115.250.10.0

Ø75mm

IP54 5 
YEARS 

WARRANTY

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 
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Technical drawingHole size

2
2

PRODUCT MATERIAL

ADJUSTABLE

SIZE

LIGHT SOURCE

DRIVER

COLORS (∆)

BEAM ANGLE

Die-cast Aluminium

No

Ø63 X 68mm

Cree LED module

Including on/off driver

24°

3 = RAL 9003 white

5 = RAL 9005 black

Ø55mm

M Y K A

MODULE LIFETIME approx. 35.000 hours

INFORMATION

4320.005.24.∆ LED module	 Cree 229lm	 5W 46lm/W 2700K >90 35.000 Hrs 500mA

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

Ø63mm

68
m

m

OPTIONS

DRIVER OPTIONS Phase cut

1/10V

DALI

500mA 5-10W
Art. no.: 0110.500.30.1

500mA 4-18W
Art. no.: 0118.500.40.0

500mA 5-10W
Art. no.: 0110.500.30.1

POWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Including 1500mm wire and plug

Art. no.: 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

Max. 2 fixtures connected in serie per driver

Max. 2 fixtures connected in serie per driver

Max. 3 fixtures connected in serie per driver

IP44 5 
YEARS 

WARRANTY

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

Full warranty only applies when fixture is purchased in combination with 
recommended driver.



Technical drawingHole size

2
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PRODUCT MATERIAL Die-cast aluminium

4936.250.24.∆ CLU701 Citizen 2700K >90

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRIMODULE
EFFICIENCY

770lm 7,5W 102lm/W 35.000 Hrs 250mA

mATC
LIFETIME

G H I B L I  R  M I N I

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

DRIVER

SIZE

5 = RAL 9005 black

Yes  - 0-20° - 360°

Citizen CLU701

Excluding driver, SELECT OPTION

Ø64 X 102mm

24°

33°

44°

OPTIONS

OPTIONAL BEAM ANGLE Art. no.: 4930.010.33.0

Art. no.: 4930.010.44.0

ANTI-GLARE  RING

Art. no.: 4930.030.00.9
Gold anti-glare ring

MODULE LIFETIME Approx. 35.000 hours

3 = RAL 9003 white 

10
2m

m

Ø64mm

Ø56mm

INFORMATION

POWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Art. no.: 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

DRIVER OPTIONS On/off

Phase cut

1/10V

DALI

250mA 1-14W
Art. no.: 0114.250.30.0

250mA 6-13W
Art. no.: 0114.250.40.1

250mA 7-10W
Art. no.: 0110.250.20.4

250mA 7-13W
Art. no.: 0115.250.10.0

Black anti-glare ring Included

IP20 5 
YEARS 

WARRANTY

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

Gold

ANTI-GLARE RING

Black
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2
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PRODUCT MATERIAL Die-cast aluminium

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRIMODULE
EFFICIENCY

mATC
LIFETIME

G H I B L I  R  M I N I  T R I M L E S S

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

DRIVER

SIZE

5 = RAL 9005 black

Yes  - 0-20° - 360°

Citizen CLU701

Excluding driver,  SELECT OPTION

Ø57 X 102mm

24°

33°

44°

OPTIONS

OPTIONAL BEAM ANGLE Art. no.: 4930.010.33.0

Art. no.: 4930.010.44.0

ANTI-GLARE  RING

Art. no.: 4930.030.00.9
Gold anti-glare ring

Including recessed frame

MODULE LIFETIME Approx. 35.000 hours

3 = RAL 9003 white 

10
2m

m

Ø57mmØ75mm

4935.250.24.∆ CLU701 Citizen 2700K >90770lm 7,5W 102lm/W 35.000 Hrs 250mA

INFORMATION

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

POWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Art. no.: 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

DRIVER OPTIONS On/off

Phase cut

1/10V

DALI

250mA 1-14W
Art. no.: 0114.250.30.0

250mA 6-13W
Art. no.: 0114.250.40.1

250mA 7-10W
Art. no.: 0110.250.20.4

250mA 7-13W
Art. no.: 0115.250.10.0

Black anti-glare ring Included

IP20

ANTI-GLARE RING

5 
YEARS 

WARRANTY

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

GoldBlack



Technical drawingHole size

2
5

10
0m

m

Ø91mm

Ø82mm

4915.179.26.∆
4915.180.26.∆

V8 Array
V8 Array

Bridgelux
Bridgelux

550lm
745lm

6,2W
9,3W

88lm/W
81lm/W

2700K
2700K

>90
>90

35.000 Hrs
35.000 Hrs

350mA
500mA

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

SIZE

DRIVER

Yes - 0-20° - 360°

Bridgelux V8 Array

Die-cast Aluminium

Ø91 X 100mm

Excluding driver, SELECT OPTION

5 = RAL 9005 black

26°

36°

OPTIONS

OPTIONAL BEAM ANGLE Art. no.: 4912.010.36.0

ANTI-GLARE  RING

GLASS

Art. no.: 4912.922.99.3

Art. no.: 4912.933.94.0

Art. no.: 4912.933.90.0

Art. no.: 4912.933.96.0

Art. no.: 4912.922.99.9

White anti-glare ring

Prismatic

Frosted

Striped

Gold anti-glare ring

G H I B L I  R

MODULE LIFETIME Approx. 35.000 hours

HONEYCOMB Art. no.: 4912.933.91.0

7 = RAL 7037 grey

35 = RAL 9003 white + RAL 9005 black

INFORMATION

POWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Art. no.: 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

DRIVER OPTIONS 350mA

DRIVER OPTIONS 500mA

On/off

On/off

Phase cut

Phase cut

1/10V

1/10V

DALI

DALI

350mA 5-10W
Art. no.: 0110.350.30.1

500mA 5-10W
Art. no.: 0110.500.30.1

350mA 3-18W
Art. no.: 0118.350.40.0

500mA 4-18W
Art. no.: 0118.500.40.0

350mA 5-10W
Art. no.: 0110.350.30.1

500mA 5-10W
Art. no.: 0110.500.30.1

350mA 6-10W
Art. no.: 0110.350.10.3

500mA 6-10W
Art. no.: 0110.500.10.0

Black anti-glare ring Included

Max. 2 fixtures connected in serie per driver

IP20 5 
YEARS 

WARRANTY

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

GoldWhite

Striped Frosted Prismatic

ANTI-GLARE RING

GLASS

HONEYCOMB   

Honeycomb

Black
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Technical drawingHole size

2
8

4916.179.26.∆
4916.180.26.∆

V8 Array
V8 Array

Bridgelux
Bridgelux

550lm
745lm

6,2W
9,3W

91lm/W
84lm/W

2700K
2700K

>90
>90

35.000 Hrs
35.000 Hrs

350mA
500mA

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

SIZE

DRIVER

Yes - 0-20° - 360°

Bridgelux V8 Array

Die-cast Aluminium

Ø83 X 100mm

Excluding driver, SELECT OPTION

5 = RAL 9005 black

26°

G H I B L I  R  T R I M L E S S

MODULE LIFETIME Approx. 35.000 hours

36°

OPTIONS

OPTIONAL BEAM ANGLE Art. no.: 4912.010.36.0

ANTI-GLARE  RING

GLASS

Art. no.: 4912.922.99.3

Art. no.: 4912.933.94.0

Art. no.: 4912.933.90.0

Art. no.: 4912.933.96.0

Art. no.: 4912.922.99.9

White anti-glare ring

Prismatic

Frosted

Striped

Gold anti-glare ring

HONEYCOMB Art. no.:  4912.933.91.0

10
0m

m

Ø83mm
Ø110mm

35 = RAL 9003 white + RAL 9005 black

Including recessed frame

INFORMATION

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

POWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Art. no.: 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

DRIVER OPTIONS 350mA

DRIVER OPTIONS 500mA

On/off

On/off

Phase cut

Phase cut

1/10V

1/10V

DALI

DALI

350mA 5-10W
Art. no.: 0110.350.30.1

500mA 5-10W
Art. no.: 0110.500.30.1

350mA 3-18W
Art. no.: 0118.350.40.0

500mA 4-18W
Art. no.: 0118.500.40.0

350mA 5-10W
Art. no.: 0110.350.30.1

500mA 5-10W
Art. no.: 0110.500.30.1

350mA 6-10W
Art. no.: 0110.350.10.3

500mA 6-10W
Art. no.: 0110.500.10.0

Black anti-glare ring Included

Max. 2 fixtures connected in serie per driver

IP20 5 
YEARS 

WARRANTY

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

GoldWhite

Striped Frosted Prismatic

ANTI-GLARE RING

GLASS

HONEYCOMB   

Honeycomb

Black



Technical drawingHole size

2
9

COLORS 	

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

SIZE

MODULE LIFETIME

DRIVER

No

Bridgelux V8 Array

Die-cast aluminium

83 X 74mm

Approx. 35.000 hours

Excluding driver,  SELECT OPTION

74

Ø83

Ø70mm

5109.997.35.5
5109.997.50.5

V8 Array
V8 Array

black
black

Bridgelux
Bridgelux

565lm
760lm

6,2W
9,2W

91lm/W
82lm/W

2700K
2700K

>90
>90

350mA
500mA

35.000 Hrs
35.000 Hrs

ARTICLE 
NUMBER

LUMINOUS
FLUX

BRANDLAMP TYPECOLOR OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

BEAM ANGLE 33°

A L P H A  C U P

OPTIONS

74
m

m

Ø83mm

INFORMATION

POWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Art. no.: 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

DRIVER OPTIONS 350mA

DRIVER OPTIONS 500mA

On/off

On/off

Phase cut

Phase cut

1/10V

1/10V

DALI

DALI

350mA 5-10W
Art. no.: 0110.350.30.1

500mA 5-10W
Art. no.: 0110.500.30.1

350mA 3-18W
Art. no.: 0118.350.40.0

500mA 4-18W
Art. no.: 0118.500.40.0

350mA 5-10W
Art. no.: 0110.350.30.1

500mA 5-10W
Art. no.: 0110.500.30.1

350mA 6-10W
Art. no.: 0110.350.10.3

500mA 6-10W
Art. no.: 0110.500.10.0

Max. 2 fixtures connected in serie per driver

IP44 5 
YEARS 

WARRANTY

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

5 = RAL 9005 black



Technical drawingHole size

3
0

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

SIZE

MODULE LIFETIME

DRIVER

No

Bridgelux V8 Array

Die-cast aluminium

Ø83 X 74mm

Approx. 35.000 hours

Excluding driver,  SELECT OPTION

OPTIONS

Ø70mm

BEAM ANGLE 33°

A L P H A  R

Ø83mm

74
m

m

INFORMATION

POWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Art. no.: 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

DRIVER OPTIONS 350mA

DRIVER OPTIONS 500mA

On/off

On/off

Phase cut

Phase cut

1/10V

1/10V

DALI

DALI

350mA 5-10W
Art. no.: 0110.350.30.1

500mA 5-10W
Art. no.: 0110.500.30.1

350mA 3-18W
Art. no.: 0118.350.40.0

500mA 4-18W
Art. no.: 0118.500.40.0

350mA 5-10W
Art. no.: 0110.350.30.1

500mA 5-10W
Art. no.: 0110.500.30.1

350mA 6-10W
Art. no.: 0110.350.10.3

500mA 6-10W
Art. no.: 0110.500.10.0

Max. 2 fixtures connected in serie per driver

IP44 5 
YEARS 

WARRANTY

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

COLORS 	

White White  / black

Black Black / gold

INSERTS

5107.994.35.35 V8 Arraywhite / black Bridgelux 565lm 6,2W 91lm/W 2700K >90 350mA35.000 Hrs
5107.994.35.3 V8 Arraywhite Bridgelux 565lm 6,2W 91lm/W >90 350mA35.000 Hrs

ARTICLE 
NUMBER

LUMINOUS
FLUX

BRANDLAMP TYPECOLOR OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

2700K

5107.994.35.5 V8 Arrayblack Bridgelux 565lm 6,2W 91lm/W 2700K >90 350mA35.000 Hrs

5109.994.50.35
5109.994.50.5

V8 Array
V8 Array

white / black
black

Bridgelux
Bridgelux

760lm
760lm

9,2W
9,2W

82lm/W
82lm/W

2700K
2700K

>90
>90

500mA
500mA

35.000 Hrs
35.000 Hrs

5107.994.35.59

5109.994.50.3

5109.994.50.59

V8 Array

V8 Array

V8 Array

black / gold

white

black / gold

Bridgelux

Bridgelux

Bridgelux

565lm

760lm

760lm

6,2W

9,2W

9,2W

91lm/W

82lm/W

82lm/W

>90

>90

>90

350mA

500mA

500mA

35.000 Hrs

35.000 Hrs

35.000 Hrs

2700K

2700K

2700K

3 = RAL 9003 white

5 = RAL 9005 black



Technical drawingHole size

3
1

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

SIZE

MODULE LIFETIME

DRIVER

0 - 30° / 350°

Bridgelux V10 Array

Die-cast aluminium

Ø106 X 107mm

Approx. 35.000 hours

Excluding driver,  SELECT OPTION

Ø98mm

BEAM ANGLE 37°

S P E C T R A  R

OPTIONS

OPTIONAL BEAM ANGLE 22° Art. no.: 3056.010.22.0

50° Art. no.: 3056.010.50.0

Ø106mm

22
m

m
10

7m
m

INFORMATION

POWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Art. no.: 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

DRIVER OPTIONS 350mA

DRIVER OPTIONS 500mA

On/off

On/off

Phase cut

Phase cut

1/10V

1/10V

DALI

DALI

350mA 5-10W
Art. no.: 0110.350.30.1

500mA 13-20W
Art. no.: 0120.500.30.4

350mA 3-18W
Art. no.: 0118.350.40.0

500mA 12-20W
Art. no.: 0120.500.40.0

350mA 5-10W
Art. no.: 0110.350.30.1

500mA 9-18W
Art. no.: 0118.500.20.1

350mA 10W
Art. no.: 0110.350.10.4

500mA 11-20W
Art. no.: 0120.500.10.0

IP44 5 
YEARS 

WARRANTY

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

COLORS 

White White  / black

Black Black / gold

INSERTS

3 = RAL 9003 white

5 = RAL 9005 black

5106.994.35.35 V10 Arraywhite / black Bridgelux 945lm 9,3W 102lm/W 2700K >90 350mA35.000 Hrs
5106.994.35.3 V10 Arraywhite Bridgelux 945lm 9,3W 102lm/W >90 350mA35.000 Hrs

ARTICLE 
NUMBER

LUMINOUS
FLUX

BRANDLAMP TYPECOLOR OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

2700K

5106.994.35.5 V10 Arrayblack Bridgelux 945lm 9,3W 102lm/W 2700K >90 350mA35.000 Hrs

5106.994.50.35
5106.994.50.5

V10 Array
V10 Array

white / black
black

Bridgelux
Bridgelux

1295lm
1295lm

13,8W
13,8W

94lm/W
94lm/W

2700K
2700K

>90
>90

500mA
500mA

35.000 Hrs
35.000 Hrs

5106.994.35.59

5106.994.50.3

5106.994.50.59

V10 Array

V10 Array

V10 Array

black / gold

white

black / gold

Bridgelux

Bridgelux

Bridgelux

945lm

1295lm

1295lm

9,3W

13,8W

13,8W

102lm/W

94lm/W

94lm/W

>90

>90

>90

350mA

500mA

500mA

35.000 Hrs

35.000 Hrs

35.000 Hrs

2700K

2700K

2700K



Technical drawingHole size

3
2

B E N T L I  F I X E D  +  T R I M L E S S

Ø80mm

84
m

m

Ø88mm

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

SIZE

MODULE LIFETIME

DRIVER

Fixed

Cree XHP-5 

Die-cast aluminium

Ø88 X 84mm

Approx. 50.000 hours

Excluding driver,  SELECT OPTION

3 = RAL 9003 white

5 = RAL 9005 black

OPTIONS

OPTIONAL BEAM ANGLE

ANTI-GLARE RING FIXED

Art. no.: 4301.022.00.0

Art. no.: 4301.033.00.0

Copper

Brass

Art. no.: 4301.044.00.0
Black nickel

ARTICLE 
NUMBER
∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

4302.111.06.∆ XHP-5 Cree 460lm 6W 56lm/W 2700K >90 50.000 Hrs 500mA

INFORMATION

POWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Art. no.: 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

DRIVER OPTIONS 500mA On/off

Phase cut

1/10V

DALI

500mA 5-10W
Art. no.: 0110.500.30.1

500mA 4-18W
Art. no.: 0118.500.40.0

500mA 5-10W
Art. no.: 0110.500.30.1

500mA 6-10W
Art. no.: 0110.500.10.0

6°

20°

36°

Art. no.: 4301.011.20.0

Art. no.: 4301.101.36.0

Chrome Included

Max. 3 fixtures connected in serie per driver

IP20

ANTI-GLARE RING

5 
YEARS 

WARRANTY

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

Also available in trimless version

4302.211.06.∆ XHP-5 Cree 460lm 6W 56lm/W 2700K >90 50.000 Hrs 500mA

Trimless

Chrome Black Nickel

Copper Brass



Technical drawingHole size

3
3

Ø80mm

84
m

m

Ø88mm

B E N T L I  F I X E D  D T W  +  T R I M L E S S

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

SIZE

MODULE LIFETIME

DRIVER

Fixed

DtW COB

Die-cast aluminium

Ø88 X 84mm

Approx. 50.000 hours

Excluding driver,  SELECT OPTION

3 = RAL 9003 white

5 = RAL 9005 black

OPTIONS

OPTIONAL BEAM ANGLE

ANTI-GLARE RING FIXED

Art. no.: 4301.022.00.0

Art. no.: 4301.033.00.0

Copper

Brass

Art. no.: 4301.044.00.0
Black nickel

4301.111.24.∆ DtW COB VS 740lm 13W 57lm/W 2000-2900K >90 50.000 Hrs 350mA

ARTICLE 
NUMBER
∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

DTW

INFORMATION

POWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Art. no.: 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

DRIVER OPTIONS 350mA On/off

Phase cut

1/10V

DALI

350mA 0-15W
Art. no.: 0115.350.30.0

350mA 11-19W
Art. no.: 0136.350.40.0

350mA 6-13W
Art. no.: 0113.350.20.1

350mA 11-16W
Art. no.: 0116.350.10.3

24°

36° Art. no.: 4301.202.36.0

Chrome Included

IP20

ANTI-GLARE RING

5 
YEARS 

WARRANTY

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

Also available in trimless version

4301.211.24.∆ DtW COB VS 740lm 13W 57lm/W 2000-2900K >90 50.000 Hrs 350mADTW

Trimless

Chrome Black Nickel

Copper Brass



Technical drawingHole size

3
4

B E N T L I  A D J U S T  +  T R I M L E S S

Ø80mm

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

SIZE

MODULE LIFETIME

DRIVER

Adjustable

Cree XHP-5

Die-cast aluminium

Ø88 X 97mm

Approx. 50.000 hours

Excluding driver,  SELECT OPTION

3 = RAL 9003 white

OPTIONS

OPTIONAL BEAM ANGLE

ANTI-GLARE RING ADJUST

20°

36°

Art. no.: 4301.011.20.0

Art. no.: 4301.101.36.0

Art. no.: 4301.066.00.0

Art. no.: 4301.077.00.0

Copper

Chrome Included

Brass

Art. no.: 4301.088.00.0
Black nickel

ARTICLE 
NUMBER
∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

4302.135.06. ∆ XHP-5 Cree 460lm 6W 77lm/W 2700K >90 50.000 Hrs 500mA

5 = RAL 9005 black

97
m

m

Ø88mm

INFORMATION

POWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Art. no.: 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

DRIVER OPTIONS 500mA On/off

Phase cut

1/10V

DALI

500mA 5-10W
Art. no.: 0110.500.30.1

500mA 4-18W
Art. no.: 0118.500.40.0

500mA 5-10W
Art. no.: 0110.500.30.1

500mA 6-10W
Art. no.: 0110.500.10.0

6°

Max. 3 fixtures connected in serie per driver

IP20

ANTI-GLARE RING

5 
YEARS 

WARRANTY

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

Also available in trimless version

4302.225.24. 3 XHP-5 Cree 460lm 6W 56lm/W 2700K >90 50.000 Hrs 500mA

Trimless

Chrome Black Nickel

Copper Brass



Technical drawingHole size

3
5

Ø80mm

97
m

m

Ø88mm

B E N T L I  A D J U S T  D T W  +  T R I M L E S S

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

SIZE

MODULE LIFETIME

DRIVER

Adjustable

DtW COB

Die-cast aluminium

Ø88 X 97mm

Approx. 50.000 hours

Excluding driver,  SELECT OPTION

3 = RAL 9003 white

OPTIONS

OPTIONAL BEAM ANGLE

24°

ANTI-GLARE RING ADJUST

36° Art. no.: 4301.202.36.0

Art. no.: 4301.066.00.0

Art. no.: 4301.077.00.0

Copper

Chrome Included

Brass

Art. no.: 4301.088.00.0
Black nickel

4301.125.24.∆ DtW COB VS 740lm 13W 57lm/W 2000-2900K >90 50.000 Hrs 350mA

ARTICLE 
NUMBER
∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

DTW

5 = RAL 9005 black

INFORMATION

POWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Art. no.: 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

DRIVER OPTIONS 350mA On/off

Phase cut

1/10V

DALI

350mA 0-15W
Art. no.:0115.350.30.0

350mA 11-19W
Art. no.: 0136.350.40.0

350mA 6-13W
Art. no.: 0113.350.20.1

350mA 11-16W
Art. no.: 0116.350.10.3

IP20

ANTI-GLARE RING

5 
YEARS 

WARRANTY

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

Also available in trimless version

4301.225.24.3 DtW COB VS 740lm 13W 57lm/W 2000-2900K >90 50.000 Hrs 350mADTW

Trimless

Chrome Black Nickel

Copper Brass



Technical drawingHole size

3
6

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

SIZE 

MODULE LIFETIME

Yes

GU10 / LMR 50 exclusief driver

Die-casting aluminium

Ø89 X 150mm

Approx. 30.000 / 20.000 hours

3 = RAL 9003 white

5 = RAL 9005 black

25° 30° 38°

S P I D E R  F L A T

Ø75mm

Ø89mm

15
0m

m

IP20 3
YEARS 

WARRANTY

OPTIONS LMR50

GLASS COVER CLEAR
Art. no.: 0053.999.99.0
Glass IP44

INFORMATION

POWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Art. no.: 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

DRIVER OPTIONS On/off

Phase cut

1/10V

DALI

350mA 5-10W
Art. no.: 0110.350.30.1

350mA 3-18W
Art. no.: 0118.350.40.0

350mA 5-10W
Art. no.: 0110.350.30.1

350mA 6-10W
Art. no.: 0110.350.10.3

Max. 2 fixtures connected in serie per driver

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

ARTICLE 
NUMBER

    ∆ See colors

BRAND OUTPUT
POWER

LAMP TYPE LUMINOUS
FLUX

MODULE
EFFICIENCY

COLOR
TEMPERATURE

CRI BEAM
ANGLE

mATC
LIFETIME

4132.171.20.∆
4132.172.30.∆
4132.173.20.∆

4132.276.30.∆

4132.174.30.∆

4132.275.20.∆

Bridgelux V6

Bridgelux V6

Bridgelux DtW

Bridgelux V6

Bridgelux V6

Bridgelux DtW

6,8WLMR50 575lm

6,8W

7W

LMR50

LMR50

600lm

535lm

6,8WLMR50 575lm

6,8W

7W

LMR50

LMR50

600lm

535lm

85lm/W

88lm/W

77lm/W

85lm/W

88lm/W

77lm/W

2700K

3000K

1800-3000K

2700K

3000K

1800-3000K

>90

>90

95

>90

>90

95

20°

20°

30°

30°

30°

20°

350mA

350mA

350mA

350mA

350mA

350mA

30.000 Hrs

30.000 Hrs

30.000 Hrs

30.000 Hrs

30.000 Hrs

30.000 HrsDTW

DTW

Excl. driver
Incl. LMR50

4132.270.25.∆ GU10 Keylight 350lm 5W 70lm/W 2700K >80 20.000Hrs 38°



Technical drawingHole size

3
7

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

SIZE

MODULE LIFETIME

Yes

GU10 / LMR 50 exclusief driver

Die-casting aluminium

Ø106 X 150mm

Approx. 30.000 / 20.000 hours

3 = RAL 9003 white

5 = RAL 9005 black

20° 25° 38°

S P I D E R

Ø90mm

Ø106mm

15
0m

m
 

IP20 3 
YEARS 

WARRANTY

OPTIONS LMR50

GLASS COVER CLEAR
Art. no.: 0053.999.99.0
Glass IP44

INFORMATION

POWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Art. no.: 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

DRIVER OPTIONS On/off

Phase cut

1/10V

DALI

350mA 5-10W
Art. no.: 0110.350.30.1

350mA 3-18W
Art. no.: 0118.350.40.0

350mA 5-10W
Art. no.: 0110.350.30.1

350mA 6-10W
Art. no.: 0110.350.10.3

Max. 2 fixtures connected in serie per driver

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

4134.270.25.∆ GU10 Keylight 350lm 5W 70lm/W 2700K >80 20.000Hrs

ARTICLE 
NUMBER

    ∆ See colors

BRAND OUTPUT
POWER

LAMP TYPE LUMINOUS
FLUX

MODULE
EFFICIENCY

COLOR
TEMPERATURE

CRI BEAM
ANGLE

mATC
LIFETIME

4134.171.20.∆
4134.172.30.∆
4134.173.20.∆

4134.276.30.∆

4134.174.30.∆

4134.275.20.∆

Bridgelux V6

Bridgelux V6

Bridgelux DtW

Bridgelux V6

Bridgelux V6

Bridgelux DtW

6,8WLMR50 575lm

6,8W

7W

LMR50

LMR50

600lm

535lm

6,8WLMR50 575lm

6,8W

7W

LMR50

LMR50

600lm

535lm

85lm/W

88lm/W

77lm/W

85lm/W

88lm/W

77lm/W

2700K

3000K

1800-3000K

2700K

3000K

1800-3000K

>90

>90

95

>90

>90

95

20°

20°

30°

30°

30°

20°

38°

350mA

350mA

350mA

350mA

350mA

350mA

30.000 Hrs

30.000 Hrs

30.000 Hrs

30.000 Hrs

30.000 Hrs

30.000 HrsDTW

DTW

Excl. driver
Incl. LMR50



Technical drawingHole size

3
8

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

DRIVER

PRODUCT MATERIAL

SIZE

Yes

Bridgelux

Aluminium

Ø85 X 28mm

Ø75mm

28
m

m

   Ø85mm

ARTICLE 
NUMBER

∆ See colors

BRAND OUTPUT
POWER

LAMP TYPE LUMINOUS
FLUX

MODULE
EFFICIENCY

COLOR
TEMPERATURE

CRI mATC
LIFETIME

4290.300.45.∆ Bridgelux 5WBR.V6	 450lm 90lm/W 2000-3000K >80 250mA50.000 Hrs

B I N N Y  F L A T

MODULE LIFETIME Approx. 50.000 hours

Including phase cut dimmable driver

3 = RAL 9003 white

IP44 5 
YEARS 

WARRANTY

5 = RAL 9005 black

45°

INFORMATION

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

DTW

DRIVER OPTIONS 1/10V

DALI

250mA 4-15W
Art. no.: 0115.250.30.0

250mA 4-10W
Art. no.: 0110.250.40.2

Max. 2 fixtures connected in serie per driver

Max. 3 fixtures connected in serie per driver

OPTIONS

Allow for extra space behind recessed frame to install driver!



Technical drawingHole size

3
9

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

DRIVER

PRODUCT MATERIAL

SIZE

3 = RAL 9003 white

Yes

LMR50

Excluding driver,  SELECT OPTION

Aluminium

Ø92 X 75mm

5 = RAL 9005 black

Ø82mm

75
m

m

Ø92mm

30°20°

ARTICLE 
NUMBER

    ∆ See colors

BRAND OUTPUT
POWER

LAMP TYPE LUMINOUS
FLUX

MODULE
EFFICIENCY

COLOR
TEMPERATURE

CRI BEAM
ANGLE

mATC
LIFETIME

4545.171.20.∆
4545.172.30.∆
4545.173.20.∆

4545.276.30.∆

4545.174.30.∆

4545.275.20.∆

Bridgelux V6

Bridgelux V6

Bridgelux DtW

Bridgelux V6

Bridgelux V6

Bridgelux DtW

6,8WLMR50 575lm

6,8W

7W

LMR50

LMR50

600lm

535lm

6,8WLMR50 575lm

6,8W

7W

LMR50

LMR50

600lm

535lm

85lm/W

88lm/W

77lm/W

85lm/W

88lm/W

77lm/W

2700K

3000K

1800-3000K

2700K

3000K

1800-3000K

>90

>90

95

>90

>90

95

20°

20°

30°

30°

30°

20°

350mA

350mA

350mA

350mA

350mA

350mA

30.000 Hrs

30.000 Hrs

30.000 Hrs

30.000 Hrs

30.000 Hrs

30.000 HrsDTW

DTW

B A N

MODULE LIFETIME Approx. 30.000 hours

OPTIONS LMR50

GLASS COVER CLEAR
Art. no.: 0053.999.99.0
Glass IP44

INFORMATION

POWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Art. no.: 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

DRIVER OPTIONS On/off

Phase cut

1/10V

DALI

350mA 5-10W
Art. no.: 0110.350.30.1

350mA 3-18W
Art. no.: 0118.350.40.0

350mA 5-10W
Art. no.: 0110.350.30.1

350mA 6-10W
Art. no.: 0110.350.10.3

Max. 2 fixtures connected in serie per driver

IP20 5 
YEARS 

WARRANTY

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.
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Technical drawingHole size

4
2

PRODUCT MATERIAL

ADJUSTABLE

SIZE

LIGHT SOURCE

DRIVER

COLORS (∆)

BEAM ANGLE

Die-cast Aluminium

Yes

Ø98 X 98mm

LMR50

Excluding driver, SELECT OPTION

20° 30°

3 = RAL 9003 white

5 = RAL 9005 black

6 = RAL 9006 alu

Ø92mm

Ø98mm

98
m

m

ARTICLE 
NUMBER

    ∆ See colors

BRAND OUTPUT
POWER

LAMP TYPE LUMINOUS
FLUX

MODULE
EFFICIENCY

COLOR
TEMPERATURE

CRI BEAM
ANGLE

mATC
LIFETIME

4010.171.20.∆
4010.172.30.∆
4010.173.20.∆

4010.276.30.∆

4010.174.30.∆

4010.275.20.∆

Bridgelux V6

Bridgelux V6

Bridgelux DtW

Bridgelux V6

Bridgelux V6

Bridgelux DtW

6,8WLMR50 575lm

6,8W

7W

LMR50

LMR50

600lm

535lm

6,8WLMR50 575lm

6,8W

7W

LMR50

LMR50

600lm

535lm

85lm/W

88lm/W

77lm/W

85lm/W

88lm/W

77lm/W

2700K

3000K

1800-3000K

2700K

3000K

1800-3000K

>90

>90

95

>90

>90

95

20°

20°

30°

30°

30°

20°

350mA

350mA

350mA

350mA

350mA

350mA

30.000 Hrs

30.000 Hrs

30.000 Hrs

30.000 Hrs

30.000 Hrs

30.000 HrsDTW

DTW

A LT U M

OPTIONS LMR50

GLASS COVER CLEAR
Art. no.: 0053.999.99.0
Glass IP44

MODULE LIFETIME Approx. 30.000 hours

INFORMATION

POWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Art. no.: 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

DRIVER OPTIONS On/off

Phase cut

1/10V

DALI

350mA 5-10W
Art. no.: 0110.350.30.1

350mA 3-18W
Art. no.: 0118.350.40.0

350mA 5-10W
Art. no.: 0110.350.30.1

350mA 6-10W
Art. no.: 0110.350.10.3

Max. 2 fixtures connected in serie per driver

IP20 5 
YEARS 

WARRANTY

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.



Technical drawingHole size

4
3

PRODUCT MATERIAL

ADJUSTABLE

SIZE

LIGHT SOURCE

MODULE LIFETIME

DRIVER

COLORS (∆)

BEAM ANGLE

Die-cast Aluminium

Yes

Ø105 X 77mm

Bridgelux V8

Approx. 35.000 hours

Excluding driver,  SELECT OPTION

28°

3 = RAL 9003 white

5 = RAL 9005 black

OPTIONS 

GLASS COVER CLEAR
Art. no.: 0053.999.99.0
Glass IP44

Ø95mm

4005.990.28.∆ V8 Bridgelux 600lm 6,2W 97lm/W 2700K >90 35.000 Hrs 350mA

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

C A P 

Ø105mm

77
m

m

INFORMATION

POWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Art. no.: 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

DRIVER OPTIONS On/off

Phase cut

1/10V

DALI

350mA 5-10W
Art. no.: 0110.350.30.1

350mA 3-18W
Art. no.: 0118.350.40.0

350mA 5-10W
Art. no.: 0110.350.30.1

350mA6-10W
Art. no.: 0110.350.10.3

Max. 2 fixtures connected in serie per driver

IP20 5
YEARS 

WARRANTY

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.



Technical drawingHole size

4
4

Ø44mm

4925.700.21.∆ Oslon Osram 174lm 2,1W 83lm/W 2700K >90 30.000 Hrs 700mA

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

SIZE

DRIVER

Yes - 0-60° - 360°

Osram Oslon

Die-cast Aluminium

Ø26 X 40mm

Excluding driver,  SELECT OPTION

3 = RAL 9003 white

5 = RAL 9005 black

24°

36°

OPTIONS

OPTIONAL BEAM ANGLE Art. no.: 4925.010.36.0

ANTI-GLARE RING

Art. no.: 4925.030.00.9
Gold anti-glare ring

A I R

MODULE LIFETIME Approx. 30.000 hours

40m
m

Ø26mm

55
m

m

49mm

INFORMATION

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

POWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Art. no.: 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

DRIVER OPTIONS On/off

Phase cut

1/10V

DALI

700mA 1-20W
Art. no.: 0120.700.30.1

700mA 1-20W
Art. no.: 0120.700.40.0

700mA 5-10W
Art. no.: 0110.700.20.1

700mA 3W
Art. no.: 0103.700.10.0

Black anti-glare ring Included

3 - 4 fixtures connected in serie per driver

Max. 9 fixtures connected in serie per driver

Max. 9 fixtures connected in serie per driver

IP20 5 
YEARS 

WARRANTY

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

Gold

ANTI-GLARE RING

Black

Due to the small hole size, the drivers can only be placed externally!



Technical drawingHole size

4
5

Ø62mm

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

SIZE

DRIVER

Yes - 0-60° - 360°

Bridgelux V8 Array

Die-cast Aluminium

Ø40 X 70mm

Excluding driver,  SELECT OPTION

3 = RAL 9003 white

5 = RAL 9005 black

23°

26°

OPTIONS

OPTIONAL BEAM ANGLE Art. no.: 4912.010.26.0

A I R  M A X

ANTI-GLARE RING

GLASS

Art. no.: 4912.922.99.3

Art. no.: 4912.933.94.0

Art. no.: 4912.933.90.0

Art. no.: 4912.933.96.0

Art. no.: 4912.922.99.9

White anti-glare ring

Prismatic

Frosted

Striped

Gold anti-glare ring

4926.179.23.∆ V8 Array Bridgelux 550lm 6,2W 88lm/W 2700K >90 35.000 Hrs 350mA

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

MODULE LIFETIME Approx. 35.000 hours

36° Art. no.: 4912.010.36.0

HONEYCOMB Art. no.: 4912.933.91.0

70m
m

Ø40mm

95
m

m

69mm

INFORMATION

POWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Art. no.: 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

DRIVER OPTIONS On/off

Phase cut

1/10V

DALI

350mA 5-10W
Art. no.: 0110.350.30.1

350mA 3-18W
Art. no.: 0118.350.40.0

350mA 5-10W
Art. no.: 0110.350.30.1

350mA 6-10W
Art. no.: 0110.350.10.3

Black anti-glare ring Included

Max. 2 fixtures connected in serie per driver

IP20 5
YEARS 

WARRANTY

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

GoldWhite

Striped Frosted Prismatic

ANTI-GLARE RING

GLASS

HONEYCOMB   

Honeycomb

Black
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Technical drawingHole size

4
8

Ø83mm

4917.500.24.∆ V6 Array Bridgelux 430lm 4,6W 93lm/W 2700K >90 35.000 Hrs 500mA

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

SIZE

DRIVER

Yes - 0-20° - 360°

Bridgelux V6 Array

Die-cast Aluminium

Ø92 X 55mm

Excluding driver, SELECT OPTION

35 = RAL 9003 white + RAL 9005 black

5 = RAL 9005 black

24°

OPTIONS

ANTI-GLARE RING

Art. no.: 4912.922.99.3

Art. no.: 4912.922.99.9

White anti-glare ring

Gold anti-glare ring

S T I C K

MODULE LIFETIME Approx. 35.000 hours

36°OPTIONAL BEAM ANGLE Art. no.: 4912.010.36.0

Art. no.: 4912.933.94.0

Art. no.: 4912.933.90.0

Art. no.: 4912.933.96.0

Prismatic

Frosted

Striped

Art. no.: 4912.933.91.0

GLASS

HONEYCOMB

 5
5m

m

INFORMATION

Ø40mm

Ø 92mm

POWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Art. no.: 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

DRIVER OPTIONS

Black anti-glare ring Included

On/off

Phase cut

1/10V

DALI

500mA 5-10W
Art. no.: 0110.500.30.1

500mA 4-18W
Art. no.: 0118.500.40.0

500mA 4-10W
Art. no.: 0110.500.20.5

500mA 3-6W
Art. no.: 0106.500.10.3

IP20 5 
YEARS 

WARRANTY

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

Max. 3 fixtures connected in serie per driver

GoldWhite

Striped Frosted Prismatic

ANTI-GLARE RING

GLASS

HONEYCOMB   

Honeycomb

Black



Technical drawingHole size

4
9

GoldWhite

Striped Frosted Prismatic

ANTI-GLARE RING

GLASS

HONEYCOMB   

Honeycomb

Black

Ø110mm

4918.500.24.3 V8 Array Bridgelux 994lm 9W 110lm/W 2700K >90 35.000 Hrs 500mA

ARTICLE 
NUMBER

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

COLORS 

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

SIZE

DRIVER

Yes - 0-20° - 360°

Bridgelux V8 Array

Die-cast Aluminium

Ø90 X 85mm

Excluding driver,  SELECT OPTION

3 = RAL 9003 white 

24°

OPTIONS

ANTI-GLARE RING

Art. no.: 4912.922.99.3

Art. no.: 4912.922.99.9

White anti-glare ring

Gold anti-glare ring

S T I C K  T R I M L E S S

MODULE LIFETIME Approx. 35.000 hours

36°OPTIONAL BEAM ANGLE Art. no.: 4912.010.36.0

Art. no.: 4912.933.94.0

Art. no.: 4912.933.90.0

Art. no.: 4912.933.96.0

Prismatic

Frosted

Striped

Art. no.: 4912.933.91.0

GLASS

HONEYCOMB

80
m

m

Ø90mm

Including recessed frame

INFORMATION

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

POWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Art. no.: 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

DRIVER OPTIONS 

Black anti-glare ring Included

On/off

Phase cut

1/10V

DALI

500mA 5-10W
Art. no.: 0110.500.30.1

500mA 4-18W
Art. no.: 0118.500.40.0

500mA 5-10W
Art. no.: 0110.500.30.1

500mA 6-10W
Art. no.: 0110.500.10.0

Ø40mm

IP20 5 
YEARS 

WARRANTY

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

Max. 2 fixtures connected in serie per driver
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Technical drawingHole size

5
2

Ø102mm

4920.179.35.∆
4921.179.35.∆

V10C LED
V10C LED

Bridgelux
Bridgelux

1460lm
1535lm

12,2W
12,2W

120lm/W
126lm/W

2700K
3000K

>90
>90

35.000 Hrs
35.000 Hrs

350mA
350mA

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

SIZE

DRIVER

Yes - 0-45° - 350°

Bridgelux V10C

Die-cast Aluminium

Ø110 X 136mm

Excluding driver,  SELECT OPTION

5 = RAL 9005 black

3 = RAL 9003 white

35°

22°

50°

OPTIONS

OPTIONAL BEAM ANGLE Art. no.: 3056.010.22.0

Art. no.: 3056.010.50.0

ANTI-GLARE RING

HONEYCOMB

Art. no.: 3056.922.99.9

Art. no.: 3056.933.94.0

Gold anti-glare ring

S T I C K  X L

MODULE LIFETIME Approx. 35.000 hours

          Ø110mm

13
6m

m

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

INFORMATION

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

POWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Art. no.: 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

DRIVER OPTIONS On/off

Phase cut

1/10V

DALI

350mA 0-15W
Art. no.: 0115.350.30.0

350mA 3-18W
Art. no.: 0118.350.40.0

350mA 6-13W
Art. no.: 0113.350.20.1

350mA 11-16W
Art. no.: 0116.350.10.3

Black anti-glare ring Included

IP20 5 
YEARS 

WARRANTY

Gold

ANTI-GLARE RING

HONEYCOMB   

Honeycomb

Black



Technical drawingHole size

5
3

Ø65mm

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

SIZE

DIMMABLE

DRIVER

Rotating 350°, 55° tiltable

Bridgelux DtW

Die-cast aluminium

Ø59 X 62mm

Yes

Including phase cut dimmable driver

3 = RAL 9003 white

5 = RAL 9005 black

24°

V E N U S  R  M I N I

Ø75mm

Ø59mm

62
m

m

INFORMATION

36°

OPTIONS

OPTIONAL BEAM  ANGLE

ANTI-GLARE RING

HONEYCOMB

Art. no.: 3066.010.36.0

Also available in surface and track version

50° Art. no.: 3066.010.50.0

Art. no.: 3066.030.00.9
Gold mat anti-glare ring

Art. no.: 3066.040.00.0

4066.125.24.∆ DtW Bridgelux 900lm 10W 90lm/W 1800-3000K >90 50.000 Hrs 250mA

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

DTW

DRIVER OPTIONS 1/10V

DALI

250mA 1-14W
Art. no.: 0114.250.30.0

250mA 6-13W
Art. no.: 0114.250.40.1

34
m

m

POWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Art. no.: 0502.075.20.0
Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 Included

Black anti-glare ring Included

IP20 5 
YEARS 

WARRANTY

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

Full warranty only applies when fixture is purchased in combination with 
recommended driver.

Gold

ANTI-GLARE RING

HONEYCOMB   

Honeycomb

Black
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5
5

GHIBLI SQ

ALPHA SQ

GHIBLI SQ TRIMLESS 

GHIBLI SQ 2 GHIBLI SQ 2 TRIMLESS

68

72

69

70 71

QUASAR MIDI  NITRO MIDINITRO

76 7877

MITO SQ MITO SQ TRIMLESS 

58 59

QUADRI QUADRI 4

56 57

SPECTRA SQ

73

TRIMLESS

79

QUASAR

QUASAR 2

74

75

GHIBLI SQ MINI 
TRIMLESS 

GHIBLI SQ MINI 

GHIBLI MINI SQ 2 
TRIMLESS GHIBLI SQ MINI 2

63

62

6564

QUBIC S TRIMLESS QUBIC S 2 TRIMLESS 

85 87

TRIMLESS MIDI TRIMLESS MIDI 2

81 84

TRIMLESS 2

80

IN
D

E
X



Technical drawingHole size

5
6

Q U A D R I 

INFORMATION

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

This luminaire is equiped with an innovative lens technology instead of a reflector.

High quality LED lens technology + 10% more light output.

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

SIZE

DIMMABLE

DRIVER

No

Osram 5050

Die-cast aluminium

53 X 53 X 47mm

Yes

Including phase cut dimmable driver

3 = RAL 9003 white

5 = RAL 9005 black

24°

4414.215.24.∆
4414.315.24.∆

5050	
5050

Osram
Osram

600lm
600lm

6W
6W

100lm/W
100lm/W

2700K
3000K

>90
>90

50.000 Hrs
50.000 Hrs

150mA
150mA

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

53mm
53mm

47
m

m

OPTIONS

DRIVER OPTIONS 1/10V

DALI

150mA 1-8W
Art. no.: 0108.140.30.0

150mA 3-8W
Art. no.: 0118.150.40.1

POWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Connected to driver/fixture
Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 1500mm 2 X 0,75 Included

Full warranty only applies when fixture is purchased in combination with 
recommended driver.

IP43 5 
YEARS 

WARRANTY

47 x 47mm

MODULE LIFETIME Approx. 50.000 hours

Due to the small hole size, the drivers can only be placed externally!



Technical drawingHole size

5
7

INFORMATION

86 X 86mm

Q U A D R I  4

This luminaire is equiped with an innovative lens technology instead of a reflector
High quality LED lens technology + 10% more light output

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

SIZE

DIMMABLE

DRIVER

No

Osram 5050

Die-cast aluminium

93 X 93 X 47mm

Yes

Including phase cut dimmable driver

3 = RAL 9003 white

5 = RAL 9005 black

24°

4417.235.24.∆
4417.335.24.∆

5050
5050

Cree
Cree

1500lm
1500lm

14W
14W

107lm/W
107lm/W

2700K
3000K

>90
>90

50.000 Hrs
50.000 Hrs

350mA
350mA

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

47
m

m

93mm

OPTIONS

DRIVER OPTIONS 1/10V

DALI

350mA 0-15W
Art. no.: 0115.350.30.0

350mA 8-19W
Art. no.: 0120.350.40.0

POWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Connected to driver/fixture
Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 1500mm 2 X 0,75 Included

IP43 5 
YEARS 

WARRANTY

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources.

Full warranty only applies when fixture is purchased in combination with 
recommended driver.

93mm

MODULE LIFETIME Approx. 50.000 hours
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PRODUCT MATERIAL Die-cast aluminium

4940.250.30.∆ CLU701 Citizen 2700K >90

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRIMODULE
EFFICIENCY

770lm 7,5W 102lm/W 35.000 Hrs 250mA

mATC
LIFETIME

M I T O  S Q

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

DRIVER

SIZE

5 = RAL 9005 black

No

Citizen CLU701

Excluding driver, SELECT OPTION

63 X 63 X 100mm

30°

OPTIONS

MODULE LIFETIME Approx. 35.000 hours

3 = RAL 9003 white 

10
0m

m

38° Art. no.: 4941.010.38.0OPTIONAL BEAM ANGLE

63mm

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

INFORMATION

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

POWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Art. no.: 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

DRIVER OPTIONS On/off

Phase cut

1/10V

DALI

250mA 1-14W
Art. no.: 0114.250.30.0

250mA 6-13W
Art. no.: 0114.250.40.1

250mA 7-10W
Art. no.: 0110.250.20.4

250mA 7-13W
Art. no.: 0115.250.10.0

IP54 5 
YEARS 

WARRANTY

63mm

55 x 55mm
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PRODUCT MATERIAL Die-cast aluminium

4941.250.30.∆ CLU701 Citizen 2700K >90

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRIMODULE
EFFICIENCY

770lm 7,5W 102lm/W 35.000 Hrs 250mA

mATC
LIFETIME

M I T O  S Q  T R I M L E S S

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

DRIVER

SIZE

5 = RAL 9005 black

No

Citizen CLU701

Excluding driver, SELECT OPTION

55 X 55 X 100mm

30°

MODULE LIFETIME Approx. 35.000 hours

3 = RAL 9003 white 

    
    

    
   1

00
m

m

55mm55mm

OPTIONS

38° Art. no.: 4941.010.38.0OPTIONAL BEAM ANGLE

Including recessed frame

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

INFORMATION

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

POWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Art. no.: 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

DRIVER OPTIONS On/off

Phase cut

1/10V

DALI

250mA 1-14W
Art. no.: 0114.250.30.0

250mA 6-13W
Art. no.: 0114.250.40.1

250mA 7-10W
Art. no.: 0110.250.20.4

250mA 7-13W
Art. no.: 0115.250.10.0

72 X 80mm

IP54 5 
YEARS 

WARRANTY
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Technical drawingHole size

6
2

PRODUCT MATERIAL Die-cast aluminium

4931.250.24.∆ CLU701 Citizen 2700K >90

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRIMODULE
EFFICIENCY

770lm 7,5W 102lm/W 35.000 Hrs 250mA

mATC
LIFETIME

G H I B L I  S Q  M I N I

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

DRIVER

SIZE

5 = RAL 9005 black

Yes  - 0-20° - 360°

Citizen CLU701

Excluding driver, SELECT OPTION

64 X 64 X 100mm

24°

33°

44°

OPTIONS

OPTIONAL BEAM ANGLE Art. no.: 4930.010.33.0

Art. no.: 4930.010.44.0

ANTI-GLARE  RING

Art. no.: 4930.030.00.9
Gold anti-glare ring

MODULE LIFETIME Approx. 35.000 hours

3 = RAL 9003 white 

    
    

    
    

   1
00

m
m

64mm

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

INFORMATION

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

POWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Art. no.: 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

DRIVER OPTIONS On/off

Phase cut

1/10V

DALI

250mA 1-14W
Art. no.: 0114.250.30.0

250mA 6-13W
Art. no.: 0114.250.40.1

250mA 7-10W
Art. no.: 0110.250.20.4

250mA 7-13W
Art. no.: 0115.250.10.0

Black anti-glare ring Included

IP20 5 
YEARS 

WARRANTY

55 x 55mm

64mm

Gold

ANTI-GLARE RING

Black
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PRODUCT MATERIAL Die-cast aluminium

4934.250.24.∆ CLU701 Citizen 2700K >90

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRIMODULE
EFFICIENCY

770lm 7,5W 102lm/W 35.000 Hrs 250mA

mATC
LIFETIME

G H I B L I  S Q  M I N I  T R I M L E S S

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

DRIVER

SIZE

5 = RAL 9005 black

Yes  - 0-20° - 360°

Citizen CLU701

Excluding driver, SELECT OPTION

55 X 55 X 100mm

24°

33°

44°

OPTIONS

OPTIONAL BEAM ANGLE Art. no.: 4930.010.33.0

Art. no.: 4930.010.44.0

ANTI-GLARE  RING

Art. no.: 4930.030.00.9
Gold anti-glare ring

Including recessed frame

MODULE LIFETIME Approx. 35.000 hours

3 = RAL 9003 white 

10
0m

m

55mm

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

INFORMATION

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

POWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Art. no.: 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

DRIVER OPTIONS On/off

Phase cut

1/10V

DALI

250mA 1-14W
Art. no.: 0114.250.30.0

250mA 6-13W
Art. no.: 0114.250.40.1

250mA 7-10W
Art. no.: 0110.250.20.4

250mA 7-13W
Art. no.: 0115.250.10.0

Black anti-glare ring Included

72 X 80mm

IP20 5 
YEARS 

WARRANTY

55mm

Gold

ANTI-GLARE RING

Black
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6
4 4933.250.24.∆ CLU701 CITIZEN 2 X 770lm 2 X 7,5W 102lm/W 2700K >90 35.000 Hrs 250mA

ARTICLE 
NUMBER

    ∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

G H I B L I  S Q  M I N I  2

10
0m

m

63mm 115mm

PRODUCT MATERIAL Die-cast aluminium

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

DRIVER

SIZE

5 = RAL 9005 black

Yes  - 0-20° - 360°

Citizen CLU701

Excluding driver, SELECT OPTION

115 X 63 X 100mm

24°

33°

44°

OPTIONS

OPTIONAL BEAM ANGLE Art. no.: 2 X 4930.010.33.0

Art. no.: 2 X 4930.010.44.0

ANTI-GLARE  RING

Art. no.: 2 X 4930.030.00.9
Gold anti-glare ring

MODULE LIFETIME Approx. 35.000 hours

3 = RAL 9003 white 

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

INFORMATION

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

POWER CABLE OPTIONS

Art. no.: 2 X 0501.183.20.0

Art. no.: 2 X 0500.183.20.0

Art. no.: 2 X 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

DRIVER OPTIONS On/off

Phase cut

1/10V

DALI

250mA 1-14W
Art. no.: 2 X 0114.250.30.0

250mA 6-13W
Art. no.: 2 X 0114.250.40.1

250mA 7-10W
Art. no.: 2 X 0110.250.20.4

250mA 7-13W
Art. no.: 2 X 0115.250.10.0

Black anti-glare ring Included

IP20 5 
YEARS 

WARRANTY

107 x 55mm

Gold

ANTI-GLARE RING

Black
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54932.250.24.∆ CLU701 CITIZEN 2 X 770lm 2 X 7,5W 102lm/W 2700K >90 35.000 Hrs 250mA

ARTICLE 
NUMBER

   ∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

G H I B L I  S Q  M I N I  2  T R I M L E S S

10
0m

m

57mm 108mm

PRODUCT MATERIAL Die-cast aluminium

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

DRIVER

SIZE

5 = RAL 9005 black

Yes  - 0-20° - 360°

Citizen CLU701

Excluding driver, SELECT OPTION

108 X 57 X 100mm

24°

33°

44°

OPTIONS

OPTIONAL BEAM ANGLE Art. no.: 2 X 4930.010.33.0

Art. no.: 2 X 4930.010.44.0

ANTI-GLARE  RING

Art. no.: 2 X 4930.030.00.9
Gold anti-glare ring

MODULE LIFETIME Approx. 35.000 hours

3 = RAL 9003 white 

Including recessed frame

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

INFORMATION

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

POWER CABLE OPTIONS

Art. no.: 2 X 0501.183.20.0

Art. no.: 2 X 0500.183.20.0

Art. no.: 2 X 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

DRIVER OPTIONS On/off

Phase cut

1/10V

DALI

250mA 1-14W
Art. no.: 2 X 0114.250.30.0

250mA 6-13W
Art. no.: 2 X 0114.250.40.1

250mA 7-10W
Art. no.: 2 X 0110.250.20.4

250mA 7-13W
Art. no.: 2 X 0115.250.10.0

Black anti-glare ring Included

132 X 72mm

IP20 5 
YEARS 

WARRANTY

Gold

ANTI-GLARE RING

Black
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4912.179.26.∆
4912.180.26.∆

V8 Array
V8 Array

Bridgelux
Bridgelux

2700K
2700K

>90
>90

10
0m

m

92mm

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRIMODULE
EFFICIENCY

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

DRIVER

PRODUCT MATERIAL

SIZE

5 = RAL 9005 black

3 = RAL 9003 white 

Yes  - 0-20° - 360°

Bridgelux V8 Array

Excluding driver, SELECT OPTION

Die-cast aluminium

92 X 92 X 100mm

7 = RAL 7037 grey

26°

550lm
745lm

6,2W
9,2W

88lm/W
81lm/W

35.000 Hrs
35.000 Hrs

350mA
500mA

mATC
LIFETIME

G H I B L I  S Q

36°

OPTIONS

OPTIONAL BEAM ANGLE Art. no.: 4912.010.36.0

ANTI-GLARE  RING

GLASS

Art. no.: 4912.922.99.3

Art. no.: 4912.933.94.0

Art. no.: 4912.933.90.0

Art. no.: 4912.933.96.0

Art. no.: 4912.922.99.9

White anti-glare ring

Prismatic

Frosted

Striped

Gold anti-glare ring

HONEYCOMB Art. no.: 4912.933.91.0

MODULE LIFETIME Approx. 35.000 hours

35 = RAL 9003 white + RAL 9005 black

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources.

INFORMATION

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

POWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Art. no.: 0502.075.20.0Connected to driver/fixture
Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

DRIVER OPTIONS 350mA

DRIVER OPTIONS 500mA

On/off

On/off

Phase cut

Phase cut

1/10V

1/10V

DALI

DALI

350mA 5-10W
Art. no.: 0110.350.30.1

500mA 5-10W
Art. no.: 0110.500.30.1

350mA 3-18W
Art. no.: 0118.350.40.0

500mA 4-18W
Art. no.: 0118.500.40.0

350mA 5-10W
Art. no.: 0110.350.30.1

500mA 5-10W
Art. no.: 0110.500.30.1

350mA 6-10W
Art. no.: 0110.350.10.3

500mA 6-10W
Art. no.: 0110.500.10.0

Black anti-glare ring Included

Max. 2 fixtures connected in serie per driver

IP20 5 
YEARS 

WARRANTY

85 x 85mm

92mm

GoldWhite

Striped Frosted Prismatic

ANTI-GLARE RING

GLASS

HONEYCOMB   

Honeycomb

Black
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PRODUCT MATERIAL Die-cast aluminium

4913.179.26.∆
4913.180.26.∆

V8 Array
V8 Array

Bridgelux
Bridgelux

2700K
2700K

>90
>90

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRIMODULE
EFFICIENCY

550lm
745lm

6,2W
9,2W

88lm/W
81lm/W

35.000 Hrs
35.000 Hrs

350mA
500mA

mATC
LIFETIME

G H I B L I  S Q  T R I M L E S S

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

DRIVER

SIZE

5 = RAL 9005 black

Yes  - 0-20° - 360°

Bridgelux V8 Array

Excluding driver, SELECT OPTION

84 X 84 X 100mm

7 = RAL 7037 grey

26°

36°

OPTIONS

OPTIONAL BEAM ANGLE Art. no.: 4912.010.36.0

ANTI-GLARE  RING

GLASS

Art. no.: 4912.922.99.3

Art. no.: 4912.933.94.0

Art. no.: 4912.933.90.0

art. no.: 4912.933.96.0

Art. no.: 4912.922.99.9

White anti-glare ring

Prismatic

Frosted

Striped

Gold anti-glare ring

HONEYCOMB Art. no.: 4912.933.91.0

MODULE LIFETIME Approx. 35.000 hours

35 = RAL 9003 white + RAL 9005 black

10
0m

m

Including recessed frame

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

INFORMATION

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

POWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Art. no.: 0502.075.20.0Connected to driver/fixture
Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

DRIVER OPTIONS 350mA

DRIVER OPTIONS 500mA

On/off

On/off

Phase cut

Phase cut

1/10V

1/10V

DALI

DALI

350mA 5-10W
Art. no.: 0110.350.30.1

500mA 5-10W
Art. no.: 0110.500.30.1

350mA 3-18W
Art. no.: 0118.350.40.0

500mA 4-18W
Art. no.: 0118.500.40.0

350mA 5-10W
Art. no.: 0110.350.30.1

500mA 5-10W
Art. no.: 0110.500.30.1

350mA 6-10W
Art. no.: 0110.350.10.3

500mA 6-10W
Art. no.: 0110.500.10.0

Black anti-glare ring Included

108 X 117mm

Max. 2 fixtures connected in serie per driver

IP20 5 
YEARS 

WARRANTY

84mm

GoldWhite

Striped Frosted Prismatic

ANTI-GLARE RING

GLASS

HONEYCOMB   

Honeycomb

Black

84mm



Technical drawingHole size

7
0

4919.179.26.∆
4919.180.26.∆

V8 Array
V8 Array

Bridgelux
Bridgelux

2 X 550lm
2 X 745lm

2 X 6,2W
2 X 9,2W

88lm/W
81lm/W

2700K
2700K

>90
>90

35.000 Hrs
35.000 Hrs

350mA
500mA

ARTICLE 
NUMBER

    ∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

DRIVER

PRODUCT MATERIAL

SIZE

5 = RAL 9005 black

Yes  - 0-20° - 360°

Bridgelux V8 Array

Excluding driver, SELECT OPTION

Die-cast aluminium

174 X 92 X 100mm

7 = RAL 7037 grey

OPTIONS

OPTIONAL BEAM ANGLE

GLASS

ANTI-GLARE  RING

White anti-glare ring

Prismatic

Frosted

Gold anti-glare ring

Striped

Art. no.: 2 X 4912.010.36.0

Art. no.: 2 X 4912.922.99.3

Art. no.: 2 X 4912.933.94.0

Art. no.: 2 X 4912.933.90.0

Art. no.: 2 X 4912.922.99.9

Art. no.: 2 X 4912.933.96.0

26°

36°

G H I B L I  S Q  2

MODULE  LIFETIME Approx. 35.000 hours

HONEYCOMB Art. no.: 2 X 4912.933.91.0

35 = RAL 9003 white + RAL 9005 black

INFORMATION

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

POWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Art. no.: 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

DRIVER OPTIONS 350mA

DRIVER OPTIONS 500mA

On/off

On/off

Phase cut

Phase cut

1/10V

1/10V

DALI

DALI

350mA 10W
Art. no.: 2 X 0110.350.30.1

500mA 13-20W
Art. no.: 0120.500.30.4

350mA 3-18W
Art. no.: 0118.350.40.0

500mA 12-27W
Art. no.: 0136.500.40.0

350mA 6-13W
Art. no.: 0113.350.20.1

500mA 8-20W
Art. no.: 0120.500.20.0

350mA 11-16W
Art. no.: 0116.350.10.3

500mA 16-23W
Art. no.: 0123.500.10.1

Black anti-glare ring Included

IP20 5
YEARS 

WARRANTY

168 x 86mm

GoldWhite

Striped Frosted Prismatic

ANTI-GLARE RING

GLASS

HONEYCOMB   

Honeycomb

Black

10
0m

m

92mm 174mm



Technical drawingHole size

7
1

PRODUCT MATERIAL Die-cast aluminium

4914.179.26.∆
4914.180.26.∆

V8 Array
V8 Array

Bridgelux
Bridgelux

2 X 550lm
2 X 745lm

2 X 6,2W
2 X 9,2W

88lm/W
81lm/W

2700K
2700K

>90
>90

35.000 Hrs
35.000 Hrs

350mA
500mA

 ARTICLE 
NUMBER

    ∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

G H I B L I  S Q  2  T R I M L E S S

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

DRIVER

SIZE

5 = RAL 9005 black

Yes  - 0-20° - 360°

Bridgelux V8 Array

Excluding driver, SELECT OPTION

191 X 84 X 100mm

7 = RAL 7037 grey

26°

36°

OPTIONS

OPTIONAL BEAM ANGLE Art. no.: 2 X 4912.010.36.0

ANTI-GLARE  RING

GLASS

Art. no.: 2 X 4912.922.99.3

Art. no.: 2 X 4912.933.94.0

Art. no.: 2 X 4912.933.90.0

Art. no.: 2 X 4912.933.96.0

Art. no.: 2 X 4912.922.99.9

White anti-glare ring

Prismatic

Frosted

Striped

Gold anti-glare ring

HONEYCOMB Art. no.: 2 X 4912.933.91.0

MODULE LIFETIME Approx. 35.000 hours

35 = RAL 9003 white + RAL 9005 black

10
0m

m

84mm 191mm

Including recessed frame

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

INFORMATION

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

POWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Art. no.: 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

DRIVER OPTIONS 350mA

DRIVER OPTIONS 500mA

On/off

On/off

Phase cut

Phase cut

1/10V

1/10V

DALI

DALI

350mA 5-10W
Art. no.: 2 X 0110.350.30.1

500mA 13-20W
Art. no.: 0120.500.30.4

350mA 3-18W
Art. no.: 0118.350.40.0

500mA 12-27W
Art. no.: 0136.500.40.0

350mA 6-13W
Art. no.: 0113.350.20.1

500mA 8-20W
Art. no.: 0120.500.20.0

350mA 11-16W
Art. no.: 0116.350.10.3

500mA 16-23W
Art. no.: 0123.500.10.1

Black anti-glare ring Included

198 X 109mm

IP20 5
YEARS 

WARRANTY

GoldWhite

Striped Frosted Prismatic

ANTI-GLARE RING

GLASS

HONEYCOMB   

Honeycomb

Black



Technical drawingHole size

7
2

COLORS 

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

SIZE

MODULE LIFETIME

No

Bridgelux V8 Array

Die-cast aluminium

83 X 83 X 74mm

Approx. 35.000 hours

BEAM ANGLE

A L P H A  S Q

33°

DRIVER Excluding driver, SELECT OPTION

74
m

m

83mm

White White  / black

Black Black / gold

OPTIONS

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

INFORMATION

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

POWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Art. no.: 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

DRIVER OPTIONS 350mA

DRIVER OPTIONS 500mA

On/off

On/off

Phase cut

Phase cut

1/10V

1/10V

DALI

DALI

350mA 5-10W
Art. no.: 0110.350.30.1

500mA 5-10W
Art. no.: 0110.500.30.1

350mA 3-18W
Art. no.: 0118.350.40.0

500mA 4-18W
Art. no.: 0118.500.40.0

350mA 5-10W
Art. no.: 0110.350.30.1

500mA 5-10W
Art. no.: 0110.500.30.1

350mA 6-10W
Art. no.: 0110.350.10.3

500mA 6-10W
Art. no.: 0110.500.10.0

Max. 2 fixtures connected in serie per driver

IP44 5 
YEARS 

WARRANTY

INSERTS

Ø70mm

83mm

3 = RAL 9003 white

5 = RAL 9005 black

5107.996.35.35 V8 Arraywhite / black Bridgelux 565lm 6,2W 91lm/W 2700K >90 350mA35.000 Hrs
5107.996.35.3 V8 Arraywhite Bridgelux 565lm 6,2W 91lm/W >90 350mA35.000 Hrs

ARTICLE 
NUMBER

LUMINOUS
FLUX

BRANDLAMP TYPECOLOR OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

2700K

5107.996.35.5 V8 Arrayblack Bridgelux 565lm 6,2W 91lm/W 2700K >90 350mA35.000 Hrs

5109.996.50.35
5109.996.50.5

V8 Array
V8 Array

white / black
black

Bridgelux
Bridgelux

760lm
760lm

9,2W
9,2W

82lm/W
82lm/W

2700K
2700K

>90
>90

500mA
500mA

35.000 Hrs
35.000 Hrs

5107.996.35.59

5109.996.50.3

5109.996.50.59

V8 Array

V8 Array

V8 Array

black / gold

white

black / gold

Bridgelux

Bridgelux

Bridgelux

565lm

760lm

760lm

6,2W

9,2W

9,2W

91lm/W

82lm/W

82lm/W

>90

>90

>90

350mA

500mA

500mA

35.000 Hrs

35.000 Hrs

35.000 Hrs

2700K

2700K

2700K



Technical drawingHole size

7
3

Die-cast aluminium

Ø98mm

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

SIZE

MODULE LIFETIME

COLORS 

0 - 30° / 350°

Bridgelux V10 Array

106 X 106 X 107mm

Approx. 35.000 hours

BEAM ANGLE

S P E C T R A  S Q

37°

DRIVER Excluding driver, SELECT OPTION

OPTIONS

OPTIONAL BEAM ANGLE 22° Art. no.: 3056.010.22.0

50° Art. no.: 3056.010.50.0

106mm

Ø102mm

106mm

10
7m

m
22

m
m

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources.

INFORMATION

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

POWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Art. no.: 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

DRIVER OPTIONS 350mA

DRIVER OPTIONS 500mA

On/off

On/off

Phase cut

Phase cut

1/10V

1/10V

DALI

DALI

350mA 5-10W
Art. no.: 0110.350.30.1

500mA 13-20W
Art. no.: 0120.500.30.4

350mA 3-18W
Art. no.: 0118.350.40.0

500mA 12-20W
Art. no.: 0120.500.40.0

350mA 5-10W
Art. no.: 0110.350.30.1

500mA 9-18W
Art. no.: 0118.500.20.1

350mA 10W
Art. no.: 0110.350.10.4

500mA 11-20W
Art. no.: 0120.500.10.0

IP44 5 
YEARS 

WARRANTY

White 

Black

White  / black

Black / gold

INSERTS

3 = RAL 9003 white

5 = RAL 9005 black

5106.996.35.35 V10 Arraywhite / black Bridgelux 945lm 9,3W 102lm/W 2700K >90 350mA35.000 Hrs
5106.996.35.3 V10 Arraywhite Bridgelux 945lm 9,3W 102lm/W >90 350mA35.000 Hrs

ARTICLE 
NUMBER

LUMINOUS
FLUX

BRANDLAMP TYPECOLOR OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

2700K

5106.996.35.5 V10 Arrayblack Bridgelux 945lm 9,3W 102lm/W 2700K >90 350mA35.000 Hrs

5106.996.50.35
5106.996.50.5

V10 Array
V10 Array

white / black
black

Bridgelux
Bridgelux

1295lm
1295lm

13,8W
13,8W

94lm/W
94lm/W

2700K
2700K

>90
>90

500mA
500mA

35.000 Hrs
35.000 Hrs

5106.996.35.59

5106.996.50.3

5106.996.50.59

V10 Array

V10 Array

V10 Array

black / gold

white

black / gold

Bridgelux

Bridgelux

Bridgelux

945lm

1295lm

1295lm

9,3W

13,8W

13,8W

102lm/W

94lm/W

94lm/W

>90

>90

>90

350mA

500mA

500mA

35.000 Hrs

35.000 Hrs

35.000 Hrs

2700K

2700K

2700K



Technical drawingHole size

7
4

ARTICLE 
NUMBER

∆ See colors

BRAND OUTPUT
POWER

LAMP TYPE LUMINOUS
FLUX

MODULE
EFFICIENCY

COLOR
TEMPERATURE

CRI BEAM
ANGLE

mATC
LIFETIME

4906.171.20.∆
4906.172.30.∆
4906.173.20.∆

4906.276.30.∆

4906.174.30.∆

4906.275.20.∆

Bridgelux V6

Bridgelux V6

Bridgelux DtW

Bridgelux V6

Bridgelux V6

Bridgelux DtW

6,8WLMR50 575lm

6,8W

7W

LMR50

LMR50

600lm

535lm

6,8WLMR50 575lm

6,8W

7W

LMR50

LMR50

600lm

535lm

85lm/W

88lm/W

77lm/W

85lm/W

88lm/W

77lm/W

2700K

3000K

1800-3000K

2700K

3000K

1800-3000K

>90

>90

95

>90

>90

95

20°

20°

30°

30°

30°

20°

350mA

350mA

350mA

350mA

350mA

350mA

30.000 Hrs

30.000 Hrs

30.000 Hrs

30.000 Hrs

30.000 Hrs

30.000 HrsDTW

DTW

PRODUCT MATERIAL Aluminium

Q U A S A R

100mm

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

DRIVER

SIZE

3 = RAL 9003 white

Yes

LMR50

Excluding driver, SELECT OPTION

100 x 100 X 90mm

5 = RAL 9005 black

6 = RAL 9006 alu

20° 30°

MODULE LIFETIME Approx. 30.000 hours

OPTIONS LMR50

GLASS COVER CLEAR
Art. no.: 0053.999.99.0
Glass IP44

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

INFORMATION

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

90
m

mPOWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Art. no.: 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

DRIVER OPTIONS On/off

Phase cut

1/10V

DALI

350mA 5-10W
Art. no.: 0110.350.30.1

350mA 3-18W
Art. no.: 0118.350.40.0

350mA 5-10W
Art. no.: 0110.350.30.1

350mA 6-10W
Art. no.: 0110.350.10.3

Max. 2 fixtures connected in serie per driver

IP20 5 
YEARS 

WARRANTY

Ø89mm

100mm



Technical drawingHole size

7
5

PRODUCT MATERIAL Aluminium

ARTICLE 
NUMBER

∆ See colors

BRAND OUTPUT
POWER

LAMP TYPE LUMINOUS
FLUX

MODULE
EFFICIENCY

COLOR
TEMPERATURE

CRI BEAM
ANGLE

mATC
LIFETIME

4907.171.20.∆
4907.172.30.∆
4907.173.20.∆

4907.276.30.∆

4907.174.30.∆

4907.275.20.∆

Bridgelux V6

Bridgelux V6

Bridgelux DtW

Bridgelux V6

Bridgelux V6

Bridgelux DtW

2 X 6,8WLMR50 2 X 575lm

2 X 6,8W

2 X 7W

LMR50

LMR50

2 X 600lm

2 X 535lm

2 X 6,8WLMR50 2 X 575lm

2 X 6,8W

2 X 7W

LMR50

LMR50

2 X 600lm

2 X 535lm

85lm/W

88lm/W

77lm/W

85lm/W

88lm/W

77lm/W

2700K

3000K

1800-3000K

2700K

3000K

1800-3000K

>90

>90

95

>90

>90

95

20°

20°

30°

30°

30°

20°

350mA

350mA

350mA

350mA

350mA

350mA

30.000 Hrs

30.000 Hrs

30.000 Hrs

30.000 Hrs

30.000 Hrs

30.000 HrsDTW

DTW

Q U A S A R  2

100mm
200mm

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

DRIVER

SIZE

3 = RAL 9003 white

Yes

LMR50

Excluding driver, SELECT OPTION

200 x 100 X 90mm

5 = RAL 9005 black

20° 30°

MODULE LIFETIME Approx. 30.000 hours

OPTIONS LMR50

GLASS COVER CLEAR
Art. no.: 2 X 0053.999.99.0
Glass IP44

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

INFORMATION

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

90
m

m

POWER CABLE OPTIONS

Art. no.: 2 X 0501.183.20.0

Art. no.: 2 X 0500.183.20.0

Art. no.: 2 X 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

DRIVER OPTIONS On/off

Phase cut

1/10V

DALI

350mA 10W
Art. no.: 2 X 0110.350.30.1

350mA 3-18W
Art. no.: 0118.350.40.0

350mA 6-13W
Art. no.: 0113.350.20.1

350mA 11-16W
Art. no.: 0116.350.10.3

IP20 5 
YEARS 

WARRANTY

Ø89mmØ89mm
100mm



Technical drawingHole size

7
6

PRODUCT MATERIAL Aluminium

Q U A S A R  M I D I

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

DRIVER

SIZE

3 = RAL 9003 white

Yes

QR70 LED spot

Excluding driver, SELECT OPTION

123 X  X 123 X 85mm

5 = RAL 9005 black

6 = RAL 9006 alu

24°

MODULE LIFETIME	 Approx. 30.000 hours

ARTICLE 
NUMBER

∆ See colors

BRAND OUTPUT
POWER

LAMP TYPE LUMINOUS
FLUX

MODULE
EFFICIENCY

COLOR
TEMPERATURE

CRI BEAM
ANGLE

mATC
LIFETIME

4903.070.24.∆
4903.080.24.∆

KL
KL

6WQR70 LED 300lm
6WQR70 LED 300lm

50lm/W
50lm/W

2700K >90
>90

24°
24°

150mA
150mA

30.000 Hrs
30.000 Hrs2000 - 2700K DTW

123mm 123mm

85
m

m

OPTIONS 

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

INFORMATION

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

POWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Art. no.: 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

DRIVER OPTIONS On/off

Phase cut

1/10V

DALI

150mA 1-6W
Art. no.: 0120.150.30.0

150mA 3-8W
Art. no.: 0118.150.40.1

150mA 6W
Art. no.: 0106.150.20.3

150mA 6-8W
Art. no.: 0106.150.10.0

IP20 5 
YEARS 

WARRANTY

Ø114mm



Technical drawingHole size

7
7

PRODUCT MATERIAL Die-cast aluminium and steel

ARTICLE 
NUMBER

∆ See colors

BRAND OUTPUT
POWER

LAMP TYPE LUMINOUS
FLUX

MODULE
EFFICIENCY

COLOR
TEMPERATURE

CRI BEAM
ANGLE

mATC
LIFETIME

4910.171.20.∆
4910.172.30.∆
4910.173.20.∆

4910.176.30.∆

4910.174.30.∆

4910.175.20.∆

Bridgelux V6

Bridgelux V6

Bridgelux DtW

Bridgelux V6

Bridgelux V6

Bridgelux DtW

6,8WLMR50 575lm

6,8W

7W

LMR50

LMR50

600lm

535lm

6,8WLMR50 575lm

6,8W

7W

LMR50

LMR50

600lm

535lm

85lm/W

88lm/W

77lm/W

85lm/W

88lm/W

77lm/W

2700K

3000K

1800-3000K

2700K

3000K

1800-3000K

>90

>90

95

>90

>90

95

20°

20°

30°

30°

30°

20°

350mA

350mA

350mA

350mA

350mA

350mA

30.000 Hrs

30.000 Hrs

30.000 Hrs

30.000 Hrs

30.000 Hrs

30.000 HrsDTW

DTW

N I T R O

106mm

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

DRIVER

SIZE

3 = RAL 9003 white

Yes

LMR50

Excluding driver, SELECT OPTION

106 x 106 X 80mm

5 = RAL 9005 black

6 = RAL 9006 alu

20° 30°

MODULE LIFETIME Approx. 30.000 hours

OPTIONS LMR50

GLASS COVER CLEAR
Art. no.: 0053.999.99.0
Glass IP44

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

INFORMATION

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

80
m

mPOWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Art. no.: 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

DRIVER OPTIONS On/off

Phase cut

1/10V

DALI

350mA 5-10W
Art. no.: 0110.350.30.1

350mA 3-18W
Art. no.: 0118.350.40.0

350mA 5-10W
Art. no.: 0110.350.30.1

350mA 6-10W
Art. no.: 0110.350.10.3

Max. 2 fixtures connected in serie per driver

IP20 5 
YEARS 

WARRANTY

96 x 96mm

106mm



Technical drawingHole size

7
8

PRODUCT MATERIAL Die-cast aluminium

N I T R O  M I D I

130mm

95
m

m

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

DRIVER

SIZE

3 = RAL 9003 white

Yes

QR70 LED spot

Excluding driver, SELECT OPTION

130 X 130 X 95mm

5 = RAL 9005 black

24°

MODULE LIFETIME Approx. 30.000 hours

Including an assemble plate to mount a single unit into a double, triple,        
quadruple or “L”shape unit easily in a short time

ARTICLE 
NUMBER

∆ See colors

BRAND OUTPUT
POWER

LAMP TYPE LUMINOUS
FLUX

MODULE
EFFICIENCY

COLOR
TEMPERATURE

CRI BEAM
ANGLE

mATC
LIFETIME

4911.070.24.∆
4911.080.24.∆

KL
KL

6WQR70 LED 300lm
6WQR70 LED 300lm

50lm/W
50lm/W

2700K >90
>90

24°
24°

150mA
150mA

30.000 Hrs
30.000 Hrs2000 - 2700K DTW

OPTIONS 

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

INFORMATION

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

POWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Art. no.: 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

DRIVER OPTIONS On/off

Phase cut

1/10V

DALI

150mA 1-6W
Art. no.: 0120.150.30.0

150mA 3-8W
Art. no.: 0118.150.40.1

150mA 6W
Art. no.:0106.150.20.3

150mA 6-8W
Art. no.: 0106.150.10.0

IP20 5 
YEARS 

WARRANTY

120x120mm

130mm



Technical drawingHole size

7
9

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

DRIVER

PRODUCT MATERIAL

SIZE

3 = RAL 9003 white

Yes

LMR50

Excluding driver, SELECT OPTION

Steel

See technical drawing

5 = RAL 9005 black

20° 30°

ARTICLE 
NUMBER

    ∆ See colors

BRAND OUTPUT
POWER

LAMP TYPE LUMINOUS
FLUX

MODULE
EFFICIENCY

COLOR
TEMPERATURE

CRI BEAM
ANGLE

mATC
LIFETIME

4609.171.20.∆
4609.172.30.∆
4609.173.20.∆

4609.276.30.∆

4609.174.30.∆

4609.275.20.∆

Bridgelux V6

Bridgelux V6

Bridgelux DtW

Bridgelux V6

Bridgelux V6

Bridgelux DtW

6,8WLMR50 575lm

6,8W

7W

LMR50

LMR50

600lm

535lm

6,8WLMR50 575lm

6,8W

7W

LMR50

LMR50

600lm

535lm

85lm/W

85lm/W

77lm/W

85lm/W

85lm/W

77lm/W

2700K

3000K

1800-3000K

2700K

3000K

1800-3000K

>90

>90

95

>90

>90

95

20°

20°

30°

30°

30°

20°

350mA

350mA

350mA

350mA

350mA

350mA

30.000 Hrs

30.000 Hrs

30.000 Hrs

30.000 Hrs

30.000 Hrs

30.000 HrsDTW

DTW

T R I M L E S S

MODULE LIFETIME Approx. 30.000 hours

 9
0m

m

 94mm

 121mm

OPTIONS LMR50

GLASS COVER CLEAR
Art. no.: 0053.999.99.0
Glass IP44

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

INFORMATION

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

POWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Art. no.: 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

DRIVER OPTIONS On/off

Phase cut

1/10V

DALI

350mA 5-10W
Art. no.: 0110.350.30.1

350mA 3-18W
Art. no.: 0118.350.40.0

350mA 5-10W
Art. no.: 0110.350.30.1

350mA 6-10W
Art. no.: 0110.350.10.3

Max. 2 fixtures connected in serie per driver

IP20 5 
YEARS 

WARRANTY

95 x 136mm

Including recessed frame

90
m

m

90mm

Allow for extra space behind recessed frame to install driver!



Technical drawingHole size

8
0

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

DRIVER

PRODUCT MATERIAL

SIZE

3 = RAL 9003 white

Yes

LMR50

Excluding driver, SELECT OPTION

Steel

See technical drawing

5 = RAL 9005 black

20° 30°

ARTICLE 
NUMBER

∆ See colors

BRAND OUTPUT
POWER

LAMP TYPE LUMINOUS
FLUX

MODULE
EFFICIENCY

COLOR
TEMPERATURE

CRI BEAM
ANGLE

mATC
LIFETIME

4606.171.20.∆
4606.172.30.∆
4606.173.20.∆

4606.276.30.∆

4606.174.30.∆

4606.275.20.∆

Bridgelux V6

Bridgelux V6

Bridgelux DtW

Bridgelux V6

Bridgelux V6

Bridgelux DtW

2 X 6,8WLMR50 2 X 575lm

2 X 6,8W 

2 X 7W

LMR50

LMR50

2 X 600lm

2 X 535lm

2 X 6,8WLMR50 2 X 575lm

2 X 6,8W

2 X 7W

LMR50

LMR50

2 X 600lm

2 X 535lm

85lm/W

88lm/W

77lm/W

85lm/W

88lm/W

77lm/W

2700K

3000K

1800-3000K

2700K

3000K

1800-3000K

>90

>90

95

>90

>90

95

20°

20°

30°

30°

30°

20°

350mA

350mA

350mA

350mA

350mA

350mA

30.000 Hrs

30.000 Hrs

30.000 Hrs

30.000 Hrs

30.000 Hrs

30.000 HrsDTW

DTW

T R I M L E S S  2

MODULE LIFETIME Approx. 30.000 hours

OPTIONS LMR50

GLASS COVER CLEAR
Art. no.: 2 X 0053.999.99.0
Glass IP44

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

INFORMATION

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

POWER CABLE OPTIONS

Art. no.: 2 X 0501.183.20.0

Art. no.: 2 X 0500.183.20.0

Art. no.: 2 X 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

DRIVER OPTIONS

IP20 5 
YEARS 

WARRANTY

On/off

Phase cut

1/10V

DALI

350mA 10W
Art. no.: 2 X 0110.350.30.1

350mA 3-18W
Art. no.: 0118.350.40.0

350mA 6-13W
Art. no.: 0113.350.20.1

350mA 11-16W
Art. no.: 0116.350.10.3

95 x 216mm

Including recessed frame

200mm

90
m

m

170mm

173mm

90
m

m

Allow for extra space behind recessed frame to install driver!



Technical drawingHole size

8
1

PRODUCT MATERIAL Steel

T R I M L E S S  M I D I

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

DRIVER

SIZE

3 = RAL 9003 white

Yes

QR70 LED spot

Excluding driver, SELECT OPTION

See technical drawing

5 = RAL 9005 black

24°

MODULE LIFETIME	 Approx. 30.000 hours

OPTIONS 

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

INFORMATION

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

POWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Art. no.: 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

DRIVER OPTIONS On/off

Phase cut

1/10V

DALI

150mA 1-6W
Art. no.: 0120.150.30.0

150mA 3-8W
Art. no.: 0118.150.40.1

150mA 6W
Art. no.: 0106.150.20.3

150mA 6-8W
Art. no.: 0106.150.10.0

IP20 5 
YEARS 

WARRANTY

ARTICLE 
NUMBER

∆ See colors

BRAND OUTPUT
POWER

LAMP TYPE LUMINOUS
FLUX

MODULE
EFFICIENCY

COLOR
TEMPERATURE

CRI BEAM
ANGLE

mATC
LIFETIME

4604.070.24.∆
4604.080.24.∆

KL
KL

6WQR70 LED 300lm
6WQR70 LED 300lm

50lm/W
50lm/W

2700K >90
>90

24°
24°

150mA
150mA

30.000 Hrs
30.000 Hrs2000 - 2700K DTW

110 x 151mm

Including recessed frame

 9
0m

m

109mm

 136mm

10
5m

m

105mm

Allow for extra space behind recessed frame to install driver!
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L U X U R Y  F A R M H O U S E ,  H O E V E L A K E N ,  T H E  N E T H E R L A N D S
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V I L L A ,  A M E R S F O O R T,  T H E  N E T H E R L A N D S Tr
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Technical drawingHole size

8
4

PRODUCT MATERIAL Steel

T R I M L E S S  M I D I  2

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

DRIVER

SIZE

3 = RAL 9003 white

Yes

QR70 LED spot

Excluding driver, SELECT OPTION

See technical drawing

5 = RAL 9005 black

24°

MODULE LIFETIME	 Approx. 30.000 hours

OPTIONS 

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

INFORMATION

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

POWER CABLE OPTIONS

Art. no.: 2 X 0501.183.20.0

Art. no.: 2 X 0500.183.20.0

Art. no.: 2 X 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

DRIVER OPTIONS On/off

Phase cut

1/10V

DALI

150mA 1-6W
Art. no.: 2 X 0120.150.30.0

150mA 3-8W
Art. no.: 2 X 0118.150.40.1

150mA 6W
Art. no.: 2 X 0106.150.20.3

150mA 6-8W
Art. no.: 2 X 0106.150.10.0

IP20 5 
YEARS 

WARRANTY

ARTICLE 
NUMBER

∆ See colors

BRAND OUTPUT
POWER

LAMP TYPE LUMINOUS
FLUX

MODULE
EFFICIENCY

COLOR
TEMPERATURE

CRI BEAM
ANGLE

mATC
LIFETIME

4642.070.24.∆
4642.080.24.∆

KL
KL

2 X 6WQR70 LED 2 X 300lm
2 X 6WQR70 LED 2 X 300lm

50lm/W
50lm/W

2700K >90
>90

24°
24°

150mA
150mA

30.000 Hrs
30.000 Hrs2000 - 2700K DTW

110 x 257mm

Including recessed frame

240mm

10
2m

m

207mm

210mm

90
m

m

Due to the small hole size, the drivers can only be placed externally!



Technical drawingHole size

8
5

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

DRIVER

PRODUCT MATERIAL

SIZE

No

Cree / Bridgelux

Including dimmable driver

Steel

See technical drawing

OPTIONS

24°

Q U B I C  S  T R I M L E S S 

107mm

65mm

107mm

75
m

m

3 = RAL 9003 white

5 = RAL 9005 black

MODULE LIFETIME Approx. 30.000 hours

Keylight International reserves the right to modify or change technical, contruction or LED 
specifications due to continuous improvements of our products and lightsources. 

INFORMATION

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

POWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Art. no.: 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

DRIVER OPTIONS

DRIVER OPTIONS DTW

DALI 200mA 3-8W
Art. no.: 0110.200.40.1

IP20 5 
YEARS 

WARRANTY

Designed by 

81x 122mm

Including recessed frame

80mm

65mm

80
m

m

65
m

m

8 = Anodic brown 

7 = RAL 7037 grey

15°

36°

50°

Art. no.: 4818.010.15.0

Art. no.: 4818.010.36.0

Art. no.: 4818.010.50.0

OPTIONAL BEAM ANGLE

HONEYCOMB Art. no.: 4818.040.00.0

On request

ARTICLE 
NUMBER

    ∆ See colors

BRAND OUTPUT
POWER

LAMP TYPE LUMINOUS
FLUX

MODULE
EFFICIENCY

COLOR
TEMPERATURE

CRI mATC
LIFETIME

4815.270.24.∆
4815.300.24.∆
4815.125.24.∆

Cree

Bridgelux
Cree

7,3W1306 837lm

6,5WBXRV 688lm
7,3W1306 877lm

114lm/W

106lm/W
120lm/W

2700K

1800-3000K
3000K

>90

>90
>90

200mA

200mA
200mA

30.000 Hrs

30.000 Hrs
30.000 Hrs

DTW

On/off

Phase cut 200mA 6-8W
Art. no.: 0108.200.20.4

200mA 5-10W
Art. no.: 0106.200.10.1

Due to the small hole size, the drivers can only be placed externally!

The colors as stated above can be combined with 
the fixture inside and outside.  
 
For example: Outside black (∆=5) and inside       
Anodic brown (∆=8) will be colorcode ∆=58

White (∆=3) Black (∆=5)

Grey (∆=7)Anodic brown (∆=8)

INSERTS



8
6

F A M I L Y  H O M E ,  U T R E C H T,  T H E  N E T H E R L A N D S



Technical drawingHole size

8
7

Q U B I C  S  2  T R I M L E S S

184mm

80
m

m

157mm

157mm

75
m

m

IP20 5 
YEARS 

WARRANTY

Designed by 

81x 204mm

The colors as stated above can be combined with 
the fixture inside and outside.  
 
For example: Outside black (∆=5) and inside       
Anodic brown (∆=8) will be colorcode ∆=58

White (∆=3) Black (∆=5)

Grey (∆=7)Anodic brown (∆=8)

INSERTS

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

DRIVER

PRODUCT MATERIAL

SIZE

No

Cree / Bridgelux

Including dimmable driver

Steel

See technical drawing

OPTIONS

24°

3 = RAL 9003 white

5 = RAL 9005 black

MODULE LIFETIME Approx. 30.000 hours

Keylight International reserves the right to modify or change technical, contruction or LED 
specifications due to continuous improvements of our products and lightsources. 

INFORMATION

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

POWER CABLE OPTIONS

Art. no.: 0501.183.20.0

Art. no.: 0500.183.20.0

Art. no.: 0502.075.20.0Connected to driver/fixture

Wieland GST 18/3 male
2000mm 3 X 0,75

Wieland T connector GST 18/3 
200mm 3 X 0,75

Europlug 2000mm 2 X 0,75 

DRIVER OPTIONS

DRIVER OPTIONS DTW

Including recessed frame

8 = Anodic brown 

7 = RAL 7037 grey

15°

36°

50°

Art. no.: 2 X 4818.010.15.0

Art. no.: 2 X 4818.010.36.0

Art. no.: 2 X 4818.010.50.0

OPTIONAL BEAM ANGLE

HONEYCOMB Art. no.: 2 X 4818.040.00.0

On request

ARTICLE 
NUMBER

    ∆ See colors

BRAND OUTPUT
POWER

LAMP TYPE LUMINOUS
FLUX

MODULE
EFFICIENCY

COLOR
TEMPERATURE

CRI mATC
LIFETIME

4816.270.24.∆
4816.300.24.∆
4816.125.24.∆

Cree

Bridgelux
Cree

2 X 7,3W1306 2 X 837lm

2 X 6,5WBXRV 2 X 688lm
2 X 7,3W1306 2 X 877lm

114lm/W

106lm/W
120lm/W

2700K

1800-3000K
3000K

>90

>90
>90

200mA

200mA
200mA

30.000 Hrs

30.000 Hrs
30.000 Hrs

DTW

DALI 200mA 3-8W
Art. no.: 2 X 0110.200.40.1

On/off

Phase cut 200mA 6-8W
Art. no.: 2 X 0108.200.20.4

200mA 5-10W
Art. no.: 2 X 0106.200.10.1

Allow for extra space behind recessed frame to install driver!
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S U R F A C E

P E N T H O U S E ,  N I E U W E G E I N ,  T H E  N E T H E R L A N D S
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VENUS 

110

PINO CLICK 3

107

VENUS DUO 

SPOTTITUBE

111

101100

PINO CLICK LUNA

106104

QUBIC S 4

BUXX

98

90

PINO DUO

PINO 

QUBIC  S

SKINA 

QUBIC S 2CUBE R QUBIC S 3

109

108

92

112

9391

97

96

PINO CLICK 2

105

JAZZ MIDI 2JAZZ MIDI

99

LOOK MINI

115

LOOK LOOK 2

116 117

SKINA 4 BARRO 

114 118

BARRO 2

SKINA 2

119

113

IN
D

E
X



Technical drawing

9
0

COLORS (∆)

BEAM ANGLE

BEAM ANGLE DTW

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

SIZE

Yes

GU10 

Aluminium

5 = RAL 9005 black

B U X X

83 X 83mm

11
0m

m

MODULE LIFETIME Approx. 30.000 / 50.000 hours

3 = RAL 9003 white

INFORMATION

IP20 3 
YEARS 

WARRANTY

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

83 X 83 X 110mm

5230.279.36.∆

5230.290.36.∆

5230.272.25.∆

5230.282.25.∆

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI BEAM
ANGLE

TC
LIFETIME

MODULE
EFFICIENCY

GU10

GU10

Philips

Philips

GU10

GU10

Philips

Philips
265lm

280lm

4W

4W

2700K

3000K

>90

>90

50.000 Hrs

50.000 Hrs

36°

36°

265lm

280lm

4W

4W

2700K

3000K

>90

>90

50.000 Hrs

50.000 Hrs

25°

25°
66lm/W

70lm/W

66lm/W

70lm/W

5230.176.30.∆ GU10 KL 305lm 5W 61lm/W 2000 - 3000K >90 30.000 Hrs 30°DTW

25° 36°

30°



Technical drawing

9
1

85mm 85mm

93
m

m

COLORS

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

DRIVER

PRODUCT MATERIAL

SIZE

5 = RAL 9005 black

3 = RAL 9003 white

No

Bridgelux V8 Array

Including phase cut dimmable driver

Die-cast aluminium

85 X 85 X 93mm

33°

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

C U B E  R

MODULE LIFETIME Approx. 35.000 hours

Also available IP65 Outdoor recessed & surface

OPTIONS 

DRIVER OPTIONS

INFORMATION

1/10V

DALI

500mA 7-10W
Art. no.: 0110.500.30.2

500mA 7-10W
Art. no.: 0110.500.40.2

IP43 5 
YEARS 

WARRANTY

Full warranty only applies when fixture is purchased in combination with 
recommended driver.

INSERTS

5105.994.33.35
5105.994.33.39

5105.994.33.59

V8 Array
V8 Array

V8 Array

white / black
white / gold

black / gold

Bridgelux
Bridgelux

Bridgelux

745lm
745lm

745lm

9,2W
9,2W

9,2W

80lm/W
80lm/W

80lm/W

2700K
2700K

2700K

>90
>90

>90

500mA
500mA

500mA

35.000 Hrs
35.000 Hrs

35.000 Hrs

5105.994.33.3

5105.994.33.53
5105.994.33.5

V8 Array

V8 Array
V8 Array

white

black / white
black

Bridgelux

Bridgelux
Bridgelux

745lm

745lm
745lm

9,2W 

9,2W
9,2W

80lm/W

80lm/W
80lm/W

2700K

2700K
2700K

>90

>90
>90

500mA

500mA
500mA

35.000 Hrs

35.000 Hrs
35.000 Hrs

ARTICLE 
NUMBER

LUMINOUS
FLUX

BRANDLAMP 
TYPE

COLOR OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

BlackWhite Gold



Technical drawing

9
2

PRODUCT MATERIAL Steel

ARTICLE 
NUMBER

    ∆ See colors

BRAND OUTPUT
POWER

LAMP TYPE LUMINOUS
FLUX

MODULE
EFFICIENCY

COLOR
TEMPERATURE

CRI mATC
LIFETIME

4812.270.24.∆
4812.300.24.∆
4812.125.24.∆

Cree

Bridgelux
Cree

7,3W1306 837lm

6,5WBXRV 688lm
7,3W1306 877lm

114lm/W

106lm/W
120lm/W

2700K

1800-3000K
3000K

>90

>90
>90

200mA

200mA
200mA

30.000 Hrs

30.000 Hrs
30.000 Hrs

Q U B I C  S 

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

DRIVER

SIZE

Yes

Cree / Bridgelux

Including dimmable driver

80 X 80 X 95mm

MODULE LIFETIME Approx. 30.000 hours

80mm

65mm

95m
m

IP20 5 
YEARS 

WARRANTY

Designed by 

80mm

80m
m

24°

3 = RAL 9003 white

5 = RAL 9005 black

8 = Anodic brown 

7 = RAL 7037 grey

OPTIONS

Keylight International reserves the right to modify or change technical, contruction or LED 
specifications due to continuous improvements of our products and lightsources. 

INFORMATION

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

DRIVER OPTIONS

DRIVER OPTIONS DTW

15°

36°

50°

Art. no.: 4818.010.15.0

Art. no.: 4818.010.36.0

Art. no.: 4818.010.50.0

OPTIONAL BEAM ANGLE

HONEYCOMB Art. no.: 4818.040.00.0

On request

DTW

DALI 200mA 3-8W
Art. no.: 0110.200.40.1

On/off

Phase cut 200mA 6-8W
Art. no.: 0108.200.20.4

200mA 5-10W
Art. no.: 0106.200.10.1

The colors as stated above can be combined with 
the fixture inside and outside.  
 
For example: Outside black (∆=5) and inside       
Anodic brown (∆=8) will be colorcode ∆=58

White (∆=3) Black (∆=5)

Grey (∆=7)Anodic brown (∆=8)

INSERTS



Technical drawing
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PRODUCT MATERIAL Steel

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

DRIVER

SIZE

Yes

Cree / Bridgelux

Including dimmable driver

168 X 80 X 95mm

MODULE LIFETIME Approx. 30.000 hours

Q U B I C  S  2

168mm

65mm65mm

95m
m

IP20 5 
YEARS 

WARRANTY

Designed by 

80mm 80mm

80m
m

24°

3 = RAL 9003 white

5 = RAL 9005 black

8 = Anodic brown 

7 = RAL 7037 grey

OPTIONS

Keylight International reserves the right to modify or change technical, contruction or LED 
specifications due to continuous improvements of our products and lightsources. 

INFORMATION

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

DRIVER OPTIONS

15°

36°

50°

Art. no.: 2 X 4818.010.15.0

Art. no.: 2 X 4818.010.36.0

Art. no.: 2 X 4818.010.50.0

OPTIONAL BEAM ANGLE

HONEYCOMB Art. no.: 2 X 4818.040.00.0

ARTICLE 
NUMBER

    ∆ See colors

BRAND OUTPUT
POWER

LAMP TYPE LUMINOUS
FLUX

MODULE
EFFICIENCY

COLOR
TEMPERATURE

CRI mATC
LIFETIME

4813.270.24.∆
4813.300.24.∆
4813.125.24.∆

Cree

Bridgelux
Cree

2 X 7,3W1306 2 X 837lm

2 X 6,5WBXRV 2 X 688lm
2 X 7,3W1306 2 X 877lm

114lm/W

106lm/W
120lm/W

2700K

1800-3000K
3000K

>90

>90
>90

200mA

200mA
200mA

30.000 Hrs

30.000 Hrs
30.000 Hrs

DTW

DALI 200mA 3-8W
Art. no.: 2 X 0110.200.40.1

On/off

Phase cut 200mA 6-8W
Art. no.: 2 X 0108.200.20.4

200mA 5-10W
Art. no.: 2 X 0106.200.10.1

DRIVER OPTIONS DTW On request

The colors as stated above can be combined with 
the fixture inside and outside.  
 
For example: Outside black (∆=5) and inside       
Anodic brown (∆=8) will be colorcode ∆=58

White (∆=3) Black (∆=5)

Grey (∆=7)Anodic brown (∆=8)

INSERTS
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Technical drawing
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65mm65mm65mm

Q U B I C  S  3

264mm

95m
m

IP20 5 
YEARS 

WARRANTY

Designed by 

80mm 80mm 80mm

80m
m

PRODUCT MATERIAL Steel

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

DRIVER

SIZE

Yes

Cree / Bridgelux

Including dimmable driver

252 X 80 X 95mm

MODULE LIFETIME Approx. 30.000 hours

24°

3 = RAL 9003 white

5 = RAL 9005 black

8 = Anodic brown 

7 = RAL 7037 grey

OPTIONS

Keylight International reserves the right to modify or change technical, contruction or LED 
specifications due to continuous improvements of our products and lightsources. 

INFORMATION

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

DRIVER OPTIONS

15°

36°

50°

Art. no.: 3 X 4818.010.15.0

Art. no.: 3 X 4818.010.36.0

Art. no.: 3 X 4818.010.50.0

OPTIONAL BEAM ANGLE

HONEYCOMB Art. no.: 3 X 4818.040.00.0

ARTICLE 
NUMBER

    ∆ See colors

BRAND OUTPUT
POWER

LAMP TYPE LUMINOUS
FLUX

MODULE
EFFICIENCY

COLOR
TEMPERATURE

CRI mATC
LIFETIME

4814.270.24.∆
4814.300.24.∆
4814.125.24.∆

Cree

Bridgelux
Cree

3 X 7,3W1306 3 X 837lm

3 X 6,5WBXRV 3 X 688lm
3 X 7,3W1306 3 X 877lm

114lm/W

106lm/W
120lm/W

2700K

1800-3000K
3000K

>90

>90
>90

200mA

200mA
200mA

30.000 Hrs

30.000 Hrs
30.000 Hrs

DTW

DALI 200mA 3-8W
Art. no.: 3 X 0110.200.40.1

On/off

Phase cut 200mA 6-8W
Art. no.: 3 X 0108.200.20.4

200mA 5-10W
Art. no.: 3 X 0106.200.10.1

DRIVER OPTIONS DTW On request

The colors as stated above can be combined with 
the fixture inside and outside.  
 
For example: Outside black (∆=5) and inside       
Anodic brown (∆=8) will be colorcode ∆=58

White (∆=3) Black (∆=5)

Grey (∆=7)Anodic brown (∆=8)

INSERTS



Technical drawing
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Q U B I C  S  4

172mm

65mm65mm

95m
m

IP20 5 
YEARS 

WARRANTY

PRODUCT MATERIAL Steel

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

DRIVER

SIZE

Yes

Cree / Bridgelux

Including dimmable driver

168 X 168 X 95mm

MODULE LIFETIME Approx. 30.000 hours

24°

3 = RAL 9003 white

5 = RAL 9005 black

8 = Anodic brown 

7 = RAL 7037 grey

OPTIONS

Keylight International reserves the right to modify or change technical, contruction or LED 
specifications due to continuous improvements of our products and lightsources. 

INFORMATION

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

DRIVER OPTIONS

15°

36°

50°

Art. no.: 4 X 4818.010.15.0

Art. no.: 4 X 4818.010.36.0

Art. no.: 4 X 4818.010.50.0

OPTIONAL BEAM ANGLE

HONEYCOMB Art. no.: 4 X 4818.040.00.0

ARTICLE 
NUMBER

    ∆ See colors

BRAND OUTPUT
POWER

LAMP TYPE LUMINOUS
FLUX

MODULE
EFFICIENCY

COLOR
TEMPERATURE

CRI mATC
LIFETIME

4817.270.24.∆
4817.300.24.∆
4817.125.24.∆

Cree

Bridgelux
Cree

4 X 7,3W1306 4 X 837lm

4 X 6,5WBXRV 4 X 688lm
4 X 7,3W1306 4 X 877lm

114lm/W

106lm/W
120lm/W

2700K

1800-3000K
3000K

>90

>90
>90

200mA

200mA
200mA

30.000 Hrs

30.000 Hrs
30.000 Hrs

DTW

DALI 200mA 3-8W
Art. no.: 4 X 0110.200.40.1

On/off

Phase cut 200mA 6-8W
Art. no.: 4 X 0108.200.20.4

200mA 5-10W
Art. no.: 4 X 0106.200.10.1

DRIVER OPTIONS DTW On request

The colors as stated above can be combined with 
the fixture inside and outside.  
 
For example: Outside black (∆=5) and inside       
Anodic brown (∆=8) will be colorcode ∆=58

White (∆=3) Black (∆=5)

Grey (∆=7)Anodic brown (∆=8)

INSERTS
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PRODUCT MATERIAL Steel and aluminium

5100.070.24.5 QR70 LED KL 300lm 6W 50lm/W 2700K >90 30.000 Hrs 24°
5100.080.24.5 QR70 LED KL 300lm 6W 50lm/W 2000 - 2700K >90 30.000 Hrs 24°

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI BEAM
ANGLE

TC
LIFETIME

MODULE
EFFICIENCY

150mA
150mA

mA

J A Z Z  M I D I

COLORS 

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

DRIVER

SIZE

Yes

QR70 LED spot

Excluding driver, select option

110 X 110 X 120mm

5 = RAL 9005 black

INFORMATION

24°

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources.

OPTIONS

MODULE LIFETIME Approx. 30.000 hours

DRIVER OPTIONS

110mm

11
0m

m
12

0m
m

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

IP20 5 
YEARS 

WARRANTY

DTW

On/off

Phase cut

DALI 150mA 3-8W
Art. no.: 0118.150.40.1

150mA 6W
Art. no.:0106.150.20.3

150mA 6-8W
Art. no.: 0106.150.10.0



Technical drawing
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5101.070.24.5 QR70 LED KL 2 X 300lm 2 X 6W 50lm/W 2700K >90 30.000 Hrs 24°
5101.080.24.5 QR70 LED KL 2 X 300lm 2 X 6W 50lm/W 2000 - 2700K >90 30.000 Hrs 24°

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI BEAM
ANGLE

TC
LIFETIME

MODULE
EFFICIENCY

150mA
150mA

mA

PRODUCT MATERIAL Steel and aluminium

J A Z Z  M I D I  2

COLORS

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

DRIVER

SIZE

Yes

QR70 LED spot

Excluding driver, select option

220 X 110 X 120mm

5 = RAL 9005 black

INFORMATION

24°

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources.

OPTIONS

MODULE LIFETIME Approx. 30.000 hours

DRIVER OPTIONS

220mm

12
0m

m
11

0m
m

Always select a driver option and add the selected driver to your order.
Full warranty only applies when fixture is purchased in combination with 
recommended driver.

IP20 5 
YEARS 

WARRANTY

DTW

On/off

Phase cut

DALI 150mA 3-8W
Art. no.: 2 X 0118.150.40.1

150mA 6W
Art. no.:2 X 0106.150.20.3

150mA 6-8W
Art. no.: 2 X 0106.150.10.0



Technical drawing

1
0

0

COLORS (∆)

BEAM ANGLE

BEAM ANGLE DTW

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

SIZE

Yes

GU10 

Aluminium

Ø80 X 110mm

5 = RAL 9005 black

T U B E

Ø80mm

11
0m

m

MODULE LIFETIME Approx. 30.000 / 50.000 hours

3 = RAL 9003 white

INFORMATION

IP20 3 
YEARS 

WARRANTY

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

25° 36°

30°

9210.279.36.∆

9210.290.36.∆

9210.272.25.∆

9210.282.25.∆

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI BEAM
ANGLE

TC
LIFETIME

MODULE
EFFICIENCY

GU10

GU10

Philips

Philips

GU10

GU10

Philips

Philips
265lm

280lm

4W

4W

2700K

3000K

>90

>90

50.000 Hrs

50.000 Hrs

36°

36°

265lm

280lm

4W

4W

2700K

3000K

>90

>90

50.000 Hrs

50.000 Hrs

25°

25°
66lm/W

70lm/W

66lm/W

70lm/W

9210.176.30.∆ GU10 KL 305lm 5W 61lm/W 2000 - 3000K >90 30.000 Hrs 30°DTW



Technical drawing

1
0

1

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

SIZE

DIMMABLE

DRIVER

No

DtW COB 

Die-cast aluminium

Ø72 X 110mm

Yes

Including phase cut dimmable driver

3 = RAL 9003 white

5 = RAL 9005 black

24°

S P O T T I

INFORMATION

15°

OPTIONS

OPTIONAL BEAM  ANGLE

ANTI-GLARE RING

HONEYCOMB

Art. no.: 3067.010.15.0

36°

45°

Art. no.: 3067.010.36.0

Art. no.: 3067.010.45.0

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

Art. no.: 3067.030.00.9
Gold mat anti-glare ring

Art. no.: 3067.040.00.0

5200.125.24.∆ DtW Cree 1000lm 10W 100lm/W 1800-3000K >90 50.000 Hrs 250mA

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

DTW

Ø72mm

11
0m

m

DRIVER OPTIONS Only possible when driver is placed external

IP20 5 
YEARS 

WARRANTY

Full warranty only applies when fixture is purchased in combination with 
recommended driver.

Gold

ANTI-GLARE RING

HONEYCOMB   

Honeycomb

Black

1/10V

DALI

250mA 1-11W
Art. no.: 0111.250.30.0

250mA 6-13W
Art. no.: 0114.250.40.1

MODULE LIFETIME Approx. 50.000  hours
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Technical drawing

1
0

4

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

SIZE

DIMMABLE

DRIVER

350°

Bridgelux V8 Array

Die-cast aluminium

Ø102 X 84mm

Yes

Including phase cut dimmable driver

3 = RAL 9003 white

5 = RAL 9005 black

24°

L U N A

INFORMATION

12°

OPTIONS

OPTIONAL BEAM  ANGLE Art. no.: 5050.020.12.9

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

5050.500.24.∆ V8 Array Bridgelux 1129lm 8,9W 127lm/W 2700K >90 50.000 Hrs 500mA

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

Ø102mm

Ø60mm

84
m

m

IP20 5 
YEARS 

WARRANTY

MODULE LIFETIME Approx. 50.000  hours



Technical drawing

1
0

5

OPTIONS

INFORMATION

COLORS (∆)

LIGHT SOURCE

PRODUCT MATERIAL

SIZE

BEAM ANGLE

ADJUSTABLE

MODULE LIFETIME

DRIVER

Also available in 2 light square canopy and 3 light round canopy version

Bridgelux V8 Array

Die-cast aluminium

See technical drawing

Yes - 0-60° - 360°

Approx. 35.000 hours

Including phase cut dimmable driver

3 = RAL 9003 white

5 = RAL 9005 black

26°

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

P I N O  C L I C K

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

ANTI-GLARE RING

GLASS

Art. no.: 4912.922.99.3

Art. no.: 4912.933.94.0

Art. no.: 4912.933.90.0

Art. no.: 4912.933.96.0

Art. no.: 4912.922.99.9

White anti-glare ring

Prismatic

Frosted

Striped

Gold anti-glare ring

36°OPTIONAL BEAM ANGLE Art. no.: 4912.010.36.0

5032.001.23.∆ V8 Array Bridgelux 845lm 9,2W 91lm/W 2700K >90 35.000 Hrs 500mA

Art. no.: 4912.933.91.0HONEYCOMB

DRIVER OPTIONS

Ø100mm

Ø40mm

10
5m

m
28

m
m

15
9m

m

1/10V

DALI

500mA 7-10W
Art. no.: 0110.500.30.2

500mA 6-10W
Art. no.: 0110.500.40.2

Black anti-glare ring Included

IP20 5
YEARS 

WARRANTY

Full warranty only applies when fixture is purchased in combination with 
recommended driver.

GoldWhite

Striped Frosted Prismatic

ANTI-GLARE RING

GLASS

HONEYCOMB   

Honeycomb

Black

Only possible when driver is placed external



Technical drawing
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LIGHT SOURCE

PRODUCT MATERIAL

Bridgelux V8 Array

Die-cast aluminium

P I N O  C L I C K  2

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

5032.002.23.∆ V8 Array Bridgelux 2 X 740lm 2 X 9W 82lm/W 2700K >90 35.000 Hrs 500mA

OPTIONS

INFORMATION

COLORS (∆)

SIZE

BEAM ANGLE

ADJUSTABLE

MODULE LIFETIME

DRIVER

Also available in 1 and 3 light round canopy version

See technical drawing

Yes - 0-60° - 360°

Approx. 35.000 hours

Including phase cut dimmable driver

3 = RAL 9003 white

5 = RAL 9005 black

26°

ANTI-GLARE RING

GLASS

Art. no.: 2 X 4912.922.99.3

Art. no.: 2 X 4912.933.94.0

Art. no.: 2 X 4912.933.90.0

Art. no.: 2 X 4912.933.96.0

Art. no.: 2 X 4912.922.99.9

White anti-glare ring

Prismatic

Frosted

Striped

Gold anti-glare ring

36°OPTIONAL BEAM ANGLE Art. no.: 4912.010.36.0

Art. no.: 2 X 4912.933.91.0HONEYCOMB

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

DRIVER OPTIONS

160mm

35
m

m

160mm

16
6m

m

Ø40mm

10
5m

m

1/10V

DALI

500mA 1-20W
Art. no.: 0120.500.30.1

500mA 1-20W
Art. no.: 0120.500.40.1

Black anti-glare ring Included

IP20 5 
YEARS 

WARRANTY

Full warranty only applies when fixture is purchased in combination with 
recommended driver.

GoldWhite

Striped Frosted Prismatic

ANTI-GLARE RING

GLASS

HONEYCOMB   

Honeycomb

Black

Only possible when driver is placed external



Technical drawing
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PRODUCT MATERIAL Die-cast aluminium

P I N O  C L I C K  3

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

5032.003.23.∆ V8 Array Bridgelux 3 X 845m 3 X 9,2W 91lm 2700K >90 35.000 Hrs 500mA

OPTIONS

INFORMATION

COLORS (∆)

LIGHT SOURCE

SIZE

BEAM ANGLE

ADJUSTABLE

MODULE LIFETIME

DRIVER

Also available in 2 light square canopy and 1 light round canopy version

Bridgelux V8 Array

See technical drawing

Yes - 0-60° - 360°

Approx. 35.000 hours

Including phase cut dimmable driver

3 = RAL 9003 white

5 = RAL 9005 black

26°

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

ANTI-GLARE RING

GLASS

Art. no.: 3 X 4912.922.99.3

Art. no.: 3 X 4912.933.94.0

Art. no.: 3 X 4912.933.90.0

Art. no.: 3 X 4912.933.96.0

Art. no.: 3 X 4912.922.99.9

White anti-glare ring

Prismatic

Frosted

Striped

Gold anti-glare ring

36°OPTIONAL BEAM ANGLE Art. no.: 3 X 4912.010.36.0

Art. no.: 3 X 4912.933.91.0HONEYCOMB

Ø260mm

10
5m

m
28

m
m

15
9m

m

Ø40mm

Black anti-glare ring Included

IP20 5 
YEARS 

WARRANTY

Full warranty only applies when fixture is purchased in combination with 
recommended driver.

GoldWhite

Striped Frosted Prismatic

ANTI-GLARE RING

GLASS

HONEYCOMB   

Honeycomb

Black

DRIVER OPTIONS Only possible when driver is placed external

1/10V

DALI

500mA 8-29W
Art. no.: 0129.500.30.0

500mA 7-27W
Art. no.:0125.500.40.0



Technical drawing
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8

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

DRIVER

PRODUCT MATERIAL

SIZE

5 = RAL 9005 black

3 = RAL 9003 white

Horizontally and vertically rotational

Bridgelux V8 Array

Including Phase cut dimmable driver

Die-cast aluminium

See technical drawing

OPTIONS 

33°

5030.200.33.∆ V8 Array Bridgelux 745lm 9,2W 81lm/W 2700K >90 35.000 Hrs 500mA

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

P I N O

MODULE LIFETIME Approx. 35.000 hours

22°

50°

OPTIONAL BEAM ANGLE Art. no.: 3056.010.22.0

Art. no.: 3056.010.50.0

ANTI-GLARE RING

HONEYCOMB

Art. no.: 3056.922.99.9

Art. no.: 3056.933.94.0

Gold anti-glare ring

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

DRIVER OPTIONS

175mm

Ø60mm

50mm

40m
m

90
m

m14
8m

m

INFORMATION

1/10V

DALI

500mA 7,5-10W
Art. no.: 0110.500.30.0

500mA 6-10W
Art. no.: 0110.500.40.1

Black anti-glare ring Included

IP20 5 
YEARS 

WARRANTY

Full warranty only applies when fixture is purchased in combination with 
recommended driver.

Gold

ANTI-GLARE RING

HONEYCOMB   

Honeycomb

Black



Technical drawing
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COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

DRIVER

PRODUCT MATERIAL

SIZE

5 = RAL 9005 black

3 = RAL 9003 white

Horizontally and vertically rotational

Bridgelux V8 Array

Including Phase cut dimmable driver

Die-cast aluminium

See technical drawing

OPTIONS 

33°

5031.200.33.∆ V8 Array Bridgelux 2 X 745lm 2 X 9,2W 81lm/W 2700K >90 35.000 Hrs 500mA

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

P I N O  D U O

MODULE LIFETIME Approx. 35.000 hours

22°

50°

OPTIONAL BEAM ANGLE Art. no.: 2 X 3056.010.22.0

Art. no.: 2 X 3056.010.50.0

ANTI-GLARE RING

HONEYCOMB

Art. no.: 2 X 3056.922.99.9

Art. no.: 2 X 3056.933.94.0

Gold anti-glare ring

336mm

40m
m

50mm

90
m

m

Ø60mm

14
8m

m

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

DRIVER OPTIONS

INFORMATION

1/10V

DALI

500mA 13-20W
Art. no.: 0120.500.30.3

500mA 12-27W
Art. no.: 0136.500.40.0

Black anti-glare ring Included

IP20 5
YEARS 

WARRANTY

Full warranty only applies when fixture is purchased in combination with 
recommended driver.

Gold

ANTI-GLARE RING

HONEYCOMB   

Honeycomb

Black



Technical drawing

1
1

0

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

SIZE

DIMMABLE

DRIVER

Rotating 350°, 55° tiltable

Bridgelux DtW

Die-cast aluminium

Ø59 X 152 X 35mm

Yes

Including phase cut dimmable driver

3 = RAL 9003 white

5 = RAL 9005 black

24°

V E N U S

INFORMATION

36°

OPTIONS

OPTIONAL BEAM  ANGLE

ANTI-GLARE RING

HONEYCOMB

Art. no.: 3066.010.36.0

Also available in track and recessed version

50° Art. no.: 3066.010.50.0

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

Art. no.: 3066.030.00.9
Gold mat anti-glare ring

Art. no.: 3066.040.00.0

5066.125.24.∆ DtW Bridgelux 900lm 10W 90lm/W 1800-3000K >90 50.000 Hrs 250mA

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

DTW

152 X 62mm

Ø59mm

35
m

m

DRIVER OPTIONS 1/10V

DALI

250mA 8-11W
Art. no.: 0115.250.30.1

250mA 8-10W
Art. no.: 0110.250.40.1

Black anti-glare ring Included

IP20 5 
YEARS 

WARRANTY

Full warranty only applies when fixture is purchased in combination with 
recommended driver.

Gold

ANTI-GLARE RING

HONEYCOMB   

Honeycomb

Black

MODULE LIFETIME Approx. 50.000  hours



Technical drawing

1
1

1

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

SIZE

DIMMABLE

DRIVER

Rotating 350°, 55° tiltable

Bridgelux DtW

Die-cast aluminium

Ø59 X 292 X 36mm

Yes

Including phase cut dimmable driver

3 = RAL 9003 white

5 = RAL 9005 black

24°

V E N U S  D U O

INFORMATION

36°

OPTIONS

OPTIONAL BEAM  ANGLE

ANTI-GLARE RING

HONEYCOMB

Art. no.: 2 X 3066.010.36.0

Also available in track and recessed version

50° Art. no.: 2 X 3066.010.50.0

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

Art. no.: 2 X 3066.030.00.9
Gold mat anti-glare ring

Art. no.: 2 X 3066.040.00.0

5068.125.24.∆ DtW Bridgelux 2 X 900lm 2 X 10W 90lm/W 1800-3000K >90 50.000 Hrs 500mA

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

DTW

292 X 62mm

Ø59mm

36
m

m

DRIVER OPTIONS DALI 500mA 12-20W
Art. no.: 0120.500.40.2

Black anti-glare ring Included

IP20 5 
YEARS 

WARRANTY

Full warranty only applies when fixture is purchased in combination with 
recommended driver.

Gold

ANTI-GLARE RING

HONEYCOMB   

Honeycomb

Black

MODULE LIFETIME Approx. 50.000  hours



Technical drawing

1
1

2

INFORMATION

COLORS (∆)

BEAM ANGLE

BEAM ANGLE (DtW)

LIGHT SOURCE

PRODUCT MATERIAL

SIZE

MODULE LIFETIME

3 = RAL 9003 white

LED  GU10

Aluminium

See technical drawing

Approx. 30.000 / 50.000 hours

5 = RAL 9005 black

6 = RAL 9006 alu

5033.279.36.∆

5033.290.36.∆

GU10

GU10

Philips

Philips

5033.272.25.∆

5033.282.25.∆

GU10

GU10

Philips

Philips

25° 36°

30°

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI BEAM
ANGLE

TC
LIFETIME

MODULE
EFFICIENCY

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

265lm

280lm

4W

4W

66lm/W

70lm/W

2700K

3000K

>90

>90

50.000 Hrs

50.000 Hrs

36°

36°

265lm

280lm

4W

4W

66lm/W

70lm/W

2700K

3000K

>90

>90

50.000 Hrs

50.000 Hrs

25°

25°

S K I N A

ADJUSTABLE

ADJUSTABLE HEAD

350°

90°

ANTI-GLARE  RING

Art. no.: 5033.922.99.9
Gold anti-glare ring

OPTIONS

5033.176.30.∆ GU10 KL 305lm 5W 61lm/W 2000 - 3000K >90 30.000 Hrs 30°DTW

90mm 110mm

78mm

Ø65mm

Black anti-glare ring Included

IP20

Gold

ANTI-GLARE RING

Black

3 
YEARS 

WARRANTY



Technical drawing

1
1

3

INFORMATION

SIZE See technical drawing

5034.279.36.∆

5034.290.36.∆

5034.272.25.∆

5034.282.25.∆

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI BEAM
ANGLE

TC
LIFETIME

MODULE
EFFICIENCY

S K I N A  2

ANTI-GLARE  RING

Art. no.: 2 X 5033.922.99.9
Gold anti-glare ring

OPTIONS

GU10

GU10

Philips

Philips

GU10

GU10

Philips

Philips
2 X 265lm

2 X 280lm

2 X 4W

2 X 4W

2700K

3000K

>90

>90

50.000 Hrs

50.000 Hrs

36°

36°

2 X 265lm

2 X 280lm

2 X 4W

2 X 4W

2700K

3000K

>90

>90

50.000 Hrs

50.000 Hrs

25°

25°

COLORS (∆)

BEAM ANGLE

BEAM ANGLE (DtW)

LIGHT SOURCE

PRODUCT MATERIAL

MODULE LIFETIME

3 = RAL 9003 white

LED GU10

Aluminium

Approx. 30.000 / 50.000  hours

5 = RAL 9005 black

6 = RAL 9006 alu

25° 36°

30°

ADJUSTABLE

ADJUSTABLE HEAD

350°

90°

66lm/W

70lm/W

66lm/W

70lm/W

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

5034.176.30.∆ GU10 KL 2 X 305lm 2 X 5W 61lm/W 2000 - 3000K >90 30.000 Hrs 30°DTW

Ø65mm

Black anti-glare ring Included

IP20 3
YEARS 

WARRANTY

305mm
90mm

78mm

Gold

ANTI-GLARE RING

Black



Technical drawing

1
1

4

INFORMATION

SIZE See technical drawing

5035.279.36.∆

5035.290.36.∆

5035.272.25.∆

5035.282.25.∆

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI BEAM
ANGLE

TC
LIFETIME

MODULE
EFFICIENCY

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

S K I N A  4

ANTI-GLARE  RING

Art. no.: 4 X 5033.922.99.9
Gold anti-glare ring

OPTIONS

GU10

GU10

Philips

Philips

GU10

GU10

Philips

Philips
4 X 265lm

4 X 280lm

4 X 4W

4 X 4W 3000K

>90

>90

50.000 Hrs

50.000 Hrs

36°

36°

4 X 265lm

4 X 280lm

4 X 4W

4 X 4W

2700K >90 50.000 Hrs

50.000 Hrs

25°

25°

COLORS (∆)

BEAM ANGLE

BEAM ANGLE (DTW)

LIGHT SOURCE

PRODUCT MATERIAL

MODULE LIFETIME

3 = RAL 9003 white

LED GU10

Aluminium

Approx. 30.000 / 50.000 hours

5 = RAL 9005 black

6 = RAL 9006 alu

25°

30°

ADJUSTABLE

ADJUSTABLE HEAD

350°

90°

66lm/W

70lm/W

66lm/W

70lm/W

5035.176.30.∆ GU10 KL 4 X 305lm 4 X 5W 61lm/W 2000 - 3000K >90 30.000 Hrs 30°DTW

240mm 240mm

Ø65mm
78mm

Black anti-glare ring Included

IP20

2700K
3000K >90

3 
YEARS 

WARRANTY

36°

Gold

ANTI-GLARE RING

Black



Technical drawing

1
1

5

L O O K  M I N I

INFORMATION

COLORS (∆)

LIGHT SOURCE

PRODUCT MATERIAL

SIZE

BEAM ANGLE

ADJUSTABLE

MODULE LIFETIME

DRIVER

Bridgelux V8 Array

Die-cast aluminium

Ø75 X 91mm

350° rotational

90° rotational spot head

Approx. 35.000 hours

Including Phase cut dimmable driver

5 = RAL 9005 black

35 = RAL 9003 white + 9005 black

34°

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

6023.027.34.∆ V8 Array Bridgelux 845lm 9,2W 91lm/W 2700K >90 35.000 Hrs 500mA

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

OPTIONS 

DRIVER OPTIONS

91
m

m

Ø75mm

1/10V

DALI

500mA 7-10W
Art. no.: 0110.500.30.2

500mA 7-10W
Art. no.: 0110.500.40.2

IP20 5 
YEARS 

WARRANTY

Full warranty only applies when fixture is purchased in combination with 
recommended driver.



Technical drawing

1
1

6

L O O K

COLORS (∆)

LIGHT SOURCE

PRODUCT MATERIAL

SIZE

BEAM ANGLE

ADJUSTABLE

MODULE LIFETIME

DRIVER

Bridgelux V8  Array

Die-cast aluminium

Ø100 X 103mm

350° rotational

90° rotational spot head

Approx. 35.000 hours

Including Phase cut dimmable driver

5 = RAL 9005 black

35 = RAL 9003 white + 9005 black

32°

6022.027.30. ∆ V8 Array Bridgelux 845lm 9,3W 9,2lm/W 2700K >90 35.000 Hrs 500mA

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

INFORMATION

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

OPTIONS 

DRIVER OPTIONS

10
3m

m

Ø100mm

1/10V

DALI

500mA 7-10W
Art. no.: 0110.500.30.2

500mA 7-10W
Art. no.: 0110.500.40.2

IP20 5
YEARS 

WARRANTY

Full warranty only applies when fixture is purchased in combination with 
recommended driver.



Technical drawing

1
1

7

L O O K  2

COLORS (∆)

LIGHT SOURCE

PRODUCT MATERIAL

SIZE

BEAM ANGLE

ADJUSTABLE

MODULE LIFETIME

DRIVER

Bridgelux V8 Array

Die-cast aluminium

Ø100 X 212 X 103mm

350° rotational

90° rotational spot head

Approx. 35.000 hours

Including Phase cut dimmable driver

32°

6002.179.33.∆ V8 Array Bridgelux 2 X 845lm 2 X 9,2W 91lm/W 2700K >90 35.000 Hrs 500mA

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

INFORMATION

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

OPTIONS 

DRIVER OPTIONS

10
3m

m

Ø100mm

212mm

1/10V

DALI

500mA 13-20W
Art. no.: 0120.500.30.3

500mA 12-20W
Art. no.: 0120.500.40.2

IP20 5 
YEARS 

WARRANTY

Full warranty only applies when fixture is purchased in combination with 
recommended driver.

5 = RAL 9005 black

35 = RAL 9003 white + 9005 black



Technical drawing

1
1

8

INFORMATION

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

MODULE LIFETIME	�

SIZE

DRIVER

350°

QR111 LED

Aluminium

Approx. 30.000 hours

137 X 82 X 188mm

Including phase cut dimmable driver

3 = RAL 9003 white

5 = RAL 9005 black

24°

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

B A R R O 

5158.720.24.∆ QR111 Bridgelux	 750lm 15W 50lm/W 2200 - 2800K >90 350mA 30.000 Hrs

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRIMODULE
EFFICIENCY

mA TC
LIFETIME

Also available in 3F tracklight and surface mounted 2 light

DTW

137mm 82mm

188m
m

Ø128mm

OPTIONS 

DRIVER OPTIONS 1/10V

DALI

350mA 0-15W
Art. no.: 0115.350.30.0

350mA 3-18W
Art. no.: 0118.350.40.0

IP20 3 
YEARS 

WARRANTY

Full warranty only applies when fixture is purchased in combination with 
recommended driver.



Technical drawing

1
1

9

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

MODULE LIFETIME

SIZE

DRIVER

350°

QR111 LED

Aluminium

Approx. 30.000 hours

287 X 82 X 188mm

Including phase cut dimmable driver

3 = RAL 9003 white

5 = RAL 9005 black

24°

B A R R O  2

5159.720.24.∆ QR111 Bridgelux 2 X 750lm 2 X 15W 50lm/W 2200 - 2800K >90 350mA 30.000 Hrs

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRIMODULE
EFFICIENCY

mA TC
LIFETIME

Also available in 3F tracklight and surface mounted 1 light

DTW

287mm 82mm

188m
m

Ø128mm

INFORMATION

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

OPTIONS 

DRIVER OPTIONS 1/10V

DALI

350mA 0-15W
Art. no.: 2 X 0115.350.30.0

350mA 3-18W
Art. no.: 2 X 0118.350.40.0

IP20 3
YEARS 

WARRANTY

Full warranty only applies when fixture is purchased in combination with 
recommended driver.
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Technical drawing

1
2

2

INFORMATION

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

ADAPTER

SIZE

DRIVER

Horizontally and vertically rotational

Bridgelux V10 Array

Die-cast Aluminium

3-phase track adapter

Ø60 X 112mm

Including phase cut dimmable driver

3 = RAL 9003 white

5 = RAL 9005 black

22°

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

B I L L Y

33°

OPTIONS

OPTIONAL BEAM ANGLE Art. no.: 3056.010.33.0

ANTI-GLARE  RING

HONEYCOMB

Art. no.: 3056.922.99.9
Gold anti-glare ring

3056.997.50.∆ V10 Array Bridgelux 1356lm 12W 113lm/W 2700K >90 350mA35.000 Hrs

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRIMODULE
EFFICIENCY

mATC
LIFETIME

50° Art. no.: 3056.010.50.0

Art. no.: 3056.933.94.0

Ø60mm

11
2m

m

Black anti-glare ring Included

IP20 5 
YEARS 

WARRANTY

MODULE LIFETIME Approx. 30.000 hours

Gold

ANTI-GLARE RING

HONEYCOMB   

Honeycomb

Black
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Technical drawing

1
2

4

COLORS (∆)

BEAM ANGLE

BEAM ANGLE DTW

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

ADAPTER

SIZE

Yes

GU10 

Aluminium

5 = RAL 9005 black

C O C O

Ø60mm

13
0m

m

MODULE LIFETIME Approx. 30.000 / 50.000 hours

3 = RAL 9003 white

INFORMATION

IP20 3 
YEARS 

WARRANTY

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

3-phase track adapter

Ø60 X 130mm

25° 36°

24°

3130.279.36.∆

3130.290.36.∆

3130.272.25.∆

3130.282.25.∆

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI BEAM
ANGLE

TC
LIFETIME

MODULE
EFFICIENCY

3130.175.24.∆ GU10 KL 280lm 5W 56lm/W 2200-2650K >90 30.000 Hrs 24°DTW

GU10

GU10

Philips

Philips

GU10

GU10

Philips

Philips
265lm

280lm

4W

4W

2700K

3000K

>90

>90

50.000 Hrs

50.000 Hrs

36°

36°

265lm

280lm

4W

4W

2700K

3000K

>90

>90

50.000 Hrs

50.000 Hrs

25°

25°
66lm/W

70lm/W

66lm/W

70lm/W



Technical drawing

1
2

5

INFORMATION

COLORS 

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

ADAPTER

SIZE

DRIVER

350°

Bridgelux COB DtW

Aluminium 

3-phase track adapter

Ø60 x 150mm

Including phase cut dimmable driver

5 = RAL 9005 black

24°

E V E

MODULE LIFETIME Approx. 30.000 hours

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources.

40
m

m

Ø60mm

 1
50

m
m

3065.123.24.5 LED COB DtW	 Bridgelux 900lm 12W 75lm/W 2200-2800K >90 30.000 Hrs 250mA

ARTICLE 
NUMBER

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

DTW

IP20 3 
YEARS 

WARRANTY



Technical drawing

1
2

6

OPTIONS

INFORMATION

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

ADAPTER

SIZE

DRIVER

Horizontally and vertically rotational

Bridgelux COB DtW

Die-cast aluminium

3-phase track adapter

Ø66 X 146mm

Including phase cut dimmable driver

3 = RAL 9003 white

5 = RAL 9005 black

24°

OPTIONAL BEAM ANGLE Art. no.: 3063.015.00.0

Art. no.: 3063.035.00.0

15°

35°

T U B O  M I N I

HONEYCOMB

MODULE LIFETIME Approx. 50.000 hours

Art. no.: 3063.999.99.5

Art. no.: 3063.933.94.0

BARNDOOR

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources.

3063.720.24.∆ LED COB DtW	 Bridgelux 650lm 10W 65lm/W 2000-3000K >90 50.000 Hrs 250mA

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

DTW

IP20 5 
YEARS 

WARRANTY

80mm

Ø66mm

14
6m

m
Barndoor

BARNDOORHONEYCOMB

Honeycomb



Technical drawing

1
2

7

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

ADAPTER

SIZE

Horizontally and vertically rotational

PAR20 dimmable

Die-cast aluminium

3-phase track adapter

Ø72 x 135mm

3031.480.25.∆
3031.480.40.∆
3031.490.25.∆
3031.490.40.∆
3031.520.25.∆
3031.520.40.∆

PAR20 dim
PAR20 dim
PAR20 dim
PAR20 dim
PAR20 dim
PAR20 dim

MasterLED
MasterLED
MasterLED
MasterLED
MasterLED
MasterLED

480lm
480lm
490lm
490lm
520lm
520lm

5,5W
5,5W
5,5W
5,5W
5,5W
5,5W

87lm/W
87lm/W
89lm/W
89lm/W
94lm/W
94lm/W

2700K
2700K
3000K
3000K
4000K
4000K

>80
>80
>80
>80
>80
>80

45.000 Hrs
45.000 Hrs
45.000 Hrs
45.000 Hrs
45.000 Hrs
45.000 Hrs

25°
40°
25°
40°
25°
40°

3 = RAL 9003 white

5 = RAL 9005 black

25° 40°

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI BEAM ANGLETC
LIFETIME

MODULE
EFFICIENCY

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources.

P A R  2 0

INFORMATION

Ø72mm

13
5m

m

IP20 3 
YEARS 

WARRANTY

MODULE LIFETIME Approx. 45.000 hours



Technical drawing

1
2

8

OPTIONS

INFORMATION

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

ADAPTER

SIZE

DRIVER

Horizontally and vertically rotational

Bridgelux V10 Array

Aluminium

3-phase track adapter

Ø63 X 250mm

Including phase cut dimmable driver

3 = RAL 9003 white

5 = RAL 9005 black

24°

ANTI-GLARE RING

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

OPTIONAL BEAM ANGLE

Art. no.: 3049.035.00.035°

3049.995.24.∆
3049.996.24.∆

V10 Array
V10 Array

Bridgelux
Bridgelux

3000K
2000 - 3000K

>90
>90

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

CCOLOR
TEMPERATURE

CRIMODULE
EFFICIENCY

950lm
950lm

15W
15W

64lm/W
64lm/W

35.000 Hrs
35.000 Hrs

350mA
350mA

mATC
LIFETIME

P A S O  M I N I

DTW

Art. no.: 3049.999.00.9
Gold anti-glare ring

Art. no.: 3049.015.00.015°

HONEYCOMB Art. no.: 3049.999.94.0

DIFFUSER Art. no.: 0181.900.99.0

Ø63mm

25
0m

m

Black anti-glare ring Included

IP20 5 
YEARS 

WARRANTY

Gold

ANTI-GLARE RING

HONEYCOMB   

Honeycomb

Black

MODULE LIFETIME Approx. 30.000 hours



Technical drawing

1
2

9

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

ADAPTER

SIZE

DIMMABLE

DRIVER

Rotating 350°, 90° tiltable

Bridgelux DtW

Die-cast aluminium

3-phase track adapter driver

Ø59 x 73mm

Yes

Including phase cut dimmable driver

3 = RAL 9003 white

5 = RAL 9005 black

24°

V E N U S  T  M I N I

INFORMATION

36°

OPTIONS

OPTIONAL BEAM  ANGLE

ANTI-GLARE RING

HONEYCOMB

Art. no.: 3066.010.36.0

Also available in surface and recessed version

50° Art. no.: 3066.010.50.0

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

Art. no.: 3066.030.00.9
Gold mat anti-glare ring

Art. no.: 3066.040.00.0

3066.125.24.∆ DtW Bridgelux 900lm 10W 90lm/W 1800-3000K >90 50.000 Hrs 250mA

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

DTW

Black anti-glare ring Included

IP20 5 
YEARS 

WARRANTY

73mm

Ø59mm

ANTI-GLARE RING

HONEYCOMB   

Honeycomb

Black Gold

MODULE LIFETIME Approx. 30.000 hours



Technical drawing

1
3

0

INFORMATION

COLORS 

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

ADAPTER

SIZE

DRIVER

350°

Cree

Die-cast aluminium

3-phase track driver adapter

Ø58 x 88mm

Including phase cut dimmable driver

5 = RAL 9005 black

14-50°

G A L L E R Y

MODULE LIFETIME Approx. 50.000 hours

3071.200.50.5 LED COB	 Cree	 800lm 8W 100lm/W 2700K 98 50.000 Hrs 180mA

ARTICLE 
NUMBER

LAMP TYPE BRAND LUMINOUS
FLUX

OUTPUT
POWER

MODULE
EFFICIENCY

COLOR
TEMPERATURE

CRI TC
LIFETIME

mA

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources.

This fixture is equipped with a focusable lens. The beam angle can be adjusted 
from 14-50 degrees

                   188mm

88
m

m

Ø58mm

IP20 5 
YEARS 

WARRANTY

FOCUSABLE LENS



Technical drawing

1
3

1

INFORMATION

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

ADAPTER

SIZE

DRIVER

350°

QR111 LED

Aluminium

3-phase track adapter

Ø128 X 179mm

Including phase cut dimmable driver

3 = RAL 9003 white

5 = RAL 9005 black

24°

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources 

B A R R O  T

3058.720.24.∆ QR111 Pro 750lm 15W 48lm/W 2000 - 2800K >90 30.000 Hrs 350mA

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRIMODULE
EFFICIENCY

TC
LIFETIME

mA

Also available in surface mounted 1 light or 2 light

DTW

17
9m

m

IP20 3 
YEARS 

WARRANTY

Ø128mm

MODULE LIFETIME Approx. 30.000 hours
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5
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6

6

4

4

10

11

12

9

13

13

14

14

2

1

7

8

Endfeed Left

L Feed inside T Feed outside left T Feed inside left

Flexible corner 
connector

Adjustable corner 
connectorStraight connector

T Feed outside right T Feed inside right X Feed End cap

Endfeed Right L Feed outside3

3

Middle feed

TECHNICAL DRAWING

Keylight 3 phase track

Surface mounted / pendant

ACCESSORIES

36
m

m

32mm

3  P H A S E  C O N N E C T I O N  O V E R V I E W



1
3

4

9631.995.99.3

9633.995.99.5

9651.995.99.3

9654.995.99.3

9654.996.99.3

9667.995.99.3

9663.995.99.3

9652.995.99.3

9651.995.99.5

9654.995.99.5

9654.996.99.5

9667.995.99.5

9663.995.99.5

9652.995.99.5

9651.995.99.6

9654.995.99.6

9654.996.99.6

9667.995.99.6

9663.995.99.6

9652.995.99.6

9632.995.99.3

9631.995.99.5

9633.995.99.6

9632.995.99.5

9633.995.99.3

9631.995.99.6

9632.995.99.6

Keylight track rail

Keylight track rail

Keylight end feed right 2

Keylight middle feed

Keylight straight connector

Keylight flexible corner connector

Keylight adjustable corner connector

Keylight end feed left 1

Keylight end feed right 2

Keylight middle feed

Keylight straight connector

Keylight flexible corner connector

Keylight adjustable corner connector

Keylight end feed left 1

Keylight end feed right 2 

Keylight middle feed

Keylight straight connector

Keylight flexible corner connector

Keylight adjustable corner connector

Keylight end feed left 1

Keylight track rail

Keylight track rail

Keylight track rail

Keylight track rail

Keylight track rail

Keylight track rail

Keylight track rail

White

Black

White

White

White

White

White

White

Black

Black

Black

Black

Black

Black

Alu

Alu

Alu

Alu

Alu

Alu

White

Black

Alu

Black

White

Alu

Alu

1000mm

3000mm

2000mm

1000mm

3000mm

2000mm

3000mm

1000mm

2000mm

ARTICLE 
NUMBER

ARTICLE 
NUMBER

ARTICLE 
NUMBER

ARTICLE 
NUMBER

ARTICLE 
NUMBER

ARTICLE 
NUMBER

DESCRIPTION

DESCRIPTION

DESCRIPTION

DESCRIPTION

DESCRIPTION ACCESSORY 
NUMBER

DESCRIPTION

COLOR

COLOR

COLOR

COLOR

COLOR

COLORLENGTH

3

4

5

6

3

4

5

6

3

4

5

6

ACCESSORY 
NUMBER

ACCESSORY 
NUMBER

ACCESSORY 
NUMBER

ACCESSORY 
NUMBER

9656.995.99.3

9655.995.99.3

9656.995.99.5

9655.995.99.5

9656.995.99.6

9655.995.99.6

Keylight L feed inside

Keylight L feed outside

Keylight L feed inside

Keylight L feed outside

Keylight L feed inside

Keylight L feed outside

White

White

Black

Black

Alu

Alu

ARTICLE 
NUMBER

DESCRIPTION COLOR

8

7

8

7

8

7

ACCESSORY 
NUMBER

K E Y L I G H T  3  P H A S E  T R A C K  &  A C C E S S O R I E SIP20 5 
YEARS 

WARRANTY



1
3

5

9664.995.99.3

9665.999.99.3

9672.999.99.3

9687.996.99.3

9688.996.99.3

9687.997.99.3

9688.997.99.3

9687.996.99.5

9688.996.99.5

9687.997.99.5

9688.997.99.5

9687.996.99.6

9688.996.99.6

9687.997.99.6

9688.997.99.6

9657.995.99.3

9661.995.99.3

9658.995.99.3

9659.995.99.3

9664.995.99.5

9665.999.99.5

9672.999.99.5

9657.995.99.5

9661.995.99.5

9658.995.99.5

9659.995.99.5

9664.995.99.6

9665.999.99.6

9672.999.99.6

9657.995.99.6

9661.995.99.6

9658.995.99.6

9659.995.99.6

Keylight end cap

Keylight ceiling clamp

Keylight track clamp

Keylight suspension set including cover + clamp

Suspension wire + quick release clamp

Keylight suspension set including cover + clamp

Suspension wire + quick release clamp

Keylight suspension set including cover + clamp

Suspension wire + quick release clamp

Keylight suspension set including cover + clamp

Suspension wire + quick release clamp

Keylight suspension set including cover + clamp

Suspension wire + quick release clamp

Keylight suspension set including cover + clamp

Suspension wire + quick release clamp

Keylight T feed outside right

Keylight T feed outside left

Keylight T feed inside right

Keylight T feed inside left

Keylight end cap

Keylight ceiling clamp

Keylight track clamp

Keylight T feed outside right

Keylight T feed outside left

Keylight T feed inside right

Keylight T feed inside left

Keylight end cap

Keylight ceiling clamp

Keylight track clamp

Keylight T feed outside right

Keylight T feed outside left

Keylight T feed inside right

Keylight T feed inside left

White

White

White

White

White

White

White

Black

Black

Black

Black

Black

Black

Black

Alu

Alu

Alu

Alu

Alu

Alu

Alu

1500mm

1500mm

5000mm

5000mm

1500mm

1500mm

5000mm

5000mm

1500mm

1500mm

5000mm

5000mm

ARTICLE 
NUMBER

ARTICLE 
NUMBER

ARTICLE 
NUMBER

ARTICLE 
NUMBER

ARTICLE 
NUMBER

ARTICLE 
NUMBER

DESCRIPTION

DESCRIPTION

DESCRIPTION

DESCRIPTION

DESCRIPTION

DESCRIPTION

COLOR

COLOR

COLOR

COLOR

COLOR

COLOR

WIRE
LENGTH

WIRE
LENGTH

9662.995.99.3
9662.995.99.5
9662.995.99.6

Keylight X feed
Keylight X feed
Keylight X feed

White
Black
Alu

ARTICLE 
NUMBER

DESCRIPTION COLOR

12

11

13

14

9

12

11

13

14

9

12

11

13

14

9

ACCESSORY 
NUMBER

ACCESSORY 
NUMBER

10
10
10

ACCESSORY 
NUMBER

White

White

Black

Black

Alu

Alu

White

White

Black

Black

Alu

Alu

K E Y L I G H T  3  P H A S E  T R A C K  &  A C C E S S O R I E SIP20 5 
YEARS 

WARRANTY

9691.995.99.3

9696.995.99.3

9691.995.99.5

9696.995.99.5

9691.995.99.6

9696.995.99.6

Keylight Monopoint

Keylight Adapter incl. strainrelief

Keylight Monopoint

Keylight Adapter incl. strainrelief

Keylight Monopoint

Keylight Adapter incl. strainrelief

White

White

Black

Black

Alu

Alu

ARTICLE 
NUMBER

ARTICLE 
NUMBER

DESCRIPTION

DESCRIPTION

COLOR

COLOR
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M A G N E T  4 8 V  S Y S T E M

L I G H T B O X X ,  N I J K E R K ,  T H E  N E T H E R L A N D S
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MAGNET SKY

MAGNET LOW

MAGNET GLOW

MAGNET VENUS MINI

MAGNET GLOW P

MAGNET VENUS P

MAGNET TUBE PMAGNET QUBIC

MAGNET VENUS MICRO

MAGNET LINEAR MAGNET HIGHDRIVERS 48V MAGNET RECESSED

MAGNET PUCKMAGNET VENUS NANO

147

150

144

140 141

146145143

139

148 152149 154

142138
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D
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Technical drawing

1
3

8

520 39

5817.270.24.∆ BXKC Bridgelux	 200lm 3W 67lm/W 2700K >90 50.000 Hrs 350mA

ARTICLE 
NUMBER

  ∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

OPTIONS

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

ADAPTER

SIZE

DRIVER

Yes

Bridgelux BXKC

Die-cast aluminium

48V adapter

Ø39 X 52mm

Including Dali driver

3 = RAL 9003 white

5 = RAL 9005 black

24°

M A G N E T  V E N U S  N A N O

MODULE LIFETIME Approx. 50.000 hours

Ø39mm 52mm

IP20

Zigbee or CasambiWIRELESS DIMMABLE

INFORMATION

Gold

ANTI-GLARE RING

Black

15°

36°

OPTIONAL BEAM ANGLE Art. no.: 5817.020.15.0

Art. no.: 5817.020.36.0

ANTI-GLARE  RING

Art. no.: 5817.030.00.9
Gold anti-glare ring

Black anti-glare ring Included

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources.

48V 5
YEARS 

WARRANTY



Technical drawing

1
3

9

610 49

5818.270.24.∆
5818.300.24.∆

BXKC
BXKC	

Bridgelux
Bridgelux

350lm
350lm

5.5W
5.5W

64lm/W
64lm/W

2700K
3000K

>90
>90

50.000 Hrs
50.000 Hrs

500mA
500mA

ARTICLE 
NUMBER

  ∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

OPTIONS

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

ADAPTER

SIZE

DRIVER

Yes

Bridgelux BXKC

Die-cast aluminium

48V adapter

Ø49 X 61mm

Including Dali driver

3 = RAL 9003 white

5 = RAL 9005 black

24°

M A G N E T  V E N U S  M I C R O

MODULE LIFETIME Approx. 50.000 hours

Ø49mm 61mm

Zigbee or CasambiWIRELESS DIMMABLE

INFORMATION

Gold

ANTI-GLARE RING

HONEYCOMB   

Honeycomb

Black

15°

36°

OPTIONAL BEAM ANGLE Art. no.: 5818.020.15.0

Art. no.: 5818.020.36.0

ANTI-GLARE  RING

Art. no.: 5818.030.00.9
Gold anti-glare ring

Black anti-glare ring Included

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources.

HONEYCOMB Art. no.: 5818.040.00.0

IP20 48V 5
YEARS 

WARRANTY



Technical drawing

1
4

0

73

0 59

5819.270.24.∆
5819.300.24.∆

BXKC
BXKC	

Bridgelux
Bridgelux

750lm
750lm

10W
10W

75lm/W
75lm/W

2700K
3000K

>90
>90

50.000 Hrs
50.000 Hrs

500mA
500mA

ARTICLE 
NUMBER

  ∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

OPTIONS

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

ADAPTER

SIZE

DRIVER

Yes

Bridgelux BXKC

Die-cast aluminium

48V adapter

Ø59 X 73mm

Including Dali driver

3 = RAL 9003 white

5 = RAL 9005 black

24°

M A G N E T  V E N U S  M I N I

MODULE LIFETIME Approx. 50.000 hours

Ø59mm 73
mm

Zigbee or CasambiWIRELESS DIMMABLE

INFORMATION

Gold

ANTI-GLARE RING

HONEYCOMB   

Honeycomb

Black

15°

36°

OPTIONAL BEAM ANGLE Art. no.: 5819.020.15.0

Art. no.: 5819.020.36.0

ANTI-GLARE  RING

Art. no.: 3066.030.00.9
Gold anti-glare ring

Black anti-glare ring Included

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources.

HONEYCOMB Art. no.: 3066.040.00.9

IP20 48V 5
YEARS 

WARRANTY



Technical drawing
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4

1

5816.720.45.∆ BXRV Bridgelux 800lm 14W 57lm/W 1800-3000K >90 50.000 Hrs 350mA

ARTICLE 
NUMBER

  ∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

OPTIONS

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

ADAPTER

SIZE

DRIVER

Yes

Bridgelux BXRV

Die-cast aluminium

48V adapter

Ø86 X 1200mm

Including Dali driver

3 = RAL 9003 white

5 = RAL 9005 black

24°

M A G N E T  V E N U S  P

MODULE LIFETIME Approx. 50.000 hours

Ø86mm

92
m

m

1200m
m

Zigbee or CasambiWIRELESS DIMMABLE

INFORMATION

Gold

ANTI-GLARE RING

Black

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources.

DTW

IP20 48V 5
YEARS 

WARRANTY

ANTI-GLARE  RING

Art. no.: 3067.030.00.9
Gold anti-glare ring

Black anti-glare ring Included



Technical drawing

1
4

2 5825.270.20.∆
5825.270.30.∆

V8	
V8

Bridgelux
Bridgelux

650lm
650lm

10W
10W

65lm/W
65lm/W

2700K
2700K

>90
>90

50.000 Hrs
50.000 Hrs

350mA
350mA

ARTICLE 
NUMBER

  ∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

OPTIONS

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

ADAPTER

SIZE

DRIVER

Yes

Bridgelux V8

Die-cast aluminium

48V adapter

Ø90 X 30mm

Including Dali driver

3 = RAL 9003 white

5 = RAL 9005 black

30° 20°

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

M A G N E T  P U C K

MODULE LIFETIME Approx. 50.000 hours

167mm

90mm

13
0m

m

Zigbee or CasambiWIRELESS DIMMABLE

INFORMATION

20°
30°

DEGREE

IP20 48V 5
YEARS 

WARRANTY



Technical drawing

1
4

35827.270.00.∆
5827.300.00.∆

V8	
V8

Bridgelux
Bridgelux

550lm
550lm

8W
8W

69lm/W
69lm/W

2700K
3000K

>90
>90

50.000 Hrs
50.000 Hrs

350mA
350mA

ARTICLE 
NUMBER

  ∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

HONEYCOMB   

Honeycomb

OPTIONS

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

ADAPTER

SIZE

DRIVER

Yes

Bridgelux V8

Die-cast aluminium

48V adapter

Ø42 X 105mm

Including Dali driver

3 = RAL 9003 white

5 = RAL 9005 black

20°

OPTIONAL BEAM ANGLE Art. no.: 5827.010.40.040°

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. The light source 
in this product can be replaced with an equivalent module made by Philips, Osram or Tridonic.

M A G N E T  Q U B I C

MODULE LIFETIME Approx. 50.000 hours

ANTI-GLARE RING

167mm

42mm 42
mm

17
1m

m

HONEYCOMB Art. no: 5827.040.00.0

Zigbee or CasambiWIRELESS DIMMABLE

INFORMATION

ANTI-GLARE RING

Black Gold

Art. no.: 5827.030.00.9
Gold mat anti-glare ring

Black anti-glare ring Included

IP20 48V 5
YEARS 

WARRANTY



Technical drawing
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4

4

5824.270.11.5 XPE2 SMD	 Cree 294lm 8W 37lm/W 2700K >90 50.000 Hrs 500mA

ARTICLE 
NUMBER

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

OPTIONS

COLORS 

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

ADAPTER

SIZE

DRIVER

No

Cree XPE2 SMD

Die-cast aluminium

48V adapter

Ø150 X 166mm

Including Dali driver

5 = RAL 9005 black

110°

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. The light source 
in this product can be replaced with an equivalent module made by Philips, Osram or Tridonic.

M A G N E T  G L O W

MODULE LIFETIME Approx. 50.000 hours

167mm

Ø150mm

16
6m

m

Zigbee or CasambiWIRELESS DIMMABLE

INFORMATION

IP20 48V 5
YEARS 

WARRANTY



Technical drawing

1
4

5

5823.270.11.∆ XPE2 SMD	 Cree 294lm 8W 37lm/W 2700K >90 50.000 Hrs 500mA

ARTICLE 
NUMBER

  ∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

OPTIONS

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

ADAPTER

SIZE

DRIVER

No

Cree XPE2 SMD

Die-cast aluminium

48V adapter

See technical drawing

Including Dali driver

5 = RAL 9005 black

110°

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. The light source 
in this product can be replaced with an equivalent module made by Philips, Osram or Tridonic.

M A G N E T  G L O W  P

MODULE LIFETIME Approx. 50.000 hours

167mm 167mm

Ø75mm

35
8m

m

Zigbee or Casambi

Standard including 5000mm wire.

WIRELESS DIMMABLE

INFORMATION

3 = RAL 9003 white

IP20 48V 5
YEARS 

WARRANTY

Technical drawing

167mm

Ø75mm

35
8m

m

5823.270.90.∆

Including catrol

XPE2 SMD	 Cree 294lm 8W 37lm/W 2700K >90 50.000 Hrs 500mA



Technical drawing
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4

6

5828.270.11.∆
Including catrol

XPE2 SMD	 Cree 294lm 8W 37lm/W 2700K >90 50.000 Hrs 500mA

ARTICLE 
NUMBER

  ∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

OPTIONS

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

ADAPTER

SIZE

DRIVER

No

Cree XPE2 SMD

Die-cast aluminium

48V adapter

See technical drawing

Including DALI driver

5 = RAL 9005 black

60°

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. The light source 
in this product can be replaced with an equivalent module made by Philips, Osram or Tridonic.

M A G N E T  T U B E  P

MODULE LIFETIME Approx. 50.000 hours

167mm 167mm

Ø30mm

31
5m

m

Zigbee or Casambi

Standard including 5000mm wire.

WIRELESS DIMMABLE

INFORMATION

3 = RAL 9003 white

IP20 48V 5
YEARS 

WARRANTY

Technical drawing

167mm

Ø30mm

31
5m

m

5828.270.90.∆ XPE2 SMD	 Cree 294lm 8W 37lm/W 2700K >90 50.000 Hrs 500mA



Technical drawing

1
4

75820.270.60.5
5820.300.60.5

SMD 3030
SMD 3030

Nichia
Nichia

1291lm
1291lm

18W
18W

72lm/W
72lm/W

2700K
3000K

>90
>90

50.000 Hrs
50.000 Hrs

500mA
500mA

ARTICLE 
NUMBER

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

OPTIONS

COLORS

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

ADAPTER

SIZE

DRIVER

No

SMD 3030

Die-cast aluminium

48V adapter

583 X 23 X 25mm

Including Dali driver

5 = RAL 9005 black

60°

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. The light source 
in this product can be replaced with an equivalent module made by Philips, Osram or Tridonic.

M A G N E T  S K Y

MODULE LIFETIME Approx. 50.000 hours

167mm

583mm

25
m

m

Zigbee or CasambiWIRELESS DIMMABLE

INFORMATION

IP20 48V 5
YEARS 

WARRANTY



1
4

8

Technical drawing Linear 900 Technical drawing Linear 1200

5821.270.90.5

5822.270.90.5
5821.300.90.5

5822.300.90.5

SMD 3030

SMD 3030
SMD 3030

SMD 3030

Nichia

Nichia
Nichia

Nichia

1000-1200lm

1400-1600lm
1000-1200lm

1400-1600lm

28W

35W
28W

35W

43lm/W

46lm/W
43lm/W

46lm/W

2700K

2700K
3000K

3000K

>90

>90
>90

>90

50.000 Hrs

50.000 Hrs
50.000 Hrs

50.000 Hrs

700mA 900mm

700mA 1200mm
700mA 900mm

700mA 1200mm

ARTICLE 
NUMBER

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mA LengthTC
LIFETIME

MODULE
EFFICIENCY

OPTIONS

COLORS

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

ADAPTER

SIZE

DRIVER

No

SMD 3030

Die-cast aluminium

48V adapter

900/1200 X 23 X 25mm

Including Dali driver

5 = RAL 9005 black

95°

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. The light source 
in this product can be replaced with an equivalent module made by Philips, Osram or Tridonic.

M A G N E T  L I N E A R

MODULE LIFETIME Approx. 50.000 hours

167mm
167mm

1200mm
900mm 25

m
m

25
m

m

Zigbee or CasambiWIRELESS DIMMABLE

INFORMATION

IP20 48V 5
YEARS 

WARRANTY



1
4

9

0148.100.10.1 48VDC 100W  IP67

48VDC 150W IP67

48VDC 240W IP67

48VDC 320W IP670148.320.10.0

0148.240.10.0

0148.150.10.1

ARTICLE NUMBER VOLTAGE WATTAGE IP

D R I V E R S  4 8 V

Full warranty only applies when fixture is purchased in combination with recommended driver.

5 
YEARS 

WARRANTY
IP20 48V



1
5

0

M A G N E T  L O W  4 8 V  S Y S T E M

5850.995.99.3
5850.995.99.5

Magnet Track corner 90° Low White
Magnet Track corner 90° Low Black

White
Black

4
4

ARTICLE 
NUMBER

DESCRIPTION COLORACCESSORY 
NUMBER

5833.995.99.3
5833.995.99.5

Magnet Track Low surface 3000mm White
Magnet Track Low surface 3000mm Black

White
Black

1
1

ARTICLE 
NUMBER

DESCRIPTION COLORACCESSORY 
NUMBER

12

4

17

19

16

14

7

1

8

10

9

ACCESSORIES

1

12 14

17

9

10

8

16

19

4

11

Track Low

End cap Ceiling clamp

Suspension bracket

Corner connector

L-connector

Straight connector

Connecting bracket

Suspension wire

Track corner 90°

L-connector inside

7 Power feed

 

21
m

m

26,2mm

IP20 48V 5
YEARS 

WARRANTY



1
5

1

5851.995.99.3

5864.995.99.3

5851.995.99.5

5864.995.99.5	

Magnet L-connector Low White (Outside corner)

Magnet End Cap Low White 12

Magnet L-connector Low Black (Outside corner)

Magnet End Cap Low Black 12

White

White

Black

Black

10
10

5851.998.99.3

5865.995.99.3

5851.998.99.5
Use when you cut the track in 45 degrees

5865.995.99.5

Magnet L-connector White (Inside track)

Magnet Ceiling Clamp Low White

Magnet L-connector Black (Inside track)

Magnet Ceiling Clamp Low Black

White

White

Black

Black

11

14

11

14

ARTICLE 
NUMBER

DESCRIPTION COLORACCESSORY 
NUMBER

M A G N E T  L O W  4 8 V  S Y S T E M

ARTICLE 
NUMBER

DESCRIPTION COLORACCESSORY 
NUMBER

ARTICLE 
NUMBER

DESCRIPTION COLORACCESSORY 
NUMBER

ARTICLE 
NUMBER

DESCRIPTION COLORACCESSORY 
NUMBER

5888.995.99.3
5888.995.99.5

Magnet Suspension Wire with quick release Clamp 3m White
Magnet Suspension Wire with quick release Clamp 3m Black

White
Black

19
19

ARTICLE 
NUMBER

DESCRIPTION COLORACCESSORY 
NUMBER

5866.995.99.3

5867.995.99.3
5867.995.99.5

Magnet Suspension Bracket Low White

Magnet Connecting Bracket Low White

Magnet Suspension Bracket Low Black

Magnet Connecting Bracket Low Black

White

White

Black

Black

17

16

17

16

5866.995.99.5

ARTICLE 
NUMBER

DESCRIPTION COLORACCESSORY 
NUMBER

ARTICLE 
NUMBER

DESCRIPTION COLORACCESSORY 
NUMBER

5852.998.99.3

5854.998.99.3

5853.998.99.3

5852.998.99.5

5854.998.99.5

5853.998.99.5

Magnet Power feed White incl. 3m cable

Magnet Straight Connector White

Magnet Corner Connector White

Magnet Power feed Black incl. 3m cable

Magnet Straight Connector  Black

Magnet Corner Connector Black

White

White

White

Black

Black

Black

7

8

9

7

8

9

ARTICLE 
NUMBER

DESCRIPTION COLORACCESSORY 
NUMBER

ARTICLE 
NUMBER

DESCRIPTION COLORACCESSORY 
NUMBER

ARTICLE 
NUMBER

DESCRIPTION COLORACCESSORY 
NUMBER

IP20 48V 5
YEARS 

WARRANTY



1
5

2

MAGNET HIGH 48V SYSTEM

135

19

18

15

7

2

8
11 9

ACCESSORIES

2

13

98

1815 19

5

11

Track High

End cap

Corner connectorStraight connector

Suspension 
connecting bracketCeiling clamp Suspension wire

Track corner 90°

L-connector inside

7 Power feed
52

m
m

26,2mm

IP20 48V 5
YEARS 

WARRANTY



1
5

3

5851.998.99.3
5851.998.99.5

Use when you cut the track in 45 degrees

Magnet L-connector White (Inside track)
Magnet L-connector Black (Inside track)

White
Black

11
11

MAGNET HIGH 48V SYSTEM

ARTICLE 
NUMBER

DESCRIPTION COLORACCESSORY 
NUMBER

5888.995.99.3
5888.995.99.5

Magnet Suspension Wire with quick release Clamp 3m White
Magnet Suspension Wire with quick release Clamp 3m Black

White
Black

19
19

ARTICLE 
NUMBER

DESCRIPTION COLORACCESSORY 
NUMBER

5852.998.99.3

5854.998.99.3

5853.998.99.3

5852.998.99.5

5854.998.99.5

5853.998.99.5

Magnet Power feed White incl. 3m cable

Magnet Straight Connector White

Magnet Corner Connector White

Magnet Power feed Black incl. 3m cable

Magnet Straight Connector  Black

Magnet Corner Connector Black

White

White

White

Black

Black

Black

7

8

9

7

8

9

ARTICLE 
NUMBER

DESCRIPTION COLORACCESSORY 
NUMBER

ARTICLE 
NUMBER

DESCRIPTION COLORACCESSORY 
NUMBER

ARTICLE 
NUMBER

DESCRIPTION COLORACCESSORY 
NUMBER

5864.996.99.5 Magnet End Cap High/Recessed Black 13 Black

5865.996.99.5 Magnet Ceiling Clamp High/Recessed Black Black15

ARTICLE 
NUMBER

DESCRIPTION COLORACCESSORY 
NUMBER

ARTICLE 
NUMBER

DESCRIPTION COLORACCESSORY 
NUMBER

5890.996.99.5 Magnet suspension Connecting Bracket High/Recessed Black Black18

ARTICLE 
NUMBER

DESCRIPTION COLORACCESSORY 
NUMBER

5833.996.99.5 Magnet Track High surface 3000mm Black Black2

ARTICLE 
NUMBER

DESCRIPTION COLORACCESSORY 
NUMBER

5850.996.99.5 Magnet Track corner 90° High Black Black5

ARTICLE 
NUMBER

DESCRIPTION COLORLENGTH

IP20 48V 5
YEARS 

WARRANTY



1
5

4

M A G N E T  R E C E S S E D  4 8 V  S Y S T E M

136

18

15

7

3

8

11

9

ACCESSORIES

52
m

m

23,2mm

67mm

3

13

98

1815

6

11

Track Recessed

End cap

Corner connectorStraight connector

Suspension 
connecting bracketCeiling clamp

Track corner 90°

L-connector inside

7 Power feed

IP20 48V 5
YEARS 

WARRANTY



1
5

5

5851.998.99.3
5851.998.99.5

Use when you cut the track in 45 degrees

Magnet L-connector White (Inside track)
Magnet L-connector Black (Inside track)

White
Black

11
11

M A G N E T  R E C E S S E D  4 8 V  S Y S T E M

ARTICLE 
NUMBER

DESCRIPTION COLORACCESSORY 
NUMBER

5852.998.99.3

5854.998.99.3

5853.998.99.3

5852.998.99.5

5854.998.99.5

5853.998.99.5

Magnet Power feed White incl. 3m cable

Magnet Straight Connector White

Magnet Corner Connector White

Magnet Power feed Black incl. 3m cable

Magnet Straight Connector  Black

Magnet Corner Connector Black

White

White

White

Black

Black

Black

7

8

9

7

8

9

ARTICLE 
NUMBER

DESCRIPTION COLORACCESSORY 
NUMBER

ARTICLE 
NUMBER

DESCRIPTION COLORACCESSORY 
NUMBER

ARTICLE 
NUMBER

DESCRIPTION COLORACCESSORY 
NUMBER

5864.996.99.5 Magnet End Cap High/Recessed Black 13 Black

5865.996.99.5 Magnet Ceiling Clamp High/Recessed Black Black15

ARTICLE 
NUMBER

DESCRIPTION COLORACCESSORY 
NUMBER

ARTICLE 
NUMBER

DESCRIPTION COLORACCESSORY 
NUMBER

5890.996.99.5 Magnet suspension Connecting Bracket High/Recessed Black Black18

ARTICLE 
NUMBER

DESCRIPTION COLORACCESSORY 
NUMBER

5833.997.99.5 Magnet Track High recessed 3000mm Black Black3

ARTICLE 
NUMBER

DESCRIPTION COLORACCESSORY 
NUMBER

5850.997.99.5 Magnet Track corner 90° Recessed Black Black6

ARTICLE 
NUMBER

DESCRIPTION COLORACCESSORY 
NUMBER

IP20 48V 5
YEARS 

WARRANTY



1
5

6

P E N D A N T

E V B O X ,  A M S T E R D A M ,  T H E  N E T H E R L A N D S



1
5

7

JADE

158

SLIMMY P SERIE VENUS P

160 164

IN
D

E
X



1
5

8

COLORS (∆)

ADJUSTABLE

SIZE

LIGHT SOURCE

PRODUCT MATERIAL

MODULE LIFETIME

3 = RAL 9003 white

No

Different sizes available

Philips E27 LED bulb

Steel and aluminium

Approx. 50.000 hours

OPTIONS

INFORMATION

Including 1500mm steel wire suspension with wire length control
 
Filament bulb on request

5 = RAL 9005 black

COLORS Available in all RAL colours on request

Additional price + 10%

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

J A D E

75
m

m

Ø900mm

IP20

J A D E  6 0 0IP20

J A D E  9 0 0IP20

3 
YEARS 

WARRANTY

3 
YEARS 

WARRANTY

3 
YEARS 

WARRANTY

75
m

m

Ø600mm

6 = RAL 9006 alu

7701.060.00.∆ E27 LED bulb Philips 4800lm 54W 89lm/W 2700K >80 50.000 Hrs

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI TC
LIFETIME

MODULE
EFFICIENCY

3 pcs

MINIMUM ORDER
QUANTITY

7701.090.00.∆ E27 LED bulb Philips 4800lm 54W 89lm/W 2700K >80 50.000 Hrs

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI TC
LIFETIME

MODULE
EFFICIENCY

3 pcs

MINIMUM ORDER
QUANTITY

Technical drawing

Technical drawing



1
5

9

J A D E  1 2 0 0IP20

J A D E  1 5 0 0IP20

J A D E  2 4 0 0IP20

3 
YEARS 

WARRANTY

3 
YEARS 

WARRANTY

3 
YEARS 

WARRANTY

75
m

m
Ø1200mm

75
m

m

Ø1500mm

Technical drawing

75
m

m

Ø2400mm

Technical drawing

Technical drawing

7701.120.00.∆ E27 LED bulb Philips 7200lm 81W 89lm/W 2700K >80 50.000 Hrs

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI TC
LIFETIME

MODULE
EFFICIENCY

3 pcs

MINIMUM ORDER
QUANTITY

7701.150.00.∆ E27 LED bulb Philips 8000lm 90W 89lm/W 2700K >80 50.000 Hrs

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI TC
LIFETIME

MODULE
EFFICIENCY

3 pcs

MINIMUM ORDER
QUANTITY

7701.240.00.∆ E27 LED bulb Philips 12800lm 144W 89lm/W 2700K >80 50.000 Hrs

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI TC
LIFETIME

MODULE
EFFICIENCY

1 pcs

MINIMUM ORDER
QUANTITY



1
6

0

COLORS (∆)

REFLECTOR

LIGHT SOURCE

PRODUCT MATERIAL

MODULE LIFETIME

DRIVER

3 = RAL 9003 white

Aluminium white

Philips LED module

Steel and aluminium

Approx. 50.000 hours

Including on/off driver

5 = RAL 9005 black

6 = RAL 9006 alu

S L I M M Y  P 

SIZE Different sizes available

Pendant with direct/indirect lightPendant with direct light

Including 1500mm steel wire suspension with wire length control

INFORMATION

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. The light source 
in this product can be replaced with an equivalent module made by Philips, Osram or Tridonic.

IP20 5 
YEARS 

WARRANTY

UP/DN  reflected light version

OPTIONS

COLORS Available in all RAL colours on request

Additional price + 10%

DAYLIGHT CONTROL SENSOR

TUNABLE WHITE

CYAN ENHANCED STATIC

MOVEMENT SENSOR

On request

On request

On request

On request

IP CLASS

COLOUR RENDERING INDEX

IP20 in standard, IP44 on request

>80 in standard, other on request

DIMMABLE

DIFFUSER White opalic diffuser in standard

Dali dimmable

White opalic

DIFFUSER



1
6

1

S L I M M Y  P  9 0 

S L I M M Y  P  6 5

900 90O

Technical drawing

Ø900mm

85
m

m

UP/DN reflected light

UP/DN reflected light

IP20

IP20 5 
YEARS 

WARRANTY

5 
YEARS 

WARRANTY

900 90O

Technical drawing

Ø650mm

85
m

m

Ø650mm

Ø900mm

Ø650mm

Ø900mm

Ø650mm

Ø900mm

50.00010.81.E.OP.Δ

50.00030.81.E.OP.Δ

50.00010.83.E.OP.Δ

50.00030.83.E.OP.Δ

6600lm

9900lm

6600lm

9900lm

3500K

3500K

3000K

3000K

>80

>80

>80

>80

70.000/L80B10

70.000/L80B10

70.000/L80B10

70.000/L80B10

50.00010.82.E.OP.Δ

50.00030.82.E.OP.Δ

6600lm

9900lm

2700K

2700K

>80

>80

70.000/L80B10

70.000/L80B10

ARTICLE 
NUMBER

∆ See colors

ARTICLE 
NUMBER

∆ See colors

GROSS LUMEN 
OUTPUT

GROSS LUMEN 
OUTPUT

OUTPUT
POWER

OUTPUT
POWER

COLOR
TEMPERATURE

COLOR
TEMPERATURE

CRI

CRI

LENGTH

LENGTH

TC
LIFETIME

TC
LIFETIME

40W

60W

40W

60W

165lm/W

165lm/W

165lm/W

165lm/W

40W

60W

165lm/W

165lm/W

MODULE
EFFICIENCY

MODULE
EFFICIENCY

Ø650mm

Ø900mm

50.00010.84.E.OP.Δ

50.00030.84.E.OP.Δ

6600lm

9900lm

4000K

4000K

>80

>80

70.000/L80B10

70.000/L80B10

40W

60W

165lm/W

165lm/W

Ø650mm

Ø900mm

Ø650mm

Ø900mm

Ø650mm

Ø900mm

50.00020.81.E.OP.Δ

50.00040.81.E.OP.Δ

50.00020.83.E.OP.Δ

50.00040.83.E.OP.Δ

6600lm

9900lm

6600lm

9900lm

3500K

3500K

3000K

3000K

>80

>80

>80

>80

70.000/L80B10

70.000/L80B10

70.000/L80B10

70.000/L80B10

50.00020.82.E.OP.Δ

50.00040.82.E.OP.Δ

6600lm

9900lm

2700K

2700K

>80

>80

70.000/L80B10

70.000/L80B10

40W

60W

40W

60W

165lm/W

165lm/W

165lm/W

165lm/W

40W

60W

165lm/W

165lm/W

Ø650mm

Ø900mm

50.00020.84.E.OP.Δ

50.00040.84.E.OP.Δ

6600lm

9900lm

4000K

4000K

>80

>80

70.000/L80B10

70.000/L80B10

40W

60W

165lm/W

165lm/W

UP/DN reflected light

Ø1200mm
Ø1200mm
Ø1200mm

50.00050.81.E.OP.Δ
50.00050.83.E.OP.Δ

13200lm
13200lm

3500K
3000K

>80
>80

70.000/L80B10
70.000/L80B10

50.00050.82.E.OP.Δ 13200lm 2700K >80 70.000/L80B10

ARTICLE 
NUMBER

∆ See colors

GROSS LUMEN 
OUTPUT

OUTPUT
POWER

COLOR
TEMPERATURE

CRILENGTH TC
LIFETIME

80W
80W

165lm/W
165lm/W

80W 165lm/W

MODULE
EFFICIENCY

Ø1200mm50.00050.84.E.OP.Δ 13200lm 4000K >80 70.000/L80B1080W 165lm/W

Ø1200mm
Ø1200mm
Ø1200mm

50.00060.81.E.OP.Δ
50.00060.83.E.OP.Δ

13200lm
13200lm

3500K
3000K

>80
>80

70.000/L80B10
70.000/L80B10

50.00060.82.E.OP.Δ 13200lm 2700K >80 70.000/L80B10

80W
80W

165lm/W
165lm/W

80W 165lm/W

Ø1200mm50.00060.84.E.OP.Δ 13200lm 4000K >80 70.000/L80B1080W 165lm/W

S L I M M Y  P  1 2 0 

1200 90O

Technical drawing

Ø1200mm

85
m

m

IP20 5 
YEARS 

WARRANTY



1
6

2

S L I M M Y  P  1 8 0

S L I M M Y  P  1 5 0 

1500 90O

Technical drawing

Ø1500mm

85
m

m

IP20

IP20

5 
YEARS 

WARRANTY

5 
YEARS 

WARRANTY

1200 90O

Technical drawing

Ø1800mm

85
m

m

UP/DN reflected light

Ø1500mm
Ø1500mm
Ø1500mm

50.00070.81.E.OP.Δ
50.00070.83.E.OP.Δ

16500lm
16500lm

3500K
3000K

>80
>80

70.000/L80B10
70.000/L80B10

50.00070.82.E.OP.Δ 16500lm 2700K >80 70.000/L80B10

ARTICLE 
NUMBER

∆ See colors

GROSS LUMEN 
OUTPUT

OUTPUT
POWER

COLOR
TEMPERATURE

CRILENGTH TC
LIFETIME

99W
99W

167lm/W
167lm/W

99W 167lm/W

MODULE
EFFICIENCY

Ø1500mm50.00070.84.E.OP.Δ 16500lm 4000K >80 70.000/L80B1099W 167lm/W

Ø1500mm
Ø1500mm
Ø1500mm

50.00080.81.E.OP.Δ
50.00080.83.E.OP.Δ

16500lm
16500lm

3500K
3000K

>80
>80

70.000/L80B10
70.000/L80B10

50.00080.82.E.OP.Δ 16500lm 2700K >80 70.000/L80B10

99W
99W

167lm/W
167lm/W

99W 167lm/W

Ø1500mm50.00080.84.E.OP.Δ 16500lm 4000K >80 70.000/L80B1099W 167lm/W

UP/DN reflected light

Ø1800mm
Ø1800mm
Ø1800mm

50.00090.81.E.OP.Δ
50.00090.83.E.OP.Δ

19800lm
19800lm

3500K
3000K

>80
>80

70.000/L80B10
70.000/L80B10

50.00090.82.E.OP.Δ 19800lm 2700K >80 70.000/L80B10

ARTICLE 
NUMBER

∆ See colors

GROSS LUMEN 
OUTPUT

OUTPUT
POWER

COLOR
TEMPERATURE

CRILENGTH TC
LIFETIME

118W
118W

168lm/W
168lm/W

118W 168lm/W

MODULE
EFFICIENCY

Ø1800mm50.00090.84.E.OP.Δ 19800lm 4000K >80 70.000/L80B10118W 168lm/W

Ø1800mm
Ø1800mm
Ø1800mm

50.00100.81.E.OP.Δ
50.00100.83.E.OP.Δ

19800lm
19800lm

3500K
3000K

>80
>80

70.000/L80B10
70.000/L80B10

50.00100.82.E.OP.Δ 19800lm 2700K >80 70.000/L80B10

118W
118W

168lm/W
168lm/W

118W 168lm/W

Ø1800mm50.00100.84.E.OP.Δ 19800lm 4000K >80 70.000/L80B10118W 168lm/W

S L I M M Y  P  2 1 0IP20 5 
YEARS 

WARRANTY

1200 90O

Technical drawing

Ø210mm

85
m

m

UP/DN reflected light

Ø2100mm
Ø2100mm
Ø2100mm

7730.210.35.Δ
7730.210.30.Δ

24000lm
24000lm

3500K
3000K

>80
>80

50.000
50.000

7730.210.27.Δ 24000lm 2700K >80 50.000

ARTICLE 
NUMBER

∆ See colors

GROSS LUMEN 
OUTPUT

OUTPUT
POWER

COLOR
TEMPERATURE

CRILENGTH TC
LIFETIME

144W
144W

167lm/W
167lm/W

144W 167lm/W

MODULE
EFFICIENCY

Ø2100mm7730.210.40.Δ 24000lm 4000K >80 50.000144W 167lm/W

Ø2100mm
Ø2100mm
Ø2100mm

7731.210.35.Δ
7731.210.30.Δ

24000lm
24000lm

3500K
3000K

>80
>80

50.000
50.000

7731.210.27.Δ 24000lm 2700K >80 50.000

144W
144W

167lm/W
167lm/W

144W 167lm/W

Ø2100mm7731.210.40.Δ 24000lm 4000K >80 50.000144W 167lm/W



1
6

3

S L I M M Y  P  3 1 0 

S L I M M Y  P  2 5 0 

S L I M M Y  P  5 0 0 IP20

IP20

IP20

5 
YEARS 

WARRANTY

5 
YEARS 

WARRANTY

5 
YEARS 

WARRANTY

1200 90O

Technical drawing

Ø2500mm

85
m

m

1200 90O

Technical drawing

Ø3100mm

85
m

m

1200 90O

Technical drawing

Ø5000mm

85
m

m

UP/DN reflected light

Ø2500mm
Ø2500mm
Ø2500mm

7730.250.35.Δ
7730.250.30.Δ

17000lm
17000lm

3500K
3000K

>80
>80

50.000
50.000

7730.250.27.Δ 17000lm 2700K >80 50.000

ARTICLE 
NUMBER

∆ See colors

GROSS LUMEN 
OUTPUT

OUTPUT
POWER

COLOR
TEMPERATURE

CRILENGTH TC
LIFETIME

102W
102W

167lm/W
167lm/W

102W 167lm/W

MODULE
EFFICIENCY

Ø2500mm7730.250.40.Δ 17000lm 4000K >80 50.000102W 167lm/W

Ø2500mm
Ø2500mm
Ø2500mm

7731.250.35.Δ
7731.250.30.Δ

17000lm
17000lm

3500K
3000K

>80
>80

50.000
50.000

7731.250.27.Δ 17000lm 2700K >80 50.000

102W
102W

167lm/W
167lm/W

102W 167lm/W

Ø2500mm7731.250.40.Δ 17000lm 4000K >80 50.000102W 167lm/W

UP/DN reflected light

Ø3100mm
Ø3100mm
Ø3100mm

7730.310.35.Δ
7730.310.30.Δ

20000lm
20000lm

3500K
3000K

>80
>80

50.000
50.000

7730.310.27.Δ 20000lm 2700K >80 50.000

ARTICLE 
NUMBER

∆ See colors

GROSS LUMEN 
OUTPUT

OUTPUT
POWER

COLOR
TEMPERATURE

CRILENGTH TC
LIFETIME

122W
122W

164lm/W
164lm/W

122W 164lm/W

MODULE
EFFICIENCY

Ø3100mm7730.310.40.Δ 20000lm 4000K >80 50.000122W 164lm/W

Ø3100mm
Ø3100mm
Ø3100mm

7731.310.35.Δ
7731.310.30.Δ

20000lm
20000lm

3500K
3000K

>80
>80

50.000
50.000

7731.310.27.Δ 20000lm 2700K >80 50.000

122W
122W

164lm/W
164lm/W

122W 164lm/W

Ø3100mm7731.310.40.Δ 20000lm 4000K >80 50.000122W 164lm/W

UP/DN reflected light

Ø5000mm
Ø5000mm
Ø5000mm

7730.500.35.Δ
7730.500.30.Δ

33000lm
33000lm

3500K
3000K

>80
>80

50.000
50.000

7730.500.27.Δ 33000lm 2700K >80 50.000

ARTICLE 
NUMBER

∆ See colors

GROSS LUMEN 
OUTPUT

OUTPUT
POWER

COLOR
TEMPERATURE

CRILENGTH TC
LIFETIME

195W
195W

169lm/W
169lm/W

195W 169lm/W

MODULE
EFFICIENCY

Ø5000mm7730.500.40.Δ 33000lm 4000K >80 50.000195W 169lm/W

Ø5000mm
Ø5000mm
Ø5000mm

7731.500.35.Δ
7731.500.30.Δ

33000lm
33000lm

3500K
3000K

>80
>80

50.000
50.000

7731.500.27.Δ 33000lm 2700K >80 50.000

195W
195W

169lm/W
169lm/W

195W 169lm/W

Ø5000mm7731.500.40.Δ 33000lm 4000K >80 50.000195W 169lm/W



Technical drawing
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12
00

Ø86

92

Ø90

45

5816.500.45.∆ BXRV Bridgelux 800lm 14W 57lm/W 1800-3000K >90 50.000 Hrs mA

ARTICLE 
NUMBER

  ∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

OPTIONS

COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

PRODUCT MATERIAL

SIZE

Yes

Bridgelux BXRV

Die-cast aluminium

Ø86 X 1200mm

3 = RAL 9003 white

5 = RAL 9005 black

24°

V E N U S  P

MODULE LIFETIME Approx. 50.000 hours

45
m

m

Ø86mm

92
m

m

12
00

m
m

Ø90mm

IP20 5 
YEARS 

WARRANTY

Masterconnect, Easy Air/ZigbeeWIRELESS DIMMABLE

INFORMATION

Gold

ANTI-GLARE RING

HONEYCOMB   

Honeycomb

Black

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources.

DTW

ANTI-GLARE RING

HONEYCOMB

Art. no.: 3067.030.00.9
Gold mat anti-glare ring

Art. no.: 3067.040.00.0

Black anti-glare ring Included
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MURIO UD

173

FUSE UD

1 72

SUNSET LUNE

1 80 181

BLOCK WRUNN

176169

BLOCK S

177
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E
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INFORMATION

COLORS (∆)

SIZE

LIGHT SOURCE

PRODUCT MATERIAL

MODULE LIFETIME

DRIVER

3 = RAL 9003 white

This fixture can only be installed with included junction box 

Cover is mounted with a magnet

LED module

Die-cast aluminium

See technical drawing

Approx. 30.000 hours

Including on/off driver

5 = RAL 9005 black

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI TC
LIFETIME

mAMODULE
EFFICIENCY

6003.157.15.∆

6002.157.15.∆

6001.157.15.2

LED module

LED module

LED module

Oslon

Oslon

Oslon

157lm

157lm

157lm

1,5W

1,5W

1,5W

11lm/W

11lm/W

11lm/W

2700K

2700K

2700K

>90

>90

>90

30.000 Hrs 500mA

30.000 Hrs

30.000 Hrs

500mA

500mA

R U N N

Runn S

Runn G

Runn R

RUNN R

Junction boxDept 49mm hole size

RUNN SQ RUNN G

RUNN R Technical drawing RUNN S Technical drawing RUNN G Technical drawing

75
m

m

   49mm

75mm75mm

75
m

m
  49mm

Ø78mm
  49mm

   Ø68mm

IP20 3 
YEARS 

WARRANTY
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Technical drawing
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INFORMATION

COLORS (∆)

LIGHT SOURCE

PRODUCT MATERIAL

SIZE

MODULE LIFETIME

3 = RAL 9003 white

LED GU10

Aluminium and PC

Ø60 X 72 X 220mm

Approx. 30.000 / 50.000 hours

5 = RAL 9005 black

BEAM ANGLE

BEAM ANGLE (DTW)

20°

30°

36°

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

F U S E  U D

22
0m

m

Ø60mm

OPTIONS

ANTI-GLARE RING
Art. no.: 2 X 3056.922.99.9
Gold

6182.279.36.∆

6182.290.36.∆

GU10

GU10

Philips

Philips

6182.272.20.∆

6182.282.20.∆

GU10

GU10

Philips

Philips

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI BEAM
ANGLE

TC
LIFETIME

MODULE
EFFICIENCY

265lm

280lm

2 X 4W

2 X 4W

66lm/W

70lm/W

2700K

3000K

>90

>90

50.000 Hrs

50.000 Hrs

36°

36°

265lm

280lm

2 X 4W

2 X 4W

66lm/W

70lm/W

2700K

3000K

>90

>90

50.000 Hrs

50.000 Hrs

20°

20°

6182.176.30.∆ GU10 KL 305lm 2 X 5W 61lm/W 2000 - 3000K >90 30.000 Hrs 30°DTW

IP20 5 
YEARS 

WARRANTY

Gold

ANTI-GLARE RING

Black

Max. hole size for the wall mounting is 40 x 75mm (W X H)!
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3

M U R I O  U D

INFORMATION

COLORS (∆)

LIGHT SOURCE

PRODUCT MATERIAL

BEAM ANGLE

MODULE LIFETIME

SIZE

DRIVER

Osram Oslon 3030

Steel and aluminium

Approx. 30.000 hours

176 X 70mm

Including phase cut dimmable driver

30°

3 = RAL 9003 white

5 = RAL 9005 black

8 = Anodic brown 

7 = RAL 7043 Anthracite

OPTIONS

DRIVER OPTIONS

ON/OFF SWITCH

17
6m

m

70mm

90mm

1/10V

DALI

350mA 0-6W
Art. no.: 0106.350.30.0

Art. no.: 6035.000.00.0

350mA 3-18W
Art. no.:  0118.350.40.2

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

Full warranty only applies when fixture is purchased in combination with 
recommended driver.

IP20 5 
YEARS 

WARRANTY

Designed by 

White Black

Anthracite Anodic brown

INSERTS

6035.300.30.35

6035.300.30.85

Oslon 3030

Oslon 3030

  white / black

  anodic / black

Osram

Osram

2 X 150lm

2 X 150lm

2 X 2,1W

2 X 2,1W

72lm/W

72lm/W

2700K

2700K

>90

>90

350mA

350mA

30.000 Hrs

30.000 Hrs

6035.300.30.33

6035.300.30.83

Oslon 3030

Oslon 3030

  white

  anodic / white

Osram

Osram

2 X 150lm

2 X 150lm

2 X 2,1W

2 X 2,1W

72lm/W

72lm/W

>90

>90

350mA

350mA

30.000 Hrs

30.000 Hrs

ARTICLE 
NUMBER

LUMINOUS
FLUX

BRANDLAMP TYPECOLOR OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

2700K

2700K

6035.300.30.38

6035.300.30.88

Oslon 3030

Oslon 3030

  white / anodic

  anodic

Osram

Osram

2 X 150lm

2 X 150lm

2 X 2,1W

2 X 2,1W

72lm/W

72lm/W

2700K

2700K

>90

>90

350mA

350mA

30.000 Hrs

30.000 Hrs

6035.300.30.55

6035.300.30.75

6035.300.30.58

6035.300.30.78

Oslon 3030

Oslon 3030

Oslon 3030

Oslon 3030

  black

  anthra / black

  black / anodic

  anthra / anodic

Osram

Osram

Osram

Osram

2 X 150lm

2 X 150lm

2 X 150lm

2 X 150lm

2 X 2,1W

2 X 2,1W

2 X 2,1W

2 X 2,1W

72lm/W

72lm/W

72lm/W

72lm/W

2700K

2700K

2700K

2700K

>90

>90

>90

>90

350mA

350mA

350mA

350mA

30.000 Hrs

30.000 Hrs

30.000 Hrs

30.000 Hrs

6035.300.30.37

6035.300.30.87

6035.300.30.53

6035.300.30.73

6035.300.30.57

6035.300.30.77

Oslon 3030

Oslon 3030

Oslon 3030

Oslon 3030

Oslon 3030

Oslon 3030

  white / anthra

  anodic/ anthra

  black / white

  anthra / white

  black / anthra

  anthra

Osram

Osram

Osram

Osram

Osram

Osram

2 X 150lm

2 X 150lm

2 X 150lm

2 X 150lm

2 X 150lm

2 X 150lm

2 X 2,1W

2 X 2,1W

2 X 2,1W

2 X 2,1W

2 X 2,1W

2 X 2,1W

72lm/W

72lm/W

72lm/W

72lm/W

72lm/W

72lm/W

>90

>90

>90

>90

>90

>90

350mA

350mA

350mA

350mA

350mA

350mA

30.000 Hrs

30.000 Hrs

30.000 Hrs

30.000 Hrs

30.000 Hrs

30.000 Hrs

2700K

2700K

2700K

2700K

2700K

2700K

Max. hole size for the wall mounting is 60 x 140mm (W X H)!
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Technical drawing

1
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INFORMATION

COLORS (∆)

LIGHT SOURCE

PRODUCT MATERIAL

SIZE

MODULE LIFETIME

DRIVER

3 = RAL 9003 white

Zigen LED

Aluminium

102 X 102 X 58mm

Approx. 30.000 hours

Including phase cut dimmable driver

6102.995.99.∆ Zigen LED Sharp 260lm 6W 43lm/W 2000-3000K >90 30.000 Hrs 350mA

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

B L O C K  W

DTW

59 = RAL 9005 black + gold inside+

OPTIONS

DRIVER OPTIONS

102mm102mm

58
m

m

1/10V

DALI

350mA 0-6W
Art. no.: 0106.350.30.0

350mA 4-6W
Art. no.: 0106.350.40.0

IP20 5 
YEARS 

WARRANTY

Full warranty only applies when fixture is purchased in combination with 
recommended driver.
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COLORS (∆)

LIGHT SOURCE

PRODUCT MATERIAL

SIZE

MODULE LIFETIME

DRIVER

3 = RAL 9003 white

Bridgelux V6 Array

Aluminium

102 X 102 X 102mm

Approx. 35.000 hours

Including phase cut dimmable driver

5 = RAL 9005 black

6012.990.99.∆ V6 Array	 Bridgelux 430lm 4,6W 94lm/W 2700K >90 35.000 Hrs 500mA

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

B L O C K  S

102mm 102mm

10
2m

m

INFORMATION

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources.

IP20 5
YEARS 

WARRANTY
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INFORMATION

COLORS (∆)

LIGHT SOURCE

PRODUCT MATERIAL

SIZE

MODULE LIFETIME

DRIVER

Bridgelux V6 Array

Aluminium and glass

175 X 80 X 90mm

Approx. 35.000 hours

Including phase cut dimmable driver

6021.999.99.∆ V6 Array� Bridgelux 558lm 4,6W 121lm/W 2700K >80 30.000 Hrs 500mA

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources.

S U N S E T

90mm 175mm

80
m

m

3 = RAL 9003 white 

59 = RAL 9005 black + gold inside+

IP20 5 
YEARS 

WARRANTY

Max. hole size for the wall mounting is 120 x 50mm (W X H)!
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INFORMATION

COLORS (∆)

DRIVER

SIZE

LIGHT SOURCE

PRODUCT MATERIAL

MODULE LIFETIME

3 = RAL 9003 white

Bridgelux 

Aluminium

135x100x115mm

 Beam angle adjustable 10-120°

Approx. 50.000 hours

Including  phase cut dimmable driver

5 = RAL 9005 black

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

6184.250.12.∆ DtW Bridgelux 350lm 2X3W 58lm/W 2000-3000K >95 50.000 Hrs

L U N E

135mm

10
0m

m

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI TC
LIFETIME

MODULE
EFFICIENCY

IP20 2 
YEARS 

WARRANTY

DTW

BEAM ANGLE 10° 120°
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IN

D
E

X

LED LINE 06 LED LINE 06 BUILD IN LED LINE 10 LED LINE 10 BUILD IN ROUND 08

CORNER 10

CORNER 08

LED LINE 06 

188187

186 186 186 186 187187

LED LINE 06 BUILD IN

188

LED LINE 10

188

LED LINE 10 BUILD IN

188

LED LINE 16 LENS 
15-90°

188

LED LINE 17 LOW 
VERSION

LED LINE 17 HIGH 
VERSION

189 189

LED LINE 17 BUILD IN

189

LED LINE 20 ROUND 
COVER

189

LED LINE 25 BUILD IN

189

CORNER 10CORNER 08

190190

ROUND 08

190

CORNER 18

190

TRIMLESS 13 OPAL

191

TRIMLESS 35 OPAL

191

CORNER 30

190

WALL WASHER

191

LED LINE 12 INDIRECT

191

TUBE 30 TUBE 60

191 191

COB LED STRIPE

 196

TUBE 100

192

LED STRIPE

197

DRIVERS LED STRIPE

199

BLACK
EDITION

BLACK
EDITION

BLACK
EDITION

BLACK
EDITION

BLACK
EDITION

BLACK
EDITION

BLACK
EDITION
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ARTICLE NUMBER

ARTICLE NUMBER

DESCRIPTION

DESCRIPTION

COLOR

COLOR

LED STRIPE

LED STRIPE

SIZE
(LxWxH)

SIZE
(LxWxH)

0601.101.04.0

0604.101.04.0

0601.066.07.5

0604.108.07.5

0601.150.04.0

0601.180.04.5

0604.150.04.0

Cover clear

Cover clear

Profile

Profile

Cover opal

Cover black 

Cover opal

LT 92%

LT 92%

Aluminium black

Aluminium black

LT 78%

LT 25%

LT 78%

4mm

4mm

2000mm

2000mm

2000 X 6,6 X 7mm

2000 X 10,8 X 7mm

2000mm

2000mm

2000mm

End cap 

End cap 

Mounting bracket 

Mounting bracket

End cap + cable hole

End cap + cable hole

0601.998.04.5

0604.998.04.5

0601.997.04.0

0604.997.04.0

0601.999.04.5

0604.999.04.5

black

black

metal

metal

black

black

LED LINE BLACK EDITION

LED LINE 06 (For LED up to 4mm)

LED LINE 06 BUILD IN (For LED up to 4mm)

ARTICLE NUMBER DESCRIPTION COLOR LED STRIPE SIZE
(LxWxH)

0606.101.08.0

0606.010.09.5

0606.150.08.0

Cover clear

Profile

Cover opal

LT 92%

Aluminium black

LT 78%

8mm

2000mm

2000 X 10,6 X 9mm

2000mm

End cap 

Mounting bracket

Magnetic clip

0606.998.08.5

0606.997.08.0

0606.999.08.5

0606.996.08.0

black

metal

black

metal

LED LINE 10 (For LED up to 8mm)

End cap + cable hole

IP20

0604.180.04.5 Cover black LT 25% 2000mm

0606.180.08.5 Cover black LT 25% 2000mm

4,2mm

6,6mm

7m
m

6,2mm

4,2mm

7m
m

10,8mm

10,6mm

9m
m 8,2mm

ARTICLE NUMBER DESCRIPTION COLOR LED STRIPE SIZE
(LxWxH)

0609.101.08.0

0609.015.09.5

0609.150.08.0

Cover clear

Profile

Cover opal

LT 92%

Aluminium black

LT 78%

8mm

2000mm

2000 X 15 X 9mm

2000mm

End cap 

Mounting bracket

End cap + cable hole

Magnetic clip

0609.998.08.5

0609.997.08.0

0609.999.08.5

0609.996.08.0

black

metal

black

metal

LED LINE 10 BUILD IN (For LED up to 8mm)

0609.180.08.5 Cover black LT 25% 2000mm

8,2mm

10,6mm

9m
m

15mm
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LED LINEIP20

ARTICLE NUMBER DESCRIPTION COLOR LED STRIPE SIZE
(LxWxH)

0603.101.04.0

0603.008.08.5

0603.150.04.0

Cover clear

Profile

Cover opal

LT 92%

Aluminium black

LT 78%

4mm

2000mm

2000 X 8 X 8mm

2000mm

End cap 

Mounting bracket

End cap + cable hole

0603.998.04.5

0603.997.04.0

0603.999.04.5

black

metal

black

CORNER 08 (For LED up to 4mm)

ARTICLE NUMBER DESCRIPTION COLOR LED STRIPE SIZE
(LxWxH)

0605.101.06.0

0605.010.10.5

0605.150.06.0

Cover clear

Profile

Cover opal

LT 92%

Aluminium black

LT 78%

4mm

2000mm

2000 X 10 X 10mm

2000mm

End cap 

Mounting bracket

End cap + cable hole 

0605.998.06.5

0605.997.06.0

0605.999.06.5

black

metal

black

CORNER 10 (For LED up to 6mm)

0603.180.04.5 Cover black LT 25% 2000mm

0605.180.06.5 Cover black LT 25% 2000mm

ARTICLE NUMBER DESCRIPTION COLOR LED STRIPE SIZE
(LxWxH)

0602.101.04.0

0602.008.08.5

0602.150.04.0

Cover clear

Profile

Cover opal

LT 92%

Aluminium black

LT 78%

4mm

2000mm

2000 X Ø8mm

2000mm

End cap 

Mounting bracket 

End cap + cable hole

0602.998.04.5

0602.997.04.0

0602.999.04.5

black

metal

black

ROUND 08 (For LED up to 4mm)

0602.180.04.5 Cover black LT 25% 2000mm

8mm

4,2mm

8m
m

10

10

6.3

10mm

6,3mm10
m

m

4,2mm

Ø8mm

BLACK EDITION
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ARTICLE NUMBER

ARTICLE NUMBER

DESCRIPTION

DESCRIPTION

COLOR

COLOR

LED STRIPE

LED STRIPE

SIZE
(LxWxH)

SIZE
(LxWxH)

0601.101.04.0

0604.101.04.0

0601.066.07.6

0604.108.07.6

0601.150.04.0

0604.150.04.0

Cover clear

Cover clear

Profile

Profile

Cover opal

Cover opal

LT 92%

LT 92%

Aluminium anodized

Aluminium anodized

LT 78%

LT 78%

4mm

4mm

2000mm

2000mm

2000 X 6,6 X 7mm

2000 X 10,8 X 7mm

2000mm

2000mm

End cap

End cap

Mounting bracket 

Mounting bracket

End cap  + cable hole

End cap + cable hole

0601.998.04.6

0604.998.04.6

0601.997.04.0

0604.997.04.0

0601.999.04.6

0604.999.04.6

grey

grey

metal

metal

grey

grey

L E D  L I N E

LED LINE 06 (For LED up to 4mm)

LED LINE 06 BUILD IN (For LED up to 4mm)

4,2mm

6,6mm

7m
m

ARTICLE NUMBER DESCRIPTION COLOR LED STRIPE SIZE
(LxWxH)

0606.101.08.0

0606.010.09.6

0606.150.08.0

Cover clear

Profile

Cover opal

LT 92%

Aluminium anodized

LT 78%

8mm

2000mm

2000 X 10,6 X 9mm

2000mm

End cap

Mounting bracket

End cap + cable hole 

Magnetic clip

0606.998.08.6

0606.997.08.0

0606.999.08.6

0606.996.08.0

grey

metal

grey

metal

LED LINE 10 (For LED up to 8mm)

10,6mm

9m
m 8,2mm

IP20

ARTICLE NUMBER DESCRIPTION COLOR LED STRIPE SIZE
(LxWxH)

0616.000.16.6 Profile

including insert plate, 15-90° lens, cover clear LT 98%

Aluminium anodized 10mm 2000 X 16 X 17,5mm

End cap 

Mounting bracket

End cap + cable hole

0716.999.99.6

0778.999.99.6

0716.901.99.6

grey

metal

grey

LED LINE 16 LENS 15-90° (For LED up to 10mm)

16mm

10,8mm17
,5

m
m

ARTICLE NUMBER DESCRIPTION COLOR LED STRIPE SIZE
(LxWxH)

0609.101.08.0

0609.015.09.6

0609.150.08.0

Cover clear

Profile

Cover opal

LT 92%

Aluminium anodized

LT 78%

8mm

2000mm

2000 X 15 X 9mm

2000mm

End cap 

Mounting bracket

End cap + cable hole

Magnetic clip

0609.998.08.6

0609.997.08.0

0609.999.08.6

0609.996.08.0

grey

metal

grey

metal

LED LINE 10 BUILD IN (For LED up to 8mm)

8,2mm

10,6mm

9m
m

15mm

6,2mm

4,2mm

7m
m

10,8mm



1
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9

L E D  L I N E

ARTICLE NUMBER DESCRIPTION COLOR LED STRIPE SIZE
(LxWxH)

0600.150.07.0

0607.999.91.6

0600.101.07.0

0600.100.07.0

Cover opal

Profile

Cover clear

Cover full opal

LT 78%

Aluminium anodized

LT 98%

LT 50%

12mm

2000mm

2000 X 17,5 X 7mm

2000mm

2000mm

End cap

Mounting bracket

End cap + cable hole 

0770.999.99.6

0777.999.99.6

0707.999.99.6

grey

metal

grey

LED LINE 17 LOW VERSION (For LED up to 12mm)
7m

m

12,2mm

17,5mm

ARTICLE NUMBER DESCRIPTION COLOR LED STRIPE SIZE
(LxWxH)

0600.150.15.0

0615.000.00.6

0600.101.15.0

0600.100.15.0

Cover opal

Profile

Cover clear

Cover full opal

LT 78%

aluminium anodized

LT 98%

LT 50%

12mm

2000mm

2000 X 17,1 X 14,6mm

2000mm

2000mm

End cap 

Mounting bracket

End cap + cable hole 

0756.999.99.6

0750.999.99.6

0765.999.99.6

grey

metal

grey

LED LINE 17 HIGH VERSION (For LED up to 12mm)

17,1mm

12,3mm

14
,6

m
m

ARTICLE NUMBER DESCRIPTION COLOR LED STRIPE SIZE
(LxWxH)

LED LINE 20 ROUND COVER (For LED up to 16mm)

0619.000.00.6

0619.100.00.0

Profile

Cover full opal

aluminium anodized

LT 50%

12mm 2000 X 19,5 X 19,6mm

2000mm

End cap 

Mounting bracket

End cap + cable hole 

0719.902.99.6

0719.000.00.6

0719.901.99.6

grey

metal

grey

19,5mm

16,2mm

10
,7

m
m

19
,6

m
m

IP20

ARTICLE NUMBER DESCRIPTION COLOR LED STRIPE SIZE
(LxWxH)

LED LINE 17 HIGH BUILD IN (For LED up to 12mm)

0600.150.15.0

0651.000.00.6

0600.101.15.0

0600.100.15.0

Cover opal

Profile

Cover clear

Cover full opal

LT 78%

aluminium anodized

LT 98%

LT 50%

12mm

2000mm

2000 X 24,8 X 14,8mm

2000mm

2000mm

End cap

Mounting bracket

End cap + cable hole 

0751.999.99.6

0748.999.99.6

0715.999.99.6

grey

metal

grey14
,8

m
m

12,2mm

17,1mm

24,8mm

ARTICLE NUMBER DESCRIPTION COLOR LED STRIPE SIZE
(LxWxH)

0600.150.07.0

0677.999.91.6

0600.101.07.0

0600.100.07.0

Cover opal

Profile

Cover clear

Cover full opal

LT 78%

Aluminium anodized

LT 98%

LT 50%

12mm

2000mm

2000 X 24,8 X 7mm

2000mm

2000mm

End cap 

Mounting bracket

End cap + cable hole 

0701.999.99.6

0747.999.99.6

0702.999.99.6

grey

metal

grey

LED LINE 17 LOW BUILD IN (For LED up to 12mm)

24,8mm

12,2mm

17,4mm

6,
9m

m



1
9

0

L E D  L I N EIP20

ARTICLE NUMBER DESCRIPTION COLOR LED STRIPE SIZE
(LxWxH)

0631.000.00.6 Profile

including cover full opal  LT 50%

aluminium anodized 26,9mm 3000 X 30 X 30mm

Accessories

End cap

Mounting bracket

End cap + cable hole

0731.902.99.6

0731.000.00.6

0731.901.99.6

grey

metal

grey

CORNER 30 (For LED up to 26mm)

30mm

26,9mm30
m

m

ARTICLE NUMBER DESCRIPTION COLOR LED STRIPE SIZE
(LxWxH)

0603.101.04.0

0603.008.08.6

0603.150.04.0

Cover clear

Profile

Cover opal

LT 92%

Aluminium anodized

LT 78%

4mm

2000mm

2000 X 8 X 8mm

2000mm

Accessories

End cap

Mounting bracket

End cap + cable hole 

0603.998.04.6

0603.997.04.0

0603.999.04.6

grey

metal

grey

CORNER 08 (For LED up to 4mm)

8mm

4,2mm

8m
m

ARTICLE NUMBER DESCRIPTION COLOR LED STRIPE SIZE
(LxWxH)

0605.101.06.0

0605.010.10.6

0605.150.06.0

Cover clear

Profile

Cover opal

LT 92%

Aluminium anodized

LT 78%

4mm

2000mm

2000 X 10 X 10mm

2000mm

Accessories

End cap

Mounting bracket

End cap + cable hole

0605.998.06.6

0605.997.06.0

0605.999.06.6

grey

metal

grey

10

10

6.3

CORNER 10 (For LED up to 6mm)

10mm

6,3mm10
m

m

ARTICLE NUMBER DESCRIPTION COLOR LED STRIPE SIZE
(LxWxH)

0600.150.07.0

0618.000.00.6

0600.101.07.0

0600.100.07.0

Cover opal

Profile

Cover clear

Cover full opal

LT 78%

Aluminium anodized

LT 98%

LT 50%

12mm

2000mm

2000 X 18,5 X 18,5mm

2000mm

2000mm

Accessories

End cap 

Mounting bracket

End cap + cable hole 

0754.999.99.6

0746.999.99.6

0745.999.99.6

grey

metal

grey

CORNER 18 (For LED up to 12mm)

18
,6

m
m

25,9mm

18,6mm

12,2mm

ARTICLE NUMBER DESCRIPTION COLOR LED STRIPE SIZE
(LxWxH)

0602.101.04.0

0602.008.08.6

0602.150.04.0

Cover clear

Profile

Cover opal

LT 92%

Aluminium anodized

LT 78%

4mm

2000mm

2000 X Ø8mm

2000mm

Accessories

End cap

Mounting bracket 

End cap + cable hole

0602.998.04.6

0602.997.04.0

0602.999.04.6

grey

metal

grey

ROUND 08 (For LED up to 4mm)

4,2mm

Ø8mm
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L E D  L I N EIP20

ARTICLE NUMBER DESCRIPTION COLOR LED STRIPE SIZE
(LxWxH)

0610.545.14.6

0610.150.10.0

Profile

Cover opal

Aluminium anodized

LT 78%

10mm 2000 X 54,5 X 14mm

2000mm

Accessories

End cap 

End cap + cable hole

0610.998.10.6

0610.999.10.6

grey

grey

TRIMLESS 13 OPAL (For LED up to 10mm)

54,5mm

13mm

10,6mm

14
m

m

ARTICLE NUMBER DESCRIPTION COLOR LED STRIPE SIZE
(LxWxH)

LED LINE 12 INDIRECT (for LED up to 12mm)

0614.122.51.6

0614.150.12.0

Profile

Cover opal

aluminium anodized

LT 78%

2 X 12mm 2000 X 122,4 X 50,8mm

2000mm

Accessories

End cap

Spring clip

End cap + cable hole 

0614.998.12.6

0614.996.12.0

0614.999.12.6

grey

metal

grey

12,8mm12,8mm

122,4mm

50
,8

m
m

ARTICLE NUMBER DESCRIPTION COLOR LED STRIPE SIZE
(LxWxH)

0611.088.20.6

0611.150.32.0

Profile

Cover opal

aluminium anodized

LT 78%

32,2mm 2000 X 88 X 20,3mm

2000mm

Accessories

End cap

End cap  + cable hole

0611.998.32.6

0611.999.32.6

grey

grey

TRIMLESS 35 OPAL (For LED up to 32mm)

88mm

35mm

32,2mm 20
,3

2m
m

ARTICLE NUMBER DESCRIPTION COLOR LED STRIPE SIZE
(LxWxH)

WALL WASHER (For LED up to 17mm)

0613.175.70.6

0613.150.14.0

Profile

Cover opal

aluminium anodized

LT 78%

12mm 2000 X 17,5 X 70mm

2000mm

Accessories

End cap 

Mounting bracket

End cap + cable hole 

0613.998.14.6

0613.997.14.0

0613.999.14.6

grey

metal

grey

LT7060B

17,5mm

13,89mm

69
,9

m
m

ARTICLE NUMBER

ARTICLE NUMBER

DESCRIPTION

DESCRIPTION

COLOR

COLOR

LED STRIPE

LED STRIPE

SIZE
(LxWxH)

SIZE
(LxWxH)

TUBE 30 (For LED up to 20mm)

TUBE 60 (For LED up to 39mm)

0630.000.00.6

0658.000.00.6

Profile

Profile

including cover full opal LT 50%

including cover full opal LT 50%

aluminium anodized

aluminium anodized

21mm

39,1mm

3000 X Ø30mm

3000 X Ø60mm

Accessories

Accessories

End cap

End cap 

Suspension kit 2 X 2000mm

Suspension kit 2 X 2000mm

End cap + cable hole 

End cap + cable hole 

0730.902.99.6

0758.902.00.6

0730.200.00.6

0758.200.00.6

0730.901.99.6

0758.901.00.6

grey

grey

metal

metal

grey

grey

21mm

30
m

m

39,1mm

Ø58mm

57
,6

m
m
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L E D  L I N EIP20

ARTICLE NUMBER DESCRIPTION COLOR LED STRIPE SIZE
(LxWxH)

TUBE 100 (For LED up to 20mm)

0612.100.10.6 Profile

inclucing cover opal LT 78%

aluminium anodized 5 X 12mm 2000 X Ø100mm

Accessories

End cap

Pendant kit

End cap + cable hole 

0612.998.12.3

0612.900.12.0

0612.999.12.3

white

metal

white

20,7mm

Ø100mm
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V I L L A ,  A M E R S F O O R T,  T H E  N E T H E R L A N D S

Le
dl

in
e
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M A N S I O N ,  R O T T E R D A M ,  T H E  N E T H E R L A N D S
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5

M A N S I O N ,  R O T T E R D A M ,  T H E  N E T H E R L A N D S
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ARTICLE NUMBER VOLT WATT LENGTH WIDTH IP CRICOLOR
TEMPERATURE

LUMEN
PER 1m

0319.240.36.0

0320.240.36.0

0320.240.36.1

0319.280.36.0

0320.280.36.0

0320.280.36.1

0319.240.72.0

0320.240.75.0

0319.280.72.0

0320.280.75.0

24V

24V

24V

24V

24V

24V

24V

24V

24V

24V

36W

36W

36W

36W

36W

36W

72W

75W

72W

75W

5m

5m

5m

5m

5m

5m

5m

5m

5m

5m

8mm IP20

10mm

13mm

IP20

IP67

>90

>90

>90

>90

>90

>90

8mm IP20

10mm

13mm

IP20

IP67

8mm IP20

10mm IP20

>90

>90

>90

>90

8mm IP20

10mm IP20

2400K

2400K

2400K

2800K

2800K

2800K

2400K

2400K

2800K

2800K

561lm

546lm

546lm

597lm

581lm

581lm

1123lm

1170lm

1195lm

1245lm

0319.300.36.0

0320.300.36.0

0320.300.36.1

0319.300.72.0

0320.300.75.0

24V

24V

24V

24V

24V

36W

36W

36W

72W

75W

5m

5m

5m

5m

5m

>90

>90

>90

8mm IP20

10mm

13mm

IP20

IP67

>90

>90

8mm IP20

10mm IP20

3000K

3000K

3000K

3000K

3000K

612lm

595lm

595lm

1224lm

1275lm

0319.350.36.0

0320.350.36.0

0320.350.36.1

0319.350.72.0

0320.350.75.0

24V

24V

24V

24V

24V

36W

36W

36W

72W

75W

5m

5m

5m

5m

5m

>90

>90

>90

8mm IP20

10mm

13mm

IP20

IP67

>90

>90

8mm IP20

10mm IP20

3500K

3500K

3500K

3500K

3500K

633lm

616lm

616lm

1267lm

1320lm

STRIPE COB BLACK 8MM

0300.998.08.1

0300.997.10.1

0300.997.08.1

Connector 2 Pin 8mm IP65 incl. Cable

Connector 2 Pin 10mm IP65 Double +Cable

Connector 2 Pin 8mm IP65 Double + Cable

8mm

10mm

IP65

IP65

8mm IP65

0300.999.10.1 Connector 2 Pin 10mm IP65 10mm IP65

0300.999.08.1

0300.998.10.1

Special for sauna max. 100°

Connector 2 Pin 8mm IP65

Connector 2 Pin 10mm IP65 incl. Cable

8mm

10mm

IP65

IP65

C O B  L E D  S T R I P E

ARTICLE NUMBER VOLT WATT LENGTH WIDTH IP CRICOLOR
TEMPERATURE

LUMEN
PER 1m

STRIPE COB BLACK 10MM

CONNECTOR COB 8MM

CONNECTOR COB 10MM

IP20 5 
YEARS 

WARRANTY

0320.240.50.1

0305.999.99.0

24V

24V

50W

75W

5m

5m

14mm

12mm

IP67

IP20

>90

>90

2400K

RGB

350lm

450lm

ARTICLE NUMBER

ARTICLE NUMBER

VOLT

VOLT

WATT

WATT

LENGTH

LENGTH

WIDTH

WIDTH

IP

IP

CRI

CRI

COLOR
TEMPERATURE

COLOR
TEMPERATURE

LUMEN
PER 1m

LUMEN
PER 1m

STRIPE COB BLACK 10MM SAUNA

STRIPE COB WHITE 12MM RGB
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ARTICLE NUMBER VOLT WATT LENGTH WIDTH IP CRICOLOR
TEMPERATURE

LUMEN
PER 1m

0304.240.45.0

0304.280.45.0

24V

24V

45W

45W

5m

5m

4mm IP20 >90

>904mm IP20

2400K

2800K

750lm

780lm

0304.300.45.0 24V 45W 5m >904mm IP203000K 780lm

0304.350.45.0 24V 45W 5m >904mm IP203500K 780lm

STRIPE 4MM

CONNECTOR 4MM

0300.999.04.0

0300.998.04.0

Connector 2 Pin 4mm IP20

Connector 2 Pin 4mm IP20 incl. Cable

4mm IP20

4mm IP20

0300.997.04.0 Connector 2 Pin 4mm IP20 Double + Cable 4mm IP20

ARTICLE NUMBER VOLT WATT LENGTH WIDTH CRICOLOR
TEMPERATURE

LUMEN
PER 1m

0216.240.36.0

0216.280.36.0

0216.240.36.1

0216.280.36.1

24V

24V

24V

24V

36W

36W

5m

5m

5m

5m

8mm >90

>908mm

13mm >90

>90

2400K

2800K

2800K

600lm

620lm

600lm	

620lm

0216.300.36.0

0216.300.36.1

24V

24V

36W

36W

5m

5m

>908mm

>9013mm

3000K

3000K

620lm

620lm

0216.450.36.0

0216.450.36.1

24V

24V

36W

36W

5m

5m

>908mm

>9013mm

4500K

4500K

650lm

650lm

STRIPE 8MM

0000.000.00.00300.998.08.1

0300.997.08.1

Connector 2 Pin 8mm for Stripe COB Black IP65 incl. CableConnector 2 Pin 8mm IP65 incl. Cable

Connector 2 Pin 8mm IP65 Double + Cable

8mm IP65IP65

8mm IP65

0300.999.08.1 Connector 2 Pin 8mm IP65 8mm IP65

0309.280.48.0

0309.300.48.0

24V

24V

48W

48W

5m

5m

8mm IP20 >97

>978mm IP20

2800K

3000K

768lm

797lm

0309.350.48.0 24V 48W 5m >978mm IP203500K 816lm

0309.400.48.0 24V 48W 5m >978mm IP204000K 864lm

CONNECTOR 8MM

IP20

IP20

IP20

IP20

IP67

IP67

IP67

IP67

IP

L E D  S T R I P E

ARTICLE NUMBER VOLT WATT LENGTH WIDTH CRICOLOR
TEMPERATURE

LUMEN
PER 1m

IP

STRIPE 8MM FULL SPECTRUM

36W

36W 2400K

13mm

IP20-IP68 5
YEARS 

WARRANTY

ARTICLE NUMBER VOLT WATT LENGTH WIDTH CRICOLOR
TEMPERATURE

LUMEN
PER 1m

0216.240.96.0

0216.280.15.0

0216.280.96.0

0216.300.15.0

0216.240.96.2

24V

24V

24V

24V

24V

96W

115W

96W

115W

96W

5m

5m

5m

5m

5m

10mm

10mm

>90

>90

>90

>90

10mm

10mm

12mm >90

2400K

2800K

2800K

3000K

2400K

1550lm

2185lm

1600lm

2185lm

1800lm	

0216.300.96.0

0216.450.15.0

0216.300.96.2

24V

24V

24V

96W

115W

96W

5m

5m

5m

>90

>90

10mm

10mm

>9012mm

3000K

4500K

3000K

1650lm

2229lm

1950lm

0216.450.96.0

0216.450.96.2

24V

24V

96W

96W

5m

5m

>9010mm

>9012mm

4500K

4500K

1700lm

2070lm

STRIPE 10MM

IP20

IP20

IP65

IP65

IP20

IP20

IP65

IP20

IP20

IP20

IP
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L E D  S T R I P E

CONNECTOR 10MM

ARTICLE NUMBER VOLT WATT LENGTH WIDTH IP CRICOLOR
TEMPERATURE

LUMEN
PER 1m

0306.280.32.0

0306.300.32.0

48V

48V

132W

132W

20m

20m

10mm IP20 >90

>9010mm IP20

2800K

3000K

390lm

410lm

STRIPE 10MM ULTRA LONG (Installation length max. 50m)

0300.997.10.0 10mm IP20

0300.999.10.0 Connector 2 Pin 10mm IP20 10mm IP20

0300.998.10.0 Connector 2 Pin 10mm IP20 incl. Cable 10mm IP20

0300.996.10.0 L-Connector 2 Pin 10mm IP20 10mm IP20

Connector 2 Pin 10mm IP20 Double +Cable

ARTICLE NUMBER
STRIPE 12MM RGB

VOLT WATT LENGTH WIDTH CRICOLOR
TEMPERATURE

LUMEN
PER 1m

0224.999.99.0

0306.999.99.0

0307.999.99.0

24V

24V

24V

36W

72W

72W

5m

5m

5m

12mm >80

>8012mm

>8012mm

RGB

RGB

RGB

600lm

240lm

240lm

ARTICLE NUMBER

STRIPE 12MM RGB-W

VOLT WATT LENGTH WIDTH CRICOLOR
TEMPERATURE

LUMEN
PER 1m

0308.450.72.1

0308.280.72.0

0308.280.72.1�

24V

24V

24V

72W

72W

72W

5m

5m

5m

17mm

>8012mm

17mm >80

RGBW + 4500K

RGBW +2800K

RGBW + 2800K

1200lm

1200lm

1200lm

0308.450.72.0 24V 72W 5m >8012mmRGBW +4500K 1200lm

IP20

IP20

IP68

IP20

IP20

IP67

IP67

IP

IP

>80

ARTICLE NUMBER VOLT WATT LENGTH WIDTH IP CRICOLOR
TEMPERATURE

LUMEN
PER 1m

0310.280.96.0

0310.300.96.0

24V

24V

96W

96W

5m

5m

10mm IP20 >97

10mm IP20

2800K

3000K

1536lm

1593lm

0310.350.96.0 24V 96W 5m >9710mm IP203500K 1632lm

0310.400.96.0 24V 96W 5m >9710mm IP204000K 1728lm

STRIPE 10MM FULL SPECTRUM

>97

IP20-IP68 5 
YEARS 

WARRANTY

0216.965.48.0

0216.665.96.0

24V

24V

48W

96W

5m

5m

>90

>90

10mm

10mm

2700/6500K

2700/6500K

700lm

1600lm

IP20

IP20

ARTICLE NUMBER VOLT WATT LENGTH WIDTH CRICOLOR
TEMPERATURE

LUMEN
PER 1m

IP

STRIPE 10MM TUNABLE WHITE

ARTICLE NUMBER VOLT WATT LENGTH WIDTH IP CRICOLOR
TEMPERATURE

LUMEN
PER 1m

0235.250.72.0

0235.290.72.0

0235.750.72.0

24V

24V

24V

72W

72W

72W

5m

5m

5m

10mm IP20

10mm IP20

10mm IP20

2500K

2900K

7500K

1368lm

1411lm

1440lm

0235.300.72.0 24V 72W 5m 10mm IP203000K 1411lm

0235.500.72.0 24V 72W 5m 10mm IP205000K 1512lm

STRIPE 10MM FRESH FOOD

Bread

Meat

Fresh Fish

Fruit

Vegetable
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0124.020.10.0 24VDC

24VDC

24VDC

24VDC

24VDC

20W

40W

60W

50W

40W

IP67

IP67

IP20

IP20

IP20

0-10V

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

35W

60W

90W

80W

75W

320W

IP67

IP67

IP67

IP20

IP65

IP65

0-10V

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

24VDC

60W

90W

240W

120W

160W

240W

150W

IP67

IP67

IP67

IP20

IP20

IP20

IP20

0-10V

0-10V

24VDC

24VDC

24VDC

100W

120W

600W

IP67

IP67

IP67

0-10V

0-10V

24VDC 150W IP67

24VDC 240W IP67

24VDC 600W IP65

0124.060.40.0

0124.050.40.2

0124.100.10.0

0124.060.10.0

0124.120.40.0

0124.160.40.2

0124.240.40.0

0124.240.10.0

0124.035.10.0

0124.090.40.0

0124.080.40.2

0124.150.10.0

0124.600.10.0

ARTICLE NUMBER

ARTICLE NUMBER

ARTICLE NUMBER

ARTICLE NUMBER

ARTICLE NUMBER

VOLTAGE

VOLTAGE

VOLTAGE

VOLTAGE

VOLTAGE

WATTAGE

WATTAGE

WATTAGE

WATTAGE

WATTAGE

IP

IP

IP

IP

IP

0124.040.20.0

0124.150.20.0

0124.075.20.0

0124.320.20.0

0124.040.30.0

0124.120.30.0

0124.600.30.0

0124.090.30.0

0124.240.30.0

0124.060.30.0

Drivers on/off

Drivers phase cut dimmable

Drivers 0-10V

Drivers DALI dimmable

Drivers DALI dimmable Tunable white

D R I V E R S  L E D  S T R I P E

Full warranty only applies when fixture is purchased in combination with recommended driver.

24VDC 60W IP67

24VDC 120W IP67

0124.060.50.0

0124.120.50.0

ARTICLE NUMBER VOLTAGE WATTAGE IP

Drivers Casambi

5 
YEARS 

WARRANTY
IP20-IP68
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Technical drawing
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COLORS (∆)

BEAM ANGLE

ADJUSTABLE

LIGHT SOURCE

DRIVER

PRODUCT MATERIAL

SIZE

5 = RAL 9005 black

3 = RAL 9003 white

No

Bridgelux V8 Array

Including phase cut dimmable driver

Die-cast aluminium

85 X 85 X 100mm

33°

5105.995.33.55 (Black)
5105.995.33.33 (white)

V8 Array
V8 Array

Bridgelux
Bridgelux

745lm
745lm

9,2W
9,2W

80lm/W
80lm/W

2700K
2700K

>90
>90

500mA
500mA

35.000 Hrs
35.000 Hrs

ARTICLE  
NUMBER

    ∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

C U B E  R  I P 6 5

MODULE LIFETIME Approx. 35.000 hours

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

INFORMATION

IP65 3 
YEARS 

WARRANTY

Full warranty only applies when fixture is purchased in combination with 
recommended driver.

OPTIONS 

DRIVER OPTIONS 1/10V

DALI

500mA 7-10W
Art. no.: 0110.500.30.2

500mA 7-10W
Art. no.: 0110.500.40.2

85mm85mm

10
0m

m



Technical drawing

2
0

5

INFORMATION

COLORS (∆)

LIGHT SOURCE

PRODUCT MATERIAL

SIZE

BEAM ANGLE

MODULE LIFETIME

DRIVER

Up/dn including 2 X IP65 glass cover

Bridgelux V6 Array

Die-cast aluminium

105 X 125 X 60mm

Approx. 30.000 hours

Including phase cut dimmable driver

5 = RAL 9005 black

9 = RAL 7012 grey

6018.827.20.∆ V6 Array Bridgelux 2 X 420lm 2 X 4,6W 104lm/W 2700K >80 30.000 Hrs 500mA

20° 20°

ARTICLE  
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

B L O C K  6  U D

12
5m

m

105mm60mm

IP65 3 
YEARS 

WARRANTY
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INFORMATION

COLORS (∆)

LIGHT SOURCE

PRODUCT MATERIAL

SIZE

MODULE LIFETIME

DRIVER

3 = RAL 9003 white

Up/dn including 2 X IP65 glass cover

Bridgelux V8 Array

Die-cast aluminium

102 X 102 X 102mm

Approx. 35.000 hours

Including phase cut dimmable driver

5 = RAL 9005 black

9 = RAL 7012 grey

6017.990.99.∆ V8 Array Bridgelux 565lm 6,2W 91lm/W 2700K >80 35.000 Hrs 350mA

ARTICLE  
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

B L O C K  1 0  U D

10
2m

m

102mm102mm

OPTIONS

DRIVER OPTIONS 1/10V

DALI

350mA 0-6W 
Art. no.: 0106.350.30.0

350mA 4-6W
Art. no.: 0106.350.40.0

IP65 3 
YEARS 

WARRANTY



Technical drawing

2
0

8

INFORMATION

COLORS (∆)

LIGHT SOURCE

PRODUCT MATERIAL

SIZE

MODULE LIFETIME

DRIVER

Bridgelux V6 Array

Die-cast Aluminium

Ø112 X 35mm

Approx. 35.000 hours

Including on/off driver

BEAM ANGLE Wide angle

77 = dark grey

7 = light grey

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

B O LT I  R

8250.102.99.∆ V6 Array Bridgelux 292lm 3,2W 91lm/W 2700K >90 35.000 Hrs 350mA

ARTICLE  
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mATC
LIFETIME

MODULE
EFFICIENCY

35mm

Ø
11

2m
m

IP65 3 
YEARS 

WARRANTY

Also available as a dimmable version on request (external driver)
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INFORMATION

COLORS

BEAM ANGLE

LIGHT SOURCE

PRODUCT MATERIAL

SIZE

MODULE LIFETIME

LED GU10

Aluminium

150 X 125 X 88mm

Approx. 30.000 / 50.000 hours

7 = RAL 9007 grey

25° 36°

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

S L O P E

125mm

15
0m

m
88

m
m

BEAM ANGLE DTW 30°

IP54 3 
YEARS 

WARRANTY

8085.279.36.∆

8085.290.36.∆

GU10

GU10

Philips

Philips

8085.272.25.∆

8085.282.25.∆

GU10

GU10

Philips

Philips

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI BEAM
ANGLE

TC
LIFETIME

MODULE
EFFICIENCY

265lm

280lm

4W

4W

66lm/W

70lm/W

2700K

3000K

>90

>90

50.000 Hrs

50.000 Hrs

36°

36°

265lm

280lm

4W

4W

66lm/W

70lm/W

2700K

3000K

>90

>90

50.000 Hrs

50.000 Hrs

25°

25°

8085.176.30.∆ GU10 KL 305lm 5W 61lm/W 2000 - 3000K >90 30.000 Hrs 30°DTW



Technical drawing
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0

INFORMATION

COLORS (∆)

LIGHT SOURCE

PRODUCT MATERIAL

SIZE

MODULE LIFETIME

3 = RAL 9003 white

LED GU10

Aluminium and PC

Ø80 X 112 X 87mm

Approx. 30.000 / 50.000 hours

5 = RAL 9005 black

BEAM ANGLE

BEAM ANGLE DTW

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

B R I C K 

87
m

m

Ø80mm

8180.279.36.∆

8180.290.36.∆

GU10

GU10

Philips

Philips

8180.272.25.∆

8180.282.25.∆

GU10

GU10

Philips

Philips

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI BEAM
ANGLE

TC
LIFETIME

MODULE
EFFICIENCY

265lm

280lm

4W

4W

66lm/W

70lm/W

2700K

3000K

>90

>90

50.000 Hrs

50.000 Hrs

36°

36°

265lm

280lm

4W

4W

66lm/W

70lm/W

2700K

3000K

>90

>90

50.000 Hrs

50.000 Hrs

25°

25°

8180.176.30.∆ GU10 KL 305lm 5W 61lm/W 2000 - 3000K >90 30.000 Hrs 30°DTW

25° 36°

30°

IP65 3 
YEARS 

WARRANTY

Max. hole size for the wall mounting is 75 x 65mm (W X H)!
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INFORMATION

COLORS (∆)

LIGHT SOURCE

PRODUCT MATERIAL

SIZE

MODULE LIFETIME

3 = RAL 9003 white

LED GU10

Aluminium and PC

Ø80 X 112 X 254mm

Approx. 30.000 / 50.000 hours

5 = RAL 9005 black

BEAM ANGLE

BEAM ANGLE (DTW)

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

B R I C K  U D

112mm

80mm

25
4m

m

8181.279.36.∆

8181.290.36.∆

GU10

GU10

Philips

Philips

8181.272.25.∆

8181.282.25.∆

GU10

GU10

Philips

Philips

ARTICLE 
NUMBER

∆ See colors

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI BEAM
ANGLE

TC
LIFETIME

MODULE
EFFICIENCY

265lm

280lm

4W

4W

66lm/W

70lm/W

2700K

3000K

>90

>90

50.000 Hrs

50.000 Hrs

36°

36°

265lm

280lm

4W

4W

66lm/W

70lm/W

2700K

3000K

>90

>90

50.000 Hrs

50.000 Hrs

25°

25°

8181.176.30.∆ GU10 KL 305lm 5W 61lm/W 2000 - 3000K >90 30.000 Hrs 30°DTW

25° 36°

30°

IP65 3 
YEARS 

WARRANTY

Max. hole size for the wall mounting is 75 x 65mm (W X H)!
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INFORMATION

COLORS

LIGHT SOURCE

PRODUCT MATERIAL

SIZE 

BEAM ANGLE

MODULE LIFETIME

DRIVER

Tempered glass standard

Lens plate black colored and adjustable

Including 1,5m cable

Stainless steel ring (316)

IK 10

Mounting instruction:
For mounting instructions please visit www.key-light.nl. Full warranty only applies 
when fixture is mounted according to these instructions

Cree XP-E

Stainless steel and ABS plastics

Ø178 X 163 X 107mm

Approx. 30.000 hours

Option

8 = Stainless steel

8108.990.30.8
8108.700.40.8

XP-E
XP-E

Cree
Cree

306lm
306lm

8,3W
8,3W

37lm/W
37lm/W

2700K
2700K

>80
>80

30.000 Hrs
30.000 Hrs

700mA Included
Excluded

40°

ARTICLE 
NUMBER

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mA DriverTC
LIFETIME

MODULE
EFFICIENCY

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

F L O O R  1 0

16
3m

m

Ø178mm

80
m

m

Ø107mm

Ø107mm

OPTIONS 

DIMMABLE On request

For centralized drivers please contact sales

IP67

Art. no.: 3055.999.94.9HONEYCOMB

3 
YEARS 

WARRANTY

HONEYCOMB   

Honeycomb
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INFORMATION

COLORS

LIGHT SOURCE

PRODUCT MATERIAL

SIZE 

BEAM ANGLE

MODULE LIFETIME

DRIVER

Tempered glass standard

Including  1,5m cable

Stainless steel ring (316)

IK 10

Mounting instruction:
For mounting instructions please visit www.key-light.nl. Full warranty only applies 
when fixture is mounted according to these instructions

Bridgelux V13B

Aluminium body

Ø123 X 158mm

Approx. 50.000 hours

8 = Stainless steel

8109.500.55.8 V13B Bridgelux 2500lm 18W 139lm/W 2700K >80 50.000 Hrs 500mA Included

ARTICLE 
NUMBER

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI mA DriverTC
LIFETIME

MODULE
EFFICIENCY

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

F L O O R  2 5

55°

BEAM 
ANGLE

55°

15
8m

m

17
7m

m

Ø111mmØ123mm

Option

OPTIONS 

DIMMABLE On request

For centralized drivers please contact sales

IP67 3 
YEARS 

WARRANTY

15° Art. no.: 8109.000.15.0

24° Art. no.: 8109.000.24.0

OPTIONAL BEAM ANGLE

8109.000.55.8 V13B Bridgelux 2500lm 18W 139lm/W 2700K >80 50.000 Hrs 500mA Excluded55°
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INFORMATION

COLORS

LIGHT SOURCE

PRODUCT MATERIAL

SIZE

BEAM ANGLE

MODULE LIFETIME

DRIVER

Including 1000mm cable

Epistar

Aluminium

Ø43 X 70 X 80mm

Approx. 30.000 hours

Including  on/off driver

5 = RAL 9005 black mat

8145.005.38.5 Epistar LED 287lm 5W 57lm/W 2700K >80 30.000 Hrs

Including ground mounting pin

38°

ARTICLE 
NUMBER

LUMINOUS
FLUX

BRANDLAMP TYPE OUTPUT
POWER

COLOR
TEMPERATURE

CRI TC
LIFETIME

MODULE
EFFICIENCY

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

A B O R

17
0m

m
Ø

43
m

m70mm

IP65 2 
YEARS 

WARRANTY
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INFORMATION

COLORS

LIGHT SOURCE

PRODUCT MATERIAL

SIZE

BEAM ANGLE

MODULE LIFETIME

DRIVER

Including 1500mm cable

Bridgelux C6/C8

Aluminium

162 X Ø75 X 995mm

Approx. 50.000 hours

Option

5 = RAL 9005 black

Alu body and mounting plate with spike in black with 90cm pole. Mounting pole 
can be cut to desired hight

25° 38°

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

GARDEN SPOT S

Ground mounting 140mm

LAMP TYPE BRAND LUMINOUS
FLUX

OUTPUT 
POWER

MODULE
EFFICIENCY

COLOR
TEMPERATURE

CRI TC 
LIFETIME

mA Driver

8142.005.38.5 C6 Bridgelux 513lm 5W 103lm/W 2700K >80 50.000 Hrs 500mA Included

Included

Excluded

Excluded

ARTICLE 
NUMBER

8142.010.25.5 C8 Bridgelux 900lm	 10W 90lm/W 2700K >80 50.000 Hrs 250mA

Garden 10W 25°

Garden 5W 38°

Ø100mm

99
5m

m

162mm

Ø75mm

OPTIONS 

DIMMABLE

IP65 5
YEARS 

WARRANTY

On request

For centralized drivers please contact sales

8142.105.38.5 C6 Bridgelux 513lm 5W 103lm/W 2700K >80 50.000 Hrs 500mA

8142.110.25.5 C8 Bridgelux 900lm 10W 90m/W 2700K >80 50.000 Hrs 250mA



Technical drawingHole size

2
1

98142.015.37.5 C8 Bridgelux 1516lm	 15W 101lm/W 2700K >80 50.000 Hrs 350mA

LAMP TYPE BRAND LUMINOUS 
FLUX

OUTPUT 
POWER

MODULE
EFFICIENCY

COLOR
TEMPERATURE

CRI TC  
LIFETIME

mA DriverARTICLE 
NUMBER

INFORMATION

COLORS

LIGHT SOURCE

PRODUCT MATERIAL

SIZE

BEAM ANGLE

MODULE LIFETIME

DRIVER

Including 1500mm cable

Bridgelux C8

Aluminium

177 X Ø95 X 995mm

Approx. 50.000 hours

Option

5 = RAL 9005 black

Alu body and mounting plate with spike in black with 90cm pole. Mounting pole 
can be cut to desired hight

37°

Keylight International reserves the right to modify or change technical, construction or LED 
specifications due to continuous improvements of our products and light sources. 

G A R D E N  S P O T  L

Ground mounting 140mm
Ø100mm

99
5m

m

177mm

Ø95mm

OPTIONS 

DIMMABLE On request

For centralized drivers please contact sales

IP65 5 
YEARS 

WARRANTY

8142.115.37.5 C8 Bridgelux 1516lm	 15W 101lm/W 2700K >80 50.000 Hrs 350mA Excluded
Included
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C O L O P H O N S H O W R O O M
The world of lighting is in constant motion. 
Therefore, it may happen that we implement 
technical innovations and upgrades to our 
lighting collection in the meantime. 

We strive to always use the most current and 
reliable technologies in our lighting collection. We 
keep a sharp eye on the quality and functionality 
of our products. As soon as improvements are 
made, we will immediately implement them in 
our products, not only for our own benefit, but 
also for that of our customers.

This means that our catalogues and datasheets 
are also subject to change. Therefore, the 
information in our printed catalogues may not 
always be up to date. For up-to-date product 
information, data, technical specifications and 
images, please visit our website: key-light.nl. 

Our website is updated daily in order to provide 
our customers with the most accurate information 
about our products. Should you encounter any 
problems, please let us know immediately.

Keylight
Pelenerf 14
3861 PR Nijkerk

+31(0)33 246 21 20

info@key-light.nl
key-light.nl

Appointments in our showroom are made 
by reservation. If you would like to make an 
appointment in our showroom, please contact us 
using the details above.
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